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THE K. M. I. STEAM ENGINE. 

The principal feature of the novel form of steam engine 
illustrated herewith, to which the attention of the reader is 
directed, is the valve, which is equally well adapted to either 
double or single machines. The double cylinder engine is 
constructed with cranks at right angles, has no dead point, 
and consequently requires no fly whecl, the leverage vary- 
ing between one and one aud a. half cranks, nearly. .The 
valve is actuated hy bevel gearing communicating with simi- 
lar mechanism on the main shaft, which may be in the 
center, or on the 
outside of the bed 
plate a: represent- 
ed in the perspec- 
tive view, Fig. 1. 
To this portion 
of the apparatus, 
however, more 
particular refer- 
ence will be made 
hereafter. 

Fig. 2 is a sec- 
tion of the steam 
chest, A, valve, B, 
cut-off plate, C, 
and valve seat, D. 
The valve stem, it 
will be noticed, 
carries a bevel cog 
wheel above the 
steam chest, and © 
is held in a suita- 
ble frame. The 
direction of the = 
live steam is indi- 
cated by the bent _ 
arrow, at E, and = 
the course of the | 
exbaust by simi. 
lar means at F. 
Proceeding to the 
consideration of 
the various por- = 
tions in detail, we 
represent in Fig. 
3 the bottom of 
the valve, B. G 
isthe dome which, as already indicated, opens into the live 
steam port, H, which is cut to one eighth of the circle; I is the 
exhaust aperture, cut to three eighths, whence the steam passes 
into the steam chest, as before noted, at F, Fig. 2. Around 
the dome, G, is formed a short cylindrical rim which passes 
down through the cut-off plate, C, and into the valve seat, 
so as to hold the valve in place. The arrow drawn beside 
Fig. 3 shows the direction of the rotation of the 
valve. In Fig. 4 is depicted ths variable cut-off 
plate, C, which is athin disk of metal;in it are 
four openings, which correspond with similar 
apertures, each equal to one eighth circle, in the 
valve seat, Fig. 5. These orifices embrace the 
stops, J, Fig. 5, which are pieces of metal se- 
cured to the valve seat and of the same thick- 
ness as the cut off plate. Tue object of these 
stops is to prevent the movement of the plate 
from affecting the points of admission of steam 
into the cylinders. The plate is controlled by 
the governor by means of suitable mechanism 
connecting with the cogged octant, formed at ite 
circumference and fitting in a recess in the side 
of the steam chest. It is stated that the gover- 
nor adjusts the cut-c ff, by moving the plate, with 
the greatest ease, the valve gliding over the lat- 
ter with very slight friction. 

The valve seat, as shown in Fig. 5, is pierced 
fora double cylinder engine. The openings, 1 
and 8, coanect with the right cylinder, and 2 
and 4 with that on the left, the steam ways cross- 
ing, as indicated by the dotted lines. The valve 
moves over the seat in the direction of the arrow, 
Fig. 5, which, as before noted, is pierced for a 
fixed cut off at half stroke, since one eighth 
passing over one eighth gives one quarter rev- 
olation or one half stroke; while, as the ex- 
haust port is cut three eighthsof circumference, 
necessarily three eighths passing over one 
eighth gives one half revolution, or full stroke 
for exhaust. 

According to the inventor, this valve is cap- 
able of these modifications as follows: First, the valve 
constitutes the steam chest, the steam taking the ordinary 
course, the live steam port connecting with the steam chest 
and the center dome connecting with the exhaust port, which 


opens downward only, the joints being visible and showing 
any leak that may exist. 

In the second, the course of the steam is reversed; the 
live steam port of the valve opens into the c-nterdome. The 
exhaust port, opening upward, discharges the exhanst steam 
into the steam chest above the valve. This modification is 
already described and shown iu Fig 2. 
= third plan, a part of the top of the stcam chest is 
attached to tlie valve stem, in surface slightly less than the 





bottom of the valve, producing a balanced valve, the top 
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of the steam chest being reduced to a narrow outer rim. 
The steam, entering at the side of the chest, takes the ordi- 
nary course. 

Fig. 6 shows an ingenious device employed for connecting 
the cog gearing which actuates the valve with the main 
shaft, whereby the movement of the latter may be instantly 





reversed without altering the direction of rotation or the 





motion of the valve. This is not shown in the engine in 
Fig. 1, but is usually placed on the center of the main shaft, 
the cylinders being separated for a few inches. Both of the 
bevel wheels, K, are loose upon the shaft, and between them 








works a similar wheel, L, upon the rod which connects with 
the valve gear. Between the wheels, K, and’sliding loosely 
upon the sbaft, isa sleeve forming a elutch which may be 
brought into action, as plainly indicated, with either. The 
sleeve, although moving freely along the shaft, is rigidly 
connected with it by a feather and slot, so as to partake of 
its rotary motion. It is evident, therefore, that the wheel, 
L, thus receives its motion from but one wheeh K, while the 
other is inoperative, and hence, as is evijent from the ar- 
rangement of the gearing, may, by altering the position of 
the sleeve, be 
caused to rotate 
always in the 
same direction, 

The claims of 
the inventor re- 
gerding ‘the mer- 
its of his device, 
advantages which 
we learn secured 
for it much att-n- 
tion and favora- 
ble comment at 
the recent Louis- 
ville Exposition, 
may be briefly 
Fummed ui as 
fol'owa: That, in 
dispeasing with 
the fly wheel and 
the eccentric, and 
in the free move- 
ment of the valve, 
there is a saving 
of au great part of 
the resistance ari- 
sing from the 
moving parts of 
the engine itself. 
That the double 
engine corts no 
more, and the sin- 
gle engine less, 
than the common 
non-cut-off engine 
of the same pow- 
er. Tuat in econ- 
ony of steam, and consequently of fuel, it accomplishes ail 
that engines of the highest grade can accomplish, while it 
is remarkable for simplicity and cheapness of first cost. 
That it cannot get out of order except by breakage or wear 
of parts, and can be managed by an unskilled hand. The 
valve, it is also stated, can be attached at small expense to 
engines now running, giving them the fixed and automatic 
cut-off, with a saving of half the fuel for the same 
amount of work. The double engine, it is be- 
lieved, has peculiar adaptation to road steamers, 
steam plows, etc. 

Our engraving is taken from a photograph of 
this form of the machine, as exhibited at the above 
mentioned ex position. 

Patented Svptember 9, 1573. For further in- 
formation address the inventor, Colonel R. T. P. 
Allen, Superintendent Kentucky Military Insti- 
tute, Farmdale P. O., Franklin county, Ky. 
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The Cottoa Window in the Guildhal), 
London. 


Mr. W. J. Cotton, a London merchant, and an 
alderman, has recently presented to the city a 
stained glass window, in commemoration of the 
troublous times of the scarcity of cotton during 
our late civil war, and the generosity of the Lon- 
doners in aiding the Lancashire operatives. Al- 
derman Cotton was a zealous worker on behalf of 
the relief fund; and if, by accident, the nemorial 
window perpetuates his own name, no one will 
grudge Lim the distiaction. 

The window illustrates the cotton plant, in the 
different stages from its growth to its final appli- 
cation to clothing, by twelve medallion pictures, 
showing sowing, growing, picking, packing in the 
field, loading at New Orleans, at sea in an Amer- 
ican clipper, discharging in the London Docks, 
carting, in transit on the rail, the Manchester Pic- 
cadiily (the Cottonopolie), manufacture in. cotton 
mill, and wearing, the last named being a family 


group. The color of the ground work is lavender; the bor- 
ders are ruby, with an ambrr ribbon; the designs are filled 


in with ruby, amber, and lavender, the gothic scroll work 
being brownish white. 
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THE VALUE OF ?ATENTS. 

A recent number of the Official Gazette contains a full re- 
port of the address delivered by Mr. J. M. Thacher, our 
present Assistant Commissioner of Patents, before the so- 
called Patent Congress, at Vienna, last summer. In this 
effort, Mr Thacher begins at the beginniog, avers that in- 
vention is ‘‘ the product of the highest faculsies given by 
God Almighty ” to man, and therefore ought to be secured 
to him by letters patent. He declares that raan basa more 
valid right to the exclusive possession of his inventions than 
even to his landed estates, and perceives no obligatien on 
the part of the inventor or discoverer to disclose new know] 
edge toothers, unless permitted to control and use that 
knowledge as he would other property. Having strongly 
insisted upon the correctness of these propositions, which by 
the way are at variance with the teachings of the wisest 
philosophrrs. he next proceeds to show tbat this inventive 
property, these natural rights of the inventor, ought by law, 
to be taken away f.om the originator after he has for a limi- 
ted period enjoyed their possession. 

In relation to official examina‘ions at the Patent Office, 
our author is of the opinion that the inventor, whose mental 
genius and discernment are eloquently lauded throughout 
the address, is incompetent to examine the novelty of his 
own invention, and determine for himself whether it is 
worth his while to pay in the official fees and take out a 
patent. Nor is the inventor’s attorney qualificd to solve 
this momentous question. It should be left, Mr. Thacher 
says, to a corps of scientific experts; but, as he thinks they 
may be liable toerr, he suggests that there ought to be an- 
other set of experts to re-decide the decisions of the first ex 
perts. This, in fact, is the way the thing is done at Wash- 
ington. On« hundred of these scientific gentlemen, aided by 
four hundred clerks and helpers, 211 of whom are supported 
at the expense of the inventors, now officiate at the Patent 
Office, but Mr. Thacher wishes to increase the number. 
“Unfortunately,” he says, ‘‘it is the pocket that controls 
men, more or less, in every station and in every country.” 
It is indeed a misfortune for our inventors that their pockets 
are obliged to control and supply so large a number of ex- 
amining oficials. Save us, we say, from any increase. We 
are glad to turn from the mazesof the metapbysical portion 
of the Assistant Commissioner's address to that branch which 
relates to the practical results and values of inventions, for 
here we find information, usefal and interesting to every- 
body. He suys: 

“The number of patents granted since 1836 is about 140,000. 
The number of applications for patents has steadily in- 
creased from year to year, uatil it now averages from 20,000 
to 21,000 per annuri, and the number of patents granted an- 
tually is from 13,00 to 15,000. To perform the work of 
examining this large number of applications, the corps of 
expert examiners has been increased from time to time, un- 
til it now numbers about 100—to wit, 24 principal examin- 
ers, and the same number of first, second, and third assist- 
ant examiners, together with a special examiner of trade. 
marks and also of interferentes. Theclerical force has been 
correspondingly increased, so that officials of all grades now 
eroployed in the Office may be stated in round numbers as 
about 500. 

The bare statement of the number of patents granted since 
1856 is sofficient to bear me out in the statement that our 
system has proved to be a most remarkable stimulant to in. 
ventive genius, not only in our own country, but through. 
out the world. But you will very naturally inquire. How 
many of these patents are valuable? Of course it is impos. 
sible to obtain statistical information that rhall be entirely 
reliable on this point, bat my official experience has given 
me such data that I am enabled to form an opinion approxj- 
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mately correct. I have discussed the matter with others, 
and have sought information from manufacturers, pstentees 
and legal gentlemen who have made a specialty of the prac- 
tice of patent law, and I think I do not exaggerate at all 
when I say that one half of the patents gravted in our coun- 
try may be considered remunerutive. Now I do not wish to 
be understood by this that one half of these 140,000 patents 
have brought fortunes to the pockets of the patentees. They 
have become remun :rative to a certain extent—that is, they 
have paid expenses and something more. A small propor- 
tion of them have become largely remunerative, and the 
patentees, or their representatives, have obtained large for- 
tunes from them. I think, therefore, it may be said that the 
influence of our system upon inventions and inventors them- 
selves has been beneficial beyond all expectation. 

But you will also ask: What has been the influence of our 
patent system upon the manufacturing interests of our 
courtry? I have taken occasion to make some inquiries 
upon this point also, A short time before I Jefi Washington 
the Secretary of State sent out, to inventors, manufacturers, 
and others interested in patents, a series of inquiries, among 
which were some as to the influence of our patent system 
upon the manufacturing interests of the country. With ecarce- 
ly an exception, so many of our manufacturers as responded 
answered that the patenc system was beneficial, beyond all 
manner of doubt, to the manufacturing interests of the 
country. It is estimated, both by myself and others who 
are qualified to judge of this matter, that at the present 
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ing capital is based upon patents, either directly or indirect- 
ly. In fact, it is almost impossible to organize a company 
for manufacturing purposes in America without first secur- 
ing the control of patents fur some valuable invention. 

I think, then, that we may be raid to have reached this 
conclusion, that our inventors, patentees, and manufacturers 
have all benefited greatly by our patent system. At the 
same time the public welfare has been greatly promoted by 
the general introduction of nany valuable inventions, which 
otherwise would have rema‘ned undeveloped, ard by the 
cheapening of many articles by the invention of new and im- 
proved modes of manufacture. At the same time w- bélieve 
the whole world has been benefited by the liberality of our 
law. We make no distinction between forcign and native 
applicants, but invite inventors from the whole world to 
give us the benefit of their inventive genius upon the same 
liberal terms that we grant to our own citizens, putting 
upon them no restriction as to time or place of manufac- 
ture, or introduction of the invention into public use. * * 

Let me expzess the hope that you will not adjourn with- 
out establishing a permatent committee as the representa- 
tive of this congress, so that an organization may be created 
by means of which the discussion of this subject may be 
continued from time to time unt.1, finally, civilized govern- 
ments shall become convinced of the righteousness and er- 
pediency of the principles here advanced, and there shall be 
universal recognition of the rights belonging to, and the 
public benefits conferred by, the inventors of the world.” 


A NEW AND IMPORTANT DISCOVERY RELATING TO 
THE BEHAVIOR OF METALS UNDER STRESS. 

In calling attention recently to the original investigations 
in progress at the Stevens Institute of Technology, it will 
be remembered that we referred in some detail to the inter- 
esting and valuable experiments which Professor R. H. 
Thurston is conducting with a view of determining the tor- 
sional resistance of vations metals. The machine used for 
this purpose is an apparatus of the Professor’s own inven- 
tion; and although we have already alluded briefly to its 
construction in another connection, it may be of interest for 
the reader to review its salient points, in order to understand 
with clearness the highly important discovery which has 
just been effected through its aid. A triangular cast iron 
frame supports two suspended arms which swing about in- 
dependent axes in the same line; one arm carries a weight, 
and the other has a bandle at its extremity, by which it is 
moved, Each of the axes has a rectangular recess, in 
which each end of the test piece, previously squared, is fitted. 
The frame carries also a guide curve of metal,so constructed 
that its ordinates are proportional to the twisting moments 
exerted by the weighted arm while swinging through an arc 
to which the corresponding abscisses are also proportional. 
A pencil holder bears against the guide curve; and being 
carried by the weighted arm, is thrown forward as the latter 
swings out under the action of the force producing torsion, 
which force is transmitted through the test piece. The 
handle arm carries a table upon which a piece of paper is 
clamped, so that the pencil traces thereon a curve, the ordi- 
nates of which are proportional to the torsional movements, 
while its abscisges represent the relative motion of the two 
arins and, consequently, the amount of torsion to which the 
test piece has been subject. This line, therefore, gives a 
very legible and azcurate record of the results of each ex- 
periment. 

During the recent visit of the members of the Academy of 
Science to the Stevens Institute, Professor Thurston took 
occasion ‘o explain his researches and to illustrate the power 
of his device in exhibiting the action of the molecular forces 
under stress. After the session had adjourned, a test piece 
was left in the machine under heavy strain, in order to de- 
termine if possible the existence of viscosity, which had been 
suspected in the metal, On examining the piece twenty-four 
hours later, the investigator discovered, to his surprise, that 
not only could no evidence of yielding be detected, but that, 
on his attempting to produce further distortion, an even 
greater resistance was offered than when the first stress was 
applied. The curve traced by the pencil, instead of being 








coincident with the line previously described, became paral, 
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lel therewith, and some twenty per cent Ligher abore th 
axis of abscisses. 

Repeated experiment has contirmed this remarkable dig. 
covery, aod Professor Thurston considers that he hus sub- 
stantiated the fact that metal, strained so far as to take a per. 
manent set and then left under the force producing stress, ac- 
tually gains in power of resistance up to a limit of time, which 
in these experiments was about seventy two hours,and to a 
limit of increase which has a maximum, in the best irons, of 
about twenty per cent. We need hardly point out the im- 
portance of this conclusion, which, though it has been sus- 
pected for some time by many engineers ana men of science, 
is now for the first time definitely proved. The result is 
of course negative, and necessarily completely upsets the 
common notion that metal continuously strained beyond its 
limit of elasticity loses its strength. 

We understand that further experiments will be speedily 
made,so that we hope to be enabled before long to lay before 
our readers more detailed information, together with copies 
of curves and other interesting results obtained. We note 
with pleasure that numbers of specimers of cast, wrought, 
and malleable iron, steel and many other varieties of metal, 
are being sent to Professor Thurston by prominent manufac- 
turers in all parts of the country ; so that the coming inves- 
tigations bid fair, not only to add greatly to the alriady well 
earned reputation of their author, but largely to the knowl. 
edge of the scientific professions. 


PATENTS FOR SIMPLE THINGS. 


In a recent application for a patent for an improvement in 
attaching metallic heels to bcots, the invention consisted in 
extending the outsole the whole length of the boot and in 
fastening the heel upon such outsole. The application was 
rejected for the reason that it was not new to carry back the 
outsole as described, nor was the heel new; therefore the 
attachment. of a heel to such sole was not an invention, 
though the ordinary method was to attach the heel to the 
insole, the outsole being only extended up to the he+l. The 
applicant appealed to the Assistant Commissioner of Patents, 
who reversed the decision of the Board of Examiners, and 
held that, however small or insignificant an invention ap. 
peared. it ought to be patented if useful. In this case, the 
attachment of the heel to the outsole made a firmer fastening 
for the he+l, was better than the comman plan, and there- 
fore patentable. This is good doctrine; and if the Patent 
Office would only stick to it and carry it out into practice 
with uniformity, the interests of inventors would be greatly 
promoted. But, unfortunately, the decisions of the Patent 
Office areirregular. It too often denies on one day what it 
grants the next day. We cannot always rely upon the Office 
to issue patents for simple improvements, like roasted per- 
simwon seeds, a knot upon the thread of an envelope, or, as 
in this case, nailing a heel upon the bottom of a boot. Yet 
it is for the issuing of patents upon just such simple im- 
provements that 100 principal examiners and their 400 help- 
ers are thought by some people to be necessary, and for 
whose support inventors are taxed. 





e 





BOSTON REBUILT. 

Just one year has elapsed since the occurrence of the dis- 
astrous conflagration which laid one of the fairest portions 
of the city of Boston in ashes. Sixty-five acres constituted 
the extent of the burned district; 776 buildings were con- 
sumed, and an aggregate total of $75,000,000 lost. The de- 
stroyed edifices were insured to the amount cf $56,000.000; 
and of this sum $34,000,000 has, it is stated, been paid, al- 
though twenty-six Massachusetts insurance companies have 
failed in consequence thereof. 

Shortly after the calamity,a building act was passed,which 
was designed to provide in a measure aguinst similar casu- 
alties arising from like causes. This law forbids mansard or 
other roofs being more than one story high or more than 
twenty feet above the up er oor of a building, unless fire 
proof thioughout. Bay windows are not to be constructed 
at a hight exceeding three feet above the second story. Ex- 
teriors of structures above forty five feet high must be cov- 
ered with incombustible material; if over sixty feet, they 
must be fireproof. The limit of hight of buildings is fixed 
at seventy feet, and party walls bounding lofty roofs must 
be carried at least two and a half feet above the same, and 
be corbelled and coped with stone oriron. With these regu- 
lations in force, and with the teaching of experience before 
them, the citizens have proceeded with the rebuilding of 
their ruined edifices; and as a result, structures have teen 
completed and are still rising which, it is believed, will not 
succumb even before a repetition of the great fire. 

The burnt section included 31 streets, 8 places, 5 squares, 
and 1 court; in reconstructing which 17 streets have been 
widened, 4 extended, and a large square laid out, at a 
total cost to the city of over $5,000,000. The general plan 
of the streets is little sltered ; 365 buildings have been erected 
or are in progress, of which 115 are finished and occupied, 
10 unoccupied, and 240 uncomplet+d, Among these, there 
are but 72 maneard roofs against 264 flat roofs, the former 
being either wholly of brick ox iron, or else covered entirely 
with fireproof material. The majority of the edifices are of 
four stories, there being but two, one of six and the other of 
seven stocies, exceeding this hight. The external and party 
walls are all 20 inches tiick to an elevation of two stories 
above the street,ard 16 inches thence to the roof. The “‘ fire 


walls” which surmcunt the party partitions are of thehight 
above noted and 12 inches through. Galvanized iron is 
largely used for cornices, and, with cast iron, for exterior 
finish. The total cost of the:completed buildings is $3,762,- 
500 and they cover 1,192,918 superficial feet of ground. 





As regards architecture, we learn that many of theediicas 
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will be of exceptional beauty and magnitude. The majori- 
ty are of the modern gothic order, and much ingenuity of 
design is manifested in constructing the flat-roofed buildings 
so asto avoid the unfinished appearance incident to the 
abrupt termination of the facade. Three great structures 
are to be erected by the New York Mutual Life, the New 
England Mutual Life, and the Equitable Insurance, compa- 
nies, which are to be of magnificent design, and, with the 
new Post Office and Rialto building, are to be completely 
fireproof throughout. There are alsoa number of ware- 
houses and other mercantile edifices, which in many in- 
stances ere more spacious and elegant than those which they 
have replaced. 

The same energy which has made Chicago rise from a 
heap of ruins into a grander and even more magnificent 
city than before, has within the short space of a year blotted 
out the recollection of an almost overwhelming disaster, by 
labor which seems all but Herculean. Hardly had the 
story of the calamity ceased to be the current topic of 
thought before workmen were busily laying foundations, 
and this in the face of losses which dealt a blow to the 
entire business community uf the nation. Not only the peo- 
ple of Boston, but of the whole United States, may well 
be proud of such indomitable enterprise. It adds but an- 
other proof, to that already shown by our unfortunate war, 
that in this country we know neither the extent of our en- 
ergies uor of our resources, until the same are put to the 
trial which demands their strongest action. 


PHYSICAL AND MENTAL OVER-CULTURE. 


A noted British novelist, now on a visit to this country, in 
one of his most popular narratives, exemplifies the case of 
an athiete who, by a severe course of training, has brought 
himself toa high state of physical perfection, in order to 
compete in the lists of afoot race. When the time arrives 
for the test of his powers of endurance, the runner begins 
his task; but ere he can reach the goal, his overtaxed system 
gives way, and Le falls stricken with paralysis, a hopeless 
bodily wreck. Instances of similar kind in real life are but too 
common. The death of the celebrated oarsman Renforth 
while at tue thwartis still within public recollection, and the 
decease of Heenanythe once famous pugilist, is a more re- 
cent exemplificatién of the retributive action of Nature 
when the laws by which the confines of the possibilities of 
human wuscvlar effort are transgressed. 

A man’s body may be compared to a finely adjusted and 
accurately balanced steam engine, and his vital energy and 
mental power to a constant motive force acting upon a uni- 
form area of piston. It needs no demonstration to prove 
that an engine has a certain fixed capability ; it can develope so 
many horse power, and then reaches its limit. If we make 
more ponderous wheels or stronger rods and shafting, equal 
to the performance of much more arduous work, and then 
expect that the same power, merely by operating such heav- 
ier machinery, will produce increased results in overcoming 
greater burdens, common sense tells us that we look for an 
impossibility, And yet this is precisely what we seek to ac- 
complish by causing exaggerated muscular development. We 
destroy the equilibrium of the machine; and as a result, the 
action of the power by which it is set in motion is either 
weakened or arrested. The physical seats of vital energy 
in the human frame are in the so termed vital organs: as in 
the overtaxed steam engine the molecules of vapor dash and 
expend their force against the piston unproductive of any mo- 
tion, so in the body; one part(the heart) unable to drive the 
increased flow of blood required for the augmented needs of 
other members, becomes overwrought and eventually dis- 
eased; the lungs, equally unable to maintain the process of 
burning up the effete matter poured into them by the veins, 
degenerate and waste away ; and the brain, failing to establish 
the connection between motor nerves and will, shatters by 
paralysis the delicate mechanism. All, in fine, are causes 
which as surely arrest the motion of the human machine as 
does the load beyond its powers that of the apparatus of iron 
and steel. 

Tue case of Heenan illustrates these truths perhaps as 
forcibly as any that can be cited. The man was a model of 
physical perfection, not ponderous in build or gigantic in 
frame, but to all appearances one in whom the parts of the 
body, while cultivated to their full extent, remained in statu- 
esque symmetry. And yet despite the capacious breast and 
broad shoulders—points in themselves supposed to indicate 
almost unlimited strength of lungs—these last mentioned 
members, in the constant strain upon the system, proved un- 
equal to their task, and fell prey to the wasting and insidi- 
ous disease which resulted in death. 

While, with such evidence as this before us, the tenets of 
the ultra advocates of “‘ muscular Christianity” may well be 
questioned with reference to the benefits derivable from the 
attainment of a so called high pbysical condition, on the 
other hand, it is true that no less dangerous results are to 
be apprehended from the converse practice, the development 
of the mind at the expense of the body. 

Again referring to the steam engine for a simile, let us 
consider the consequence, supposing that working parts and 
load remained constant ,of our crowding into the cylinders 
an enormous steam pressure. Manifestly there would be 
either a much more rapid wearing out of the machine, caused 
by the overwhelming power, or more probably the com- 
plete breakdown. Thus it is with the individaal who, 
by excessive study and brain work, overweighs the bal- 
ance in the contrary direction, and, by neglecting to main- 
tain the equilibrium of mind and body, succumbs to the im- 
poverishment of his physical system. Illustrations in point 
are to be found among the members of every profession, 





among the students of every institute of learning. Young 
men, ambitious to gain scholastic honors and spurred on by 
the applause of preceptors and friends, too often find failing 
health and despondent spirits the precursors of permanent 
bodily infirmity, induced by overstrict application, too many 
hours of study, absence of simple and nourishing food, and 
neglect of wholesome exercise. Undeterred by premonitions 
of Nature, toward the close of their course, in order to reach 
a coveted prize—as valueless to them in after life as it is in- 
trinsically worthless—they tax their energies beyond their 
powers of endurance. Then, as the runner in the race or the 
oarsman at his oar physically breaks down at the moment of 
trial, so the overworked brain succumbs when it is subject 
to the final strain. The student, whose hollow eyes, pale 
face, and wasted form denote nights of unvaried toil, 
finds his powers inadequate to do him justice, and his mem- 
ory fleeting at the hour when he desires their firmest aid; 
and he endures the bitter experience of seeing others, intel- 
lectually beneath him but physically his superiors, withstand 
a trial before which he fails. 

Study is to the mind as exercise is to the body : both alike 
act as developing powers, but aeither body nor mind can be 
carried to a relative excess of cultivation except at the 
expense of the other. ‘‘ Mens sana in corpore sano” 
does not refer either to pundits or prizefighters. It means 
a mind well balanced, well organized, and varied in ability, 
coupled with a body healthy, vigorous, and strong—the one 
capable of grappling with the highest thoughts and ideas, 
the other with the deepest ills and obstacles incident to every 
walk in life. 





BOILER EXPLOSION. 


While a commission of scientific experts are busily en- 
gaged in expending $100,000 in discovering the occult causes 
of boiler explosions at one extremity, comparatively speak- 
ing, of this city, at the other end of the town a body of 
laborers, headed by an engineer, endeavor to lift and trans- 
port a steam boiler (with a blazing fire under it and sub- 
jected to a heavy pressure of steam) by means of crowbars 
placed underneath. Asa result of which (in the opinion of 
the engineer directing the job), and attributable to the canting 
of the apparatus from one side to the other, causing sudden 
flows of water to the highly heated surface of the boiler, 
thus too rapidly generating steam, a terrific explosion en- 
sues, seven persons are slaughtered, and a dozen or more 
seriously wounded. 

The scene of the tragedy was in Fourth avenue, near 128th 
street, at which point the tunnel for the underground track 
of the Hudgom River and other railroads is in process of con- 
struction,S 

The boiler was of the upright tube style, about 6 or 7 feet 
high and 44 inches in diameter. It had a square fire box, 
with horizontal tubes in the upper portion and vertical tubes 
from the top of the same to the boiler head. The fracture 
took place in the center of the shell; the largest fragment, 
some 1,000 pounds in weight, landing in the fourth floor of 
a building 550 feet distant. It is stated that the boiler had 
been recently tested to 120 pounds pressure, and was con- 
sidered in every way safe, while’the engineer positively as- 
serts that the gage, just previous to the accident, did not 
show any extraordinary amount of steam. 


PHOSPHOR-BRONZE. 

Combinations of phosphorus with bronze alloys are not 
new to the chemical laboratory. Phosphurets of copper 
were produced in the middle of the las: céntury, and have 
since frequently been examined and their properties care- 
fully studied. 

Without considering many minor investigations which 
have been made regarding this important alloy, we may here 
note at once that the most complete researches are those of 
Messrs. Montefiore-Levi and Kunzel, of Val Benvit Nickel 
Works, near Liége, Belgium. As far back as 1860, this firm 
was engaged in an elaborate inquiry into the means of im- 
proving gun bronze, and in 1868-70 conducted avery ex- 
tended series of experiments for the Russia government. 
The results of these as well as of subsequent trials are well 
summed up by M. Dumas in a note to the French Academy 
of Sciences. He says: ‘‘ The characteristics of the alloys 
change. The color,.when the proportion of phosphorus ex- 
ceeds } per cent, becomes warmer, and like that of gold 
largely mixed with copper. The grain and fracture approxi- 
mate to those of steel. The elasticity is considerably in 
creased, the absolute resistance under a fixed strain becomes 
in some cases more than doubled: the density is equally in- 
creased, and to such a degree that some alloys are with diffi- 
culty touched by the file. The metal, when cast, has great 
fluidity, and fills the mold perfectly to the smallest details. 
By varying the dose of phosphorus, the particular character- 
istic of the alloy which is most desired can be varied at 
will.” 

We can now proceed to the consideration of the most re- 
cent data obtained from experiments lately concluded or 
actually in progress in Europe,and reported in a recent issue 
of the Engineer. In Germany trials are being carried on at the 
Royal Academy of Industry in Berlin, to ascertain the quali- 
ties and capacities of the metal under heavy strain,and espe- 
cially the comparative resistance to often repeated strains, 
whether tensile or inflecting. A bar of phosphor-bronze 
tried under a constant strain of 10 tuns per square inch re- 
sisted 408,280 pulls of this amount: while a bar of ordinary 
bronze broke before the strain of even 10 tuns per squate 
inch had been attained. A bar of phosphor-bronze under 10 
tuns of strain resisted 862,980 bends, while the best gun 








metal broke after 102,650 bends. Another bar of phosphor- 


bronze, now being tested under 9 tuns strain, has thus far 
resisted 1,260,000 bends. In Austria, the following compara- 
tive results have been obtained : 


Avsolute resistance. Potat of elasticity. Stretch in 
percentage. 
Phosphor bronze. .81,7% Ibs. persq.in. 54,915 Ibs. per sq. in... 16 
Krupp cast steel. .72,258 “ e 14,450 “ “ 10 
Ordnance bronze.31,782 “ e 5,502 “ « 16°) 


Best English copper sheets lost during six months immer- 
sion in sea water 8,058 per cent. Phosphor-bronze sheets 
lost only 1°158 per cent. 

In Belgium, Messrs Montefore-Levi & Co. have carried on 
a lerge series of experiments, proving that the presence 
of oxide of tin and suboxide of copper lessens the ten- 
acity, elasticity, and tensile strength of the bronze. Shav- 
ings of old bronze were melted,anda bar cast at 1595°C. 
The remaining liquid bronze was poled, anda second bar 
cast at 1668°C. The remaining metal was de oxidized with 
phosphorus, and a bar then cast at 1614° C, The three cast- 
ings were made out of the same cracible and in the same 
manner,into three iron molds, The results found were that 
the old bronze had tripled its tenacity, 6°8 as against 2 per 
cent, and considerably augmented its absolute resistance 
(2384 to 1613). 

In England, Messrs. Alexander Dick & Co. have recently 
established, in London, a special foundery for phosphor- 
bronze casting, and are also to produce sheets, wire, etc. 
Experiments, made for this firm by Mr. D. Kirkaldy and 
carefully tabulated, show the great superiority of phosphor- 
bronze for all articles hitherto manufactured of ordinary 
bronze or gun metal, What steel is to wrought iron it 
seems that phosphor-bronze is to ordinary bronze. Another 
table gives the tensile strength and resistanceto torsion of 
various wires, showing also a large superiority in these par 
ticulars of the alloy over other metals. In fact, referring to 
the increment of tengile strength gained by phosphor. bronze 
when drawn into wire, it's*considered that the same is as- 
tounding ; and the Wigineer adds that,even with a large mar. 
gin reserved for prob@bl§’@fror, enough remains to prove 
that phosphor-bronii@, into wire or laminated into 
sheets, must prove, if i le to be produced with perfect 
uniformity, a most importa addition in future to the list of 
our constructive materials; Having pliability, with a tensile 
strength approaching ‘that of steel, the specific gravity of 
bronze,and nearly the electric conductivity of copper, it can- 
not fail to have important applications for the electric tele- 
graph engineer. For small articles, now made of brass, such 
ae cartain picture frames, ¢ete., the same, cut from 
spirals off “bronze, with the ends soldered so as to 
avoid ul the wite by conducted heat, would be an im- 
mense improvement. Although experiments toward using 
the alloy for artillery are incompiete, it is probable that fur- 
ther investigation may demonstrate its fitness for that pur- 
pose. We have already published a long paperon its em- 
ployment for tweers, for which it offers the advantages of 
greatly increased toughness and density, and consequent 
great resistance against change of temperature and the influ- 
ence of molten masses. Finally, should copper become 
cheaper, say to double the cost of an equal weight of wrought 
iron, phosphor-bronze might be used in place of iron in ship- 
building. It is superior to Muntz yellow metal, a substance 
patented by John Scott Russeli for the latter purpose, in 
that it does not become cryetalline and brittle, while its pas- 
sive strength is four or five times as great 

With our vast deposits of copper, notably in the Lake Su- 
perior region, there appears to be every facility for the prose- 
cution of investigations leading to the manufacture of this 
important and valuable alloy in the United States. We 
therefore consider that the subject merits the careful atten- 
tion of American metallurgists, who, we trust, at no dis- 
tant period, will contribute the results of their own experi- 
ments to those thus far adduced by their brethren of the old 
world, 
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SCIENTIFIC AND PRACTICAL INFORMATION, 





A NEW ELECTRIC LIGHT. 


M. Ladiguin has recently invented a new plan for electric 
lumination, which is quite simple, and which, it is believed, 
may be advantageously used for lighting mines, as there is 
no danger of its causing the explosions incident to such lo- 
calities. It consists in a bit of charcoal or other poor con 
ductor attached to a wire communicating with a magneto- 
electric machine. The charcoal is enclosed in a glass tube 
in which the air is replaced by a gas whick will not combine 
with the carbon when the same is brought to a high temper- 
ature. The tube is sealed, and the machine set in motion by 
agsmall steam engine or other motor, when the charcoal 
gradually becomes incandescent, emitting a pleasant and 
quite brilliant light, the intensity of which, it is said, may 
be graduated at will. 


THE ACTION OF ANTISEPTIC SUBSTANCES UPON VIRUS, 


M. Davaine has recently examined the following sub. 
stances, which he classes in regard to their power as anti- 
septics in the subjoined order: Ammonia, silicate of soda, 
ordinary vinegar, and carbolic acid; then caustic potash, 
chloride of oxide of sodium (?), hydrochloric acid, perman- 
ganate of potash, chromic acid, sulphuric acid, iodine. The 
power of ammonia, of vinegar, and of carbolic acid being 
represented by 1—200, that of iodine would be by 1—12,000. 
Iodine should therefore be considered as the best antiseptic 
to be employed in the treatment of maladies such as malig- 
nant pustule, boils, carbuncles, and the like, when, not hay 
ing become localized under the form of a simple pustule, 
they have taken up a certain extension, Injections of 1-6000 





of iodized water are recommended. 
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IMPROVED CHURNING APPARATUS. 

The object of the device represented in the annexed en- 
graving is to furnish a convenient means of operating a 
single churn or any desited number of churns at once, in 
accordence with the amount of milk used and power to be 
applied. 

To the end of the driving shaft is attached a hand crank 
ora pulley, A, which is connected by a belt toa suitable mo- 
tor. The shaft rotates in bearings in the framework of the 
machine, and carries a large gear wheel, B, which, through a 
smaller wheel below, actuates a balance disk, C. To a crank 





pin on the latter are connected the rods, D, which, through 
the horizontal levers pivoted to supports on the 
frame, communicate motion to the churn dasher 
shafts. 

The frame of the apparatus may, if desired, 
rest upon a platform, in which recesses may be 
made for the reception of the lower portions of 
thechurns. The peculiar form of dasher repre- 
sented in the foreground of the engraving is 
made by halving two bars to each other and at- 
taching them at their centers to the extremity 
of the dasher handle. The middle portions of 
the ends of the bar: are cut eway, and the arms 
thus formed are made V shaped upon the upper 
side, while they have grooves of similar contour 
on their lower faces. The under side of the 
middle portion of the dasher is concaved, in or- 
der, it is stated, to gain a better hold upon the 
milk and to prevent spattering. 

In the cover is formed a chamber, of which the 
funnel shown forms an upward continuation. 
The object of the chamber is to receive the milk 
and fine butter which may be carried up by the 
dasher chaft. ‘ts bottom is formed by attach- 
ing to *he cover a plate, E, the under side of 
which is made convex, so as to scatter the milk 
that may be projected against it by the dasher. 
This plate is secured by screws and may be read- 
ily remeved for cleaning, etc. 

Instead of the form already described, the 
dasher may be made of the shape shown at F, 
its upper side being conical, and its base slight- 
ly concave. The invention is of simple construction, and, 
according to the inventor, of very efficient operation. He 
informs us that a child, by its aid, using a simple churn, 
can easily produce butter from four gallons of cream in ten 
minutes, and that with three churns, actuated by one horse 
power, thirty gallons can be similarly treated in fifteen min- 
utes. Patented through the Scientific American Patent 
Agency, November 4, 1873. For further information address 
the inventor, Mr. George Ridler, Rickardsville, Dubuque 
county, lowa. 
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A New Torpedo Boat, 

A new torpedo boat was lately launched with success at 
the Navy Yard, Brooklyn, N. Y. It is a double hull veseel, 
being built with two vertical sections and five watertight 
bulkheads, and will be furnished with a vertical wheel of 
peculiar construction, by means of which she will be guided 
as well as propelled. She is constructed wholly of iron, is 
175 feet long, 28 feet wide, and 14 feet deep. On the bow 
she will carry a gun of 11 inch caliber, and on either side 
and on the bow two torpedo booms will project. The tor- 
pedo nas been building for two years, and she will not be 
finished until next year. 





What Made the Chimney Fall? 

At the cement works of Gostling & Co., Northfleet, Eng., 
the upper part of an immense chimney, 220 feet high, com- 
posed of the best bricks and mortar; grouted with Portland 
cement, recently fell, just as the last brick for its com- 
pletion was being laid. Seven lives were lost. The re- 
mainder of the chimney was subsequently torn down. An 
official enquiry as to the cause of the disaster was held. 
The jury were unable to decide what made the chimney fall, 
and brought in a verdict, in respect to the killing, of acci- 








dental death, with an expression of sympathy for the owners 
of the chimney, whose loss was quite heavy. 

It is possible that some of our 1eaders may be abie to point 
out the cause of the disaster,and we will therefore give some 
of the particulars, as deduced from the evidence of scientific 
experts, workmen, the architect, the builder, and the pro- 
prietors. 

!. The materials were perfect, the workmanship the very 
best, the method of building excellent; the work was not 
hurriei, mvre than sufficient time being allowed, namely 
sixteen weeks, the rate of progress being 14 feet per week. 

2. The work was most carefully watched at all times dur. 
ing its progress, and always found'plumb; had been plumbed 
2 few minutes previous to the fall, and then stood exactly 
correct, 

%. ‘he walls of the chimney were thicker and stronger 
than chimneys of equal hight were ordinarily made. The 
bass on which the chimney rested was 30 feet square, buse 
of chimney 22 feet diameter top of chimney 11 feet diame- 
ter outside. Thickness of wall at base, 3 feet 9 inches. The 
first set-off, ut 26 feet 3 inches, was 3 feet 44 inches, at 52 
feet 6 inches it was redaced to 3 feet, at 78 feet 9 inches it 
was reduced to 2 feet 74 inches, at 105 feet it was reduced to 
2 feet 3 inches, at 181 feet 8 inches it was reduced to 1 foot 
104 inches, at 157 feet 6 inches it was reduced to1 foot 6 
iaches, at 183 fee. 9 inches it was reduced to 14 inches, and 
it was carried out at 14 inches. A large chimney in West 





Scientific American, 


it comes out of the ground, 22 feet ; thickness about 24 bricks, 
which would be about 1 foot 11 inches, so that they were 
pretty nearly a third thicker at the base; at 160 feet this 
shaft breaks off to 1} bricks, that is 14 inches, while at 157 
feet theirs was 18 inches. The chimney at Workington was 
200 feet; diameter at base 23 feet; thickness of work at bot- 
tom, 24 bricks, that is, 1 foot 11 inches, while they had a 
thickness of 3 feet 9 inches; at 100 feet, this was 18 inches 
while theirs was 2 feet 3 inches. The shaft at St. Rollox 
Chemical Works, Glasgow, was 422 feet from the surface, 
the thickness at the bottom was 34 bricks or about 2 feet 8 





inches, while this chimney was8 feet 9 inches, or proportion- 
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RIDLER’S IMPROVED CHURNING APPARATUS. 


ately nearly double the thickness. The cap was begun about 
a week before the accident, the greatest projection of the 
body of the cap was 18}, and it took 10 feet to get out each 
brick, overlapping barely 4 inch; there were eight projecting 
ribs in it which projected 44 beyond, so that it came out a 
2 foot projection. They were well supported and not a 
source of weakness. 
the weight of the cap being 19 tuns 3 cwt. 





BARTHOLOMEW’S IMPROVED TORCH. 


Mr. Seth Bartholomew, of Sturgis, Mich., is the inventor 
of the ingenious form of torch represented in the accompa- 
nying engravings. The device may be used for fishing pur- 
poses by night, or as a means of illumination during politi- 
cal or other public demonstrations, instead of the ordinary 
stationary gasoline flambeau generally employed. 





It consists of a cast or wrought iron cresset, A, shown in 
section in Fig. 2, perforated and made in the sbape of an in- 
verted cone. This is traversed axially by a rod, the lower 
end of which forms the bottom of the receptacle, and the up- 
per extremity is screw-threaded in order to hold the nut 
which secures the cover. Attached and surrounding the 
cresset is a series of inverted funnels, B. The apparatus is 
applied and, at the same time, supplied with gasoline or 
other combustible liquid by a pipe, C, which connects with 
a suitable can or reservoir. The latter is secured to a post 
or tree by sockets, and is provided with a screen, E, to pro- 
tects its contents from the heat of the flame, 





Cuamberlend, belonging to the West Cumberland Iron and 
Steel Company, was 250 feet high; diameter of the shaft ‘as/ 


The cresset being filled with fragments of brick or other 
porous material, and the reservoir charged with liquid, the 






The weight of the shaft was 1,674 tuns, | duction of aniline colors. 


. 





{NOVEMBER 29, 1873. 


valve, D, is opened. On a match being applied, the finely 
separated fluid within the cresset takes fire and burns as 
represented in Fig. 1. Should it be desired to lower or ex- 
tinguish the light, the operator is enabled to do so by mani- 
pulating the cock, D. The brick filling. being wholly non- 
combustible, will not smolder as a wick would, but will re- 
tain its full efficiency for instant service. The funnels may 
be greater or less in number than represented, and the cres- 
set, if desired, may be otherwise supported and connected 
with the reservoir by a flexible tube. 
Dr. Crace Calvert, 

Dr. Crace Calvert died recently at Manches- 
ter, England. As an analytical chemist, Dr. 
Calvert’s renown was European. He left En- 
gland as a youth to pursue~his education in 
France, and in the schools of that country se- 
cured many honors—defraying the cost of his 
education by the awards which he obtained. 
He subsequently pursued the study of chemis- 
try, and was appointed assistant chemist at 
the Gobelin Works, under his learned master, 
Chevreuil. Soon after kis return to England, 
he vommenced reading a series uf papers be- 
fore the Society of Arts, on chemistry applied 
to industry ;and on February 12, 1851, brought 
forward the discoveries of Mons. Chevreuil 
in relation to the laws of color, his object be- 
ing to explain upon what basis those laws are 
fixed, and to point out their application in the 
effective arrangement of colored faktrics in the 
Great Exhibition of 1851. In 1846 he settled 
in Manchester, and was soon after appointed 
Professor of Chemistry at the Royal Institu- 
tion there. He was also, for some time, a lec- 
turer at the Manchester School of Medicine. 
His connection with the Manchester Sanitary 
Association led him to hygienic investigations 
—one of the principal results of which was a 
patent for the application and preparation of 
carbolic acid. In this he followed up the dis- 
coveries of the Prussian, Runge. 

Another of his patents was for desul- 
phurizing coke, by means of chloride of sodium, and this 
has led to an extensive business. In some other directions 
Dr. Calvert’s persistent experiments were doomed to become 
commercially valueless just at the moment when they had 
attained to success in the laboratory. This was the case 
with a patent for sizing cloth, and with another for the pro- 
Dr. Calvert’s process for obtaining 
the aniline from coal tar was soon superseded by its more 
profitable preparation from benzine. Dr. Calvert made a 
series of elaborate experiments with picric acid, for dyeing 
purposes, and also with tannic acid for tanning leather, In 
scientific circles great interest attached t» Dr. Calvert’s proto- 
plasmic investigations.—Jouwrnal of the Society of Arts. 

The*Hartford Steam Boiler Inspection and 

Insurance Company. 

The Hartford Steam Boiler Inspection and Insurance Com- 
pany makes the following report of its inspections in the 
month of September, 1873 : 

The number of visits made during the month were 1,465; 
boilers examined, 2,858; internal examination, 792; exter- 
nal, 2,738. The hydraulic pressure was applied in 236 cases. 
Total number of defects discovered was 1,199, of which 287 
were regarded as dangerous. The defects were as follows: 

Furnaces out of shape, 46—11 dangerous; fractures, 110— 
43 dangerous; burned plates, 67—25 dangerous. Several of 
these cases resulted from the neglect of the fireman to try 
the gage cocks before starting fire in the morning. The 
boilers were blown down Saturday night, and then refilled; 
but the blow-off cock did not close tight, or a defect in the 
check valve in the feed water pipe allowed the water to run 
out of the boiler before Monday morning. The red hot, 
| warped and twisted plates soon gave notice of the si*»ation. 
| Blistered plates, 202—28 dangerous; deposit of sediment, 
= dangerous ; incrustation and scale, 210—24 danger- 

ous; external corrosion, 70—14 dangerous; internal corro- 

















| sion, 34—14 dangerous; internal grooving, 12—6 dangerous, 
water gages defective, 79—14 dangerous ; blow-out defective, 
26—11 dangerous; safety valve overloaded, 43—15 danger- 
lous; pressure gages defective, 189—24 dangerous; errors 
ranging from —44 to +7 pounds. Boilers without gages, 
61—8 dangerous; deficieacy of water, 5—3 dangerous; 
| braces and stays broken, 54—19 dangerous; boilers con- 
demned as unsafe to use, 8. 
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WE are under obligations to correspondents who, from 
| time to time, furnish letters for publication in our columns 
upon a great variety of practical topics. We highly value 
these contributions, and hope that our mecbanics and others 
will oftener take the pen and contribute from their valuable 
store of practical information. During the coming months 
we hope to enrich our columns with a greater variety of 
practical subjects, and shall look for an increased number of 
useful contributions from our readers. 

VARIEGATED Cotton THREAD.—Cotton thread may be 
dyed in two or three colors by covering some parts with 
parchment puper, tightly wound, and thin tin or lead foil, 
holding the latter in place by binding threads. If tied 





sufficiently tight when the skeins are introduced into the dye 
bath, the protected parts remain white; and by protecting 
the dyed portion, and unwrapping the white portion, another 
color may be applied. 
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Completion of the Great Bridge across the Niagara 
River, 

The great international bridge across Niagara River from 
Buffalo to Fort Erie, in Canada, has b»en lately completed. 
The Buffalo Commercial Advertiser furnishes the following 
interesting description : 

‘To state the fact roughly but plainly, the entire length 
of the bridge is about three quarters of a mile. But more 
in detail the length is as follows: In the main river, 1,800 
feet; over Squaw Island, 1,300 feet (trestle work), and over 
Black Rock Harbor, 450 feet. The entire length of the su- 
perstructure in the main river is 1,890 feet; in Black Rock 
Harbor, 440 feet. There are nine spans in the portion on 
the main river and three in the Black Rock Harbor: four of 
190 feet in the clear, and three of 240 in the clear. Over the 
main river also are two draw openings, of 160 feet each; 
total length of draw girder, 362 feet. In Black Rock Har- 
bor are two draw openings of 90 feet each, and one fixed 
span 220 feet in l-ngth. Inthe main river are eight piers 
and two abutments; and in the harbor, two piers and two 
abutments. The abutments are 40 feet long by 30 wide at 
the bridge seat level. Over the bridge is laid a track for 
railroads, and a common sidewalk for foot passengers. The 
piers and the abutments are built of sandstone from George- 
own and Acton,Canada ,and from Berea, near Cleveland, Onio. 

The iron of the superst.ucture was from the Pheenixville 
Iron Company's Works, Pheenixville, Pa. The first cais- 
son was launched on the 13th of July, 1870, and work pro- 
gressed steadily up to the time of completion. It must be 
remembered that the current of the river, at the point 
where the bridge is located, runs from five and a half to ten 
miles an hour, according to the state of the wind. This was 
throughout one of the greatest difficulties encountered, and 
frequently retarded progress. Then, too, the depth of water 
varies from twelve to forty-five feet. The ice in winter, 
some may think, would Jamage the bridge in course of 
time, but the ice breakers afforded ample protection, and 
cut to pieces blue ice two feet thick with comparative ease. 
Another remarkable thing connected with the history of the 
bridge is that, during the whole course of the work, not a 
single life has been lost. The workmen have, many of 
them, often been exposed to dangers, but always have 
escaped. 

The respective weights of the different spans over the 
river are as follows: 190 feet, 130 tuns; 240 feet, 208 tuns; 
362 feet draw, 353 tuns; and the entire quantity of iron used 
in the whole bridge amounts to upward of 2,000 tuns. At 
the request of Captain Tyler, the English Government In- 

spector of Railways, who visited the bridge in November, 
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PARDEE HALL AND ITS FOUNDER. 

We recently noted the formal donation, by Mr. Ario Par- 
dee, of a large and handsome edifice to Lafayette College, 
at Easton, Pa. The building, which has been named Par- 
dee Hall, is to be used as the scientific departmeut of the 
institution. We give herewith an engraving of the struc- 
ture, and a portrait of its liberal founder. The edifice, to 
the erection and fitting up of which $250,000 has been de- 
voted, is situated on an elevated knoll in the eastern portion 
of the college grounds. I+ has a total frontage of 256 feet, 
and its main building is five stories high, and extends back 
for a distance of 61 feet. On each side are lateral wings,61 
feet in length and 81 in width, joing which, at their ex- 
tregities, are cross wing, 42 feet front by 82 feet in depth. 





MR, A. PARDEE, FOUNDER OF PARDEE HALL. 


The architectural effect is quite imposing, the handsome 
maneard roof and two turrets giving a massive appearance 
to the whole. The material used in construction is Trenton 
brown stone, with light Ohio sandstone trimmings. 

The first floor contains metallurgical lecture rooms and 
private laboratories, apartments for the study of blowpipe 
analysis, assaying, ore dressing, and similarbranches. Ex- 
traordinary facilities are afforded for instruction in the sci- 
ence of mining, there being, among other interesting ob- 
jects, a complete mode] of coal mine plant operated by steam, 
from which the functions of all the different machines and 








1871, on behalf of the English shareholders, one of the spans 
of 190 feet was loaded with 210 tuns of iron rails, 
equally distributed over the floor beams (a weight 
greater than that of a continuous train of locomotives 
covering the span), and left in that condition for three 
days. This test was highly satisfactory, the deflection 
being found to be only about one inch, and the truss 
returning exactly to its former condition on the re- 
moval of the load, 

The bridge has been leased, to the various railroads 
which will cross it, for twenty years. The roads are 
the Grand Trunk, the Great Western, the Canada 
Southern, the New York Central, the Erie, and the 
New York, West Shore and Chicago. Most of these 
railroads have already constructed their approaches to 
the bridge, and will commence sending trains across 
at as early a day as possible. The original plan con- 
templated a carriage way, but this was abandoned for 
the reasons that, as the bridge was three quarters of a 
mile long and so many trains were to cross it, chere 
would very seldom be a chance for carriages to cross without 
interfering with the trains. 

The entire cost of the bridge, in round numbers, is not 
Yess than $1,500,000. Of its practical benefits we leave the 
reader to judge, merely stating in conclusion that it supplies 
a want long felt by the different railroads which have for so 
many years been obliged to cross the Niagara River on the 
steamer International. 





New Comets. 

The present year is marked by the discovery of quite a 
number of new comets, and the re-observations of others 
previously noted but since invisible. Particularly is this the 
case in comparison with 1872, when only one of these va- 
grant bodies, and that a fragment of Biela’s comet, was seen. 
Up to the current date seven have been observed, which 
were found as follows: No. 1 on the 3d of April, by 
Stephan at Marseilles. This comet is identical 
with No. 2 of 1867, originally discovered by Tem- 
pel. Thesecond body is anew one, and of short 
period, and was noted by Tempel on July 3 at 
Milan, Another new comet was observed by 
Breolly at Marseilles on August 20, ard a fifth, 
of considerable brilliancy, passing southwardly, 
by Paul Henry at Paris, on the 23d of the same 
month, On September 1, Stephan, of Marseilles, 
obtained feeble views of Brorsen’s, and on the 
3d of Faye’s, comets. Another new discovery was made on 
November 10 by Le Verrier at Paris, of a comet which has a 
slight motion to the southwest, and the last new arrival 
has been found on November 11 by the Vienna Academy of 
Scie aces. 

Professor Kirkwood suggests that persons having the use 
of comet seekers will do good service to astronomy by search- 
ing for these wandering celestials at the present time. It 
may be added, as an incentive, that the Vienna Academy of- 
fers a gold medal for every new discovery, 


processes can be seen at a glance. 





PARDEE HALL, LAFAYETTE,COLLEGE,“EASTON,’PA. 

The second story is devoted to geological and mineralo- 
gical cabinets, which are arranged to adjoin a spacious lec- 
ture hall. Valuable cullections of specimens relating to the 
sciences of mineralogy and geology have been provided, 
together with necessary apparatus, books, etc. The third 
floor contains the cabinets and lecture rooms for the classes 
in the various branches of engineering, and the two upper 
stories are fitted up with every requisite for the study of 
chemistry. 

The contemplated supply of apparatus has not been placed 
in the building, so that we shall probably find it necessary 
to refer in more detail to the various novel instruments and 
plans in aid of study, at some future time. 





WHITEHEAD’S COMBINATION TOOL. 
““Very handy to have in the honse” is an expression 








which may be unhesitatingly applied in reference to the use- 


ful little invention depicted in our engraving. It is a small 
tool chest compressed into a single implement which may be 
readily carried in one’s pocket. 

There is a double flanged frame or casing, A, which is con 
nected by supports, B. Pivoted at C are the handles which, 
at their rounded ends, have teeth, D. On a projection on 
one of the handles is a punch, E, and at their ends are Jon- 
gitudinally projecting pieces, F,the inner extremities of 
which serve as calipers and the outer ends as the points of 
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a pair of dividers. Both handles are provided with conical 
holes,G, corresponding to similar apertures in the frame- 
These are not placed centrally above each other, but some 
distance to the right and left of the longitudinal axis of the 
tool, so that the sides of the orifices act, on closing after 
opening the handles for the admission of a wire, like shears, 
cutting the same at the point desired. Two straight shanks, 
H, are wedged transversely into tlie frame, and slide on the 
guiding supports. Their lower sides are supplied with @ 
series of teeth which gear into teeth, D. Attached to the 
shanks, and at right angles, are jaws which act as pliers, 
One of the shanks is also provided with a steel blade, I, 
which serves as a screwdriver. The curved slots, J, corres- 


pond with longitudinal slots in the frame which guide the ' 


connecting bolt, K. The latter is formed in square shape so 
far as it moves in the lower guide slot, and at its upper end 
is threaded and provided with a thumbscrew; when the 
thumbscrew is loose, and the handles are opened and closed, 
the bolt, K, is caused by the slots, J, to traverse in the lon- 
gitudinal slots of the frame and to produce a parallel move- 
ment of the jaws and their application as pliers. By tight. 
ening the thumbscrew the jaws may be set and nsed as a 
hand viee. The tool may be made of malleable iron, steel 
or any other suitable material. 

I; was patented June 10, 1873, through the Scientific 

nerican Patent Agency, by Mr. H. B. Whitehead, of Holly 
Springs, Marshall county, Miss. 





Ice-Making Machinery at the Vienna Exposition, 

The making of ice by artificial means is a matter of rapid- 
ly increasing importance, not only on account of the increase 
it affords in our domestic comforts, but also on account of its 
usefulness in many manufacturing branches. The ice-mak- 
ing machine has already been of great service in breweries, 
as it renders the brewer independent of the supply of natur- 
al ice, while the ice machine may also be used for the direct 
cooling of the air and the wort. Besides, ice made artifici- 
ally by machinery is colder and therefore harder than natural 
ice, a fact which has clearly been proved by experiments 
lately made, when equal weights of both artificially and nat- 
urally produced ice were placed in warm water of equal 
temperature, the result being that the artificial ice took more 
than twice the time for melting that was required by the 
natural ice. 

At Vienna were exhibited three ice-making machines, one 
by Messrs. Siebe and West, of Lambeth, London, one by 
Messrs. Vaas and Littman, of Halle on-the-Saale, and a third 
by the Actien-Gesellschaft fiir Fabrication von Hismaschinen, 
formerly Oscar Kropff and Co., of Nordhausen, Prussia. 
The principle applied in Messrs. Siebe and West’s machine 
consists of the production of a cold temperature by 
means of the evaporation of ether, and of the continued 
use of the same ether without any significant loss. The 
machine consists of a refrigerator, a condenser, an air 
pump, and an icemaking box. The machine works in 
the following manner: As soon as the air pump is put 
in motion, the ether in the cooling vessel evaporates, 
and, of course, absorbs heat from the tubes by which 
the cooling vessel is traversed. The ether vapor thus 
produced’ is forced by the air pump into the conden- 
ser, where, under the combined influence of the pres- 
sure and the cooling action of the water circulating 
through the condenser, it resumes the liquid form and 
returns through a small tube to the refrigerator, in or. 
der to be there again changed into gas. 

This process is continued with the use of the same 
ether as long as the machine is kept working. The great 
cold produced in the cooling vessel acts on the fresh 
water to be frozen in the ice box by meens ‘of a cur- 
rent of salt water introduced into the tubes which pass 
through. The temperature of the salt water decreases 
quickly on its way through the refrigerator on account of 
heat being absorbed from it by the ether changing into gas, 
and it then circulates, with a temperature considerably below 
the freezing’ point in the ice box, round a number of iron or 
copper vessels filled with the fresh water to be frogen into 
ice. The salt water, the temperature of which increases 
again by coming into contact with the vessels containing the 
fresh water, is taken back to the refrigerator, where its tem- 
perature is again reduced. The process of freezing is thus 
uniform, self-regulating, and unint“rrupted, until the fresh 
water has been changed into ice. The latter is then removed, 
and the vessels are filled again with fresh water, and are 
again exposed to the oooling of the brire current. These 








machines of Messrs. Siebe and West’s are now constructed 
like horizontal steam engines ; they are exceed- 
ingly simple and compact, and have a steam 
engine attached, or may be worked from an ex- 
isting shaft. The ice is made in single cakes, 
weighing between 8 pounds and 100 pounds, 
according to the size of the machine. If these 
cakes are placed one upon the other, they 
freeze together, so that blocks of any size may 
be formed. It is stated by Messrs. Siebe and 
West that they can produce from 10 pounds 
to 80 pounds of ice with their machines 
for two cents, ani that one pound of coal produces be- 
tween 8 pounds and 10 pounds of ice. The time taken 
in removing the ice and refilling the freezing vessels 
for the next operation occupies from 30 to 60 minutes. 
Messrs. Siebe and West state further that a tempereture of 
50 degrees below zero Fah. has been obtained with this 
apparatas, and that from 50,000 to 500,000 cubic feet of air 
may be cooled per hour to 30 degrees Fah., or a smaller body 
of air to a lower temperature. The ice made by this ma- 
chine at the Vienna Exposition was beeutifully clear snd 
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crystalline, as pure and hard as best American or Norwegian 
ice. 

Examining now the two German ice-making machines, we 
find that their construction is in nearly every respect iden- 
tical; and although based on the rame thermodynamic prin- 
ciple, these machines differ nevertheless considerably from 
the English machine, in appearance as well as in working. 
The English macbine appears to us a compace, thoroughly 
well considered construction, while the German machines 
show a great number of tubes, and vessels, and cocks, which 
require a good dealof attention. The general modus operan- 
di of the German machinesis as follows: A boiler is partly 
filled with a concentrated solution of hydrochlorate of ammo- 
nia, which is heated, and ammoniacal gas is thus generated. 
This gus is forced through serpentine pipes in a condenser to 
a refrigerator, and from there it is admitted into the ser- 
pentine pipes of the ice box. The ammoniacal gas is ex- 
posed oa its way to the ice box to a pressure of 8 or 10 at- 
mospheres, while it is considerably cooled in the condenser, 
the serpentine pipe of which is surrounded by cold water, 
the results being that the ammoniacal gas becomes condensed 
toa fluid form. The serpentine pipes of the ice box are sur- 
rounded by a solution of hydrochlorate of lime; and the 
liquefied ammoniacal gas, passing through these pipes, re- 
sumes its gaseous form, and absorbs heat from the soluton 
of hydrochlorate of lime. The boxes with the water to be 
changed into ice are placed in the ice box, and immersed in 
the solution of hydrochlorate of lime. The fiuid gas evapo- 
rated in the serpentine pipes of the ice box passes into an 
accumulator, where it is absorbed by the fluid freed from 
ammonia, from which the gas has been produced by heat, 
this fluid having passed from the boiler through the refrig- 
erator to the accumulator. The fluid is then again forced 
back by means of a pump into the boiler, whence it passes 
off again as ammoniacal gas. 

These ammonia machines are built in six different sizes, 
for the production of from 10 pounds to 1,000 pounds of ice 
per hour, requiring for the same time from 5 to 500 cubic 
feet of water, and from 5 pounds to 60 pounds of coals. The 
space occupied by the smallest machines is 6 by 4 feet, and 
that required for the largest is 45 by 20 feet. The ordinary 
shape of the ice produced by the machines is a square plate, 
28 inches thick, 73 inches wide, and 29} inches long, 
weighing about 20 pounds.— Engineering. 
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Hydraulic Mining in California. 
70 the Editor of the Scientific American: 


An article copied from the Calaveras Chronicle, appearing 
in your issue of November 15, is calculated to mislead your 
readers, as it entirely mistakes the process of hydraulic 
mining as it was five years ago, or even twelve yearsago. No 
doubt that changes have been made, in that the great power 
of water has been more universally adopted for mining pur- 
poses. Iam an old Californian, and will now simply relate 
a trial that I witnessed in the summer of 1859, in the county 
of Placer, near Forest Hill, being one of a committee to test 
the different nozzles, in order to ascertain which among the 
various constructions would produce the best results in cut- 
ting down an embankment. 

The vater was brought in a flume on the mountain side. 
The conducting pipe was of iron, 8 inch2s in diameter, ex- 
cept that, near the lower end where the nozzle was attached, 
there was about 50 feet of five ply canvas, wound spirally with 
rope $ of an inch in diameter, all made solid together. The 
perpendicular pressure was 196 feet; the bore of the nozzles 
used varied from “14 to 2 inches in diameter; the nozzles 
were of various tapers, some being tapered to within a few 
inches of the end, then going straight; and there were va- 
rious other forms. The character of earth was cemented 
gravel, so hard near the bed rock that it was said that a man 
could not pick up, by hand, four ordinary wheel barrow 
loads ina day. The embankment worked upon at that time 
was about 25 feet indepth, but it grew deeper as they worked 
up into the mountain. 

The work of the hydraulic was fearfui to behold, and one 
could scarcely believe one’s own eyes. Taking hold of the 
stream of water as, in its fury, it poured from the nozzle, I 
could compare it to nothing better than a piece of polished 
ivory; and it could not be penetrated with the finger. I 
tried to split the stream with my pocket knife blade, by hoid- 
ing the edge against the nozzle at the end, but could not hold 
the knife sufficiently firmly to do it. The operator stood 
about 22 feet from the embankment, the water pouring with 
terrific fury into the bank, roaring, clashing, and filling the 
air with stones, the gravel fiying in every direction. The 
stump of an oak, newly cut, about 18 inches in diameter, 
stood near the edge of the embankment, with a few roots 
hanging over. The operator requested us to mark the time 
required to wash it from the bank clear; in less than 20 min- 
utes it was undermined and rolled down hill, and every root 
was washed clean. As an experiment, the bark was peeled 
from a green oak, 20 feet distant, by the furious water. When 
the top dirt was washed off, down to within a foot or so of the 
bed rock, the operator directed the stream under the lower 
edge and raised large flakes (or lifters, as he called them) 
hurlivg them over and over, breaking them up among the 
rocks, and sending them into the long sluice, where (with 
rocks, some weigbing more than a tun) they went thundering 
down for near half a mile in length, where most of them were 
ground up, leaving the bewitching contents at the bottom of 
the sluice. 

Directing the stream against the side of large boulders, 
which four men could not have turned over by hand, they 


Scientific American, 


were easily rolled over and over by the force of the stream. 
The nozzle which carried off the prize was some 6 incbes at 
the large end, where the water entered, and I think 13 inch- 
es at the discharge end; it was very long (7 or 8 feet) ania 
portion of the small end bored out perfectly smooth to an 
exact focus of 22 feet, being the distance from the bank at 
which it was most commonly used. If used at a sharper 
focus, the currents seemed to cross each other and confuse 
or scatter the stream beyond ; with a portion of the end bored 
straight, the stream seemed to scatter from the point of dis- 
charge. As the washed rocks occasionally accumulated on 
the washed bed rock below the embankment, impeding the 
course of the dirt to the mouth of the sluice, the operator 
would (with a kind of sweeping stroke) direct the stream so 
as to sweep everything before it, often shoving ten cart 
loads or more at a single sweep over the bank into the sluice. 
Even before this time, I had seen hydraulic mining (at 
Alpha and Omega, and at Nevada, as well as in other locali- 
ties) of which, even in this day of improvements, California 
need not be ashamed; it leveled the mountains and often 
buried men alive, J. E. EMERSON. 
Beaver Falls, Pa, 
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Petroleum as Fuel, 
To the Editor of the Scientific American : 

A series of trials have been made here recently, on a small 
scale, to determine what may be done with petroleum as a 
fuel under steam boilers. The boiler used was an ordinary 
eight horse upright one, about three feet diameter and six 
feet high, with the usual number of one and a half or two 
inch vertical flues, the lower flue sheet being about fourteen 
inches from the grate. The device for burning the petroleum 
was placed upon the grate, and a stream of oil, scarcely 
larger than a No. 16 wire or the rapid dropping of the oil 
(about six quarts an hour), mingled with a certain quantity 
of air under pressure, was sufficient to raise steam to thirty 
pounds to the inch in thirty-five minutes. Ccnsidering that 
during this time the furnace door was kept wide open for 
the purpose of observation, and that the boiler was in a cold 
room and entirely unprotected by jacket, I think this may be 
regarded as a good result. 

It seems to be requisite that the air should have consider- 
able tension, and mingle with the burning oil in jets, and in 
quantity proportionate to the quantity of oil, in order to en- 
sure perfect combustion; for it was noticed that, while the 
apparatus was being adjusted, considerable smoke occasion- 
ally arose; but as soon as proper adjustment was reached 
and the boiler and apparatus had warmed up, the consump- 
tion was quite free from smoke and gas. 

Although these tests (some half dozen in number) have 
been upon a small scale, consuming only about one barrel of 
oil, all told, they certainly indicate that petroleum has the 
qualities of a strong and economical fuel. 

Worcester, Mass., Nov. 6, 1873. F. G. WooDWARD. 








Tracks in the Solid Sandstone. 
To the Editor of the Scientifie American: 

Having heard that there were numerous mule, deer and 
turkey tracks to be seen on a ledge of rocks, situated about 
four miles northeast of this place, on the farm of Mr. Jobn 
Stevenson, I visited, in company with Mr. Louis Graff of this 
place, and made a thorough investigation of the surface of 
the spot. We found that the rocks, which are a very hard 
sandstone, extended thickly over several acres of ground. 
The top surface of almost every loose rock was marked plainly 
with tracks like those of small mules of various sizes; some 
few were not over an inch in diameter. We found one very 
distinct track, showing the hollow of the hoof, and of the 
size and exactly hke that of a common sized horse. We 
found a few tracks like those of deer, some such as a deer 
makes when leaping, others made as when walking. Sev- 
eral tracks were made in slipping; some shewed notches, as 
male by the notched hoofs of the wild horses on the western 
plains. We found, where the unbroken stratum had been 
exposed by the washing of the rains, that its surface was 
also covered with the same kind of tracks as those on the 
loose rocks, 

We were informed that many rocks had been hauled away 
as curiosities; and that there used to be found on the rocks 
distinct turkey tracks, and perhaps the tracks of other kinds 
of birds. A. M. BourLAnp, M. D. 
Van Buren, Crawford county, Arkansas. 





Railway Religion, 

To the Editor of the Scientific American: 

Many an attentive reader of your valuable paper has been 
pained to read an article under the above caption,on page 297 of 
your current volume. Knowing your reputation for fairness, 
I had rather believe that the article spoken of found its way in- 
to your columns by accident than by design. There may be 
some ‘‘ divines ” who believe that ‘‘ the world was made in a 
week,” but they are not the index of the Christian ministry 
of today. Clergyman are not of all men most ignorant; and 
they that are not altogether unacquainted with the modern de- 
velopments of scieace’ is clearly proved by the fact that not a 
small number of them are among the readers of the SCIENTIFIC 
AMERICAN. We have searched in vain among the utterances 
of the late Evangelical Alliance to find one which came any- 
where near calling scientific men “servants of the evil one, 
infidels, and scoffers.” Yet it is taken for granted that 
the delegates will do so from their pulpits on the first suit- 
able occasion. 

There can be no real controversy between science and re- 
ligion. Fanaticism and ignorance may get into collision, but 





the invelligent clergyman is just as apt to adopt the teach- 
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ings of pure science as the scientist is to respect the claims 
of religion. JaMES PITCHER, Principal. 
Hartwick Seminary, N.Y. 
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LABORATORY NOTES. 


BY 8. P. SHARPLES. 


ELECTROTYPING WITH IRON. 


M. Klein, a Russian chemist, has succeeded in electro- 
typing with iron. He used a bath consisting of a concentra- 
ted solution of sulphate of iron and ammonia, and four 
Meidinger cells. For an anode he used an iron plate having 
a surface about eight times that of the cathode, and connec- 
ting this also with a copper plate. He found by this means 
he could get a perfect coating of iron. On leaving the bath, 
the iron is as hard as tempered steel and very brittle; heated 
to a cherry red, it becomes malleable, and may be engraved 
as easily as soft steel. 

CEMENT FOR PIPES, STILLS, RETORTS, ETC. 


J. Spiller recommends a mixture of pulverized iron bor- 
ings, kaolin, and sirupy silicate of soda as a lute for fixing 
on the heads of stills which are required to stand a high 
temperature. We should judge the same might be found 
useful in other situations, such as the joints of cast iron 
furnaces, for instance. 


PRESERVING GELATIN SOLUTIONS. 


Lanjorroic finds that the addition of 1 percent of fuchsin 
toa solution of gelatin will prevent its putrefaction. A 
quantity prepared in this manner was kept 11 months with- 
out change. The addition of a very minute quantity of 
aniline violet to gelatin or to an infusion of coffee was also 
found to prevent its putrefaction entirely. It is hard to un- 
derstand how these substances do this, if they have no poi- 
sonous properties. 

COPYING MEDALS. 


Copies of medals or other similar articles may be readily 
made by a very simple piece of apparatus. A cast of the 
medal is first taken in wax. This is done by moistening the 
medal or coin slightly, and then pouring the melted wax 
over it. The object of the moisteningis to prevent the wax 
sticking to the surface of the metal. While the wax is still 
warm, a piece of copper wire should be imbedded in it to 
serve as a support, and to connect with the zinc in the de- 
composing cell. After removing the medal from the muld, 
the surface of the mold is dusted over with fine plumbego 
until it appears quite black; all excess of the carbon is then 
carefully removed with a soft brush. If fine iron filings 
can be had, a few of them are sifted over the face of the 
mold, and a solution of sulphate of copper is poured on it. 
It is then carefully washed; this serves to give a very thin 
coating of copper, and facilitates further operations, but may 
be omitted if not convenient, Care must be taken, in put- 
ting on the plumbago coating, that it comes in contact with 
the copper wire. A very convenient way of applying this 
wire is to bend it into a ring slightly larger than the medal 
to be copied, lay it on the table around the medal, and pour 
the wax over both at the same time. Scraping with a knife 
exposes it completely, The mold being prepared,take an or- 
dinary glazed earthenware basin four or five inches deep,and 
in it set a small flower pot, having previously plugged 
up the hole in the bottom of the pot with a piece of wood, a 
little wax, or other suitable material. The flower pot is to 
be filled with a weak solution of common sgalt.. The outer 
basin is then filled with a strong solution of sulphate of cop- 
per, and a little bag holding crystals of sulphate of copper 
is hung in it to keep it saturated. Add a few drops of sul- 
phuric acid to both solutions, place a piece of zinc in the 
flower pot, and connect it with the wire of the mold. The 
mold being now put in the outer solution, a coating of cop- 
per soon shows itself. The mold may be left in the solu- 
tion two or three days, if a thick coating is desired.—Boston 
Journal of Chemistry. 

EE OO ee 
Trees as Historians of the Past. 

M. Charles Gros has recently communicated a note to the 
French Academy of Sciences on the study of the yearly 
rings, shown when the trunk of a tree is transversely di- 
vided. These layers by which, as is well known, the age of 
the tree may be determined, do not diminish in relative 
thickness by a constant law. In view of this, M. Gros secks 
a cause for the irregularity,and, it seems, has arrived at the 
conclusion that the data, mean and extreme, of meteorologi- 
cal phenomena, when known and tabulated, might be com- 
pared year by year with the annual ligneous layers formed 
during such periods in many different varieties of trees. 

From the comparison it is not impossible that some inter- 
esting ideas relative to the laws of development of trees 
may be obtained. But, moreover, these laws once established, 
the trees in their turn might become precious collections of 
meteorological evidence for places and times where observa- 
tions cannot be made. Les Mondes suggests rather a strik- 
ing example of what might be learned from ancient trees, as 
follows: ‘‘Suppose that there should be found in Egypt a v: ry 
old though living tree, the origin of which dated back to the 
time of Joseph. If, on cutting the trunk, the rings corre- 
sponding to that period showed seven thick and seven thin 
layers, there would be tangible evidence of the truth of the 
Scriptural tradition of the seven years of plenty and seven 
years of famine, besides of the immediate causes of humid- 
ity, temperature, etc., to which such phenomena might be 
due.” 
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DRIER FOR OIL COLORS AND VARNISHES. Water, 100 








parts; gum lac, 12 parts; borax, 4 parts. 
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PRIZES FOR IMPROVEMENTS. 


statement of prizes offered for various practical improve- 
ments. We prvsent the list, believing that, if our readers 
may not wish to compete, it wiil be suggestive of subjects 
for inv: ntion, and jead to new discoveries in other matters, if 
not in those here men:ioned. We have recently published a 
list of five other rewards offered, for improvements pertain- 
ing to the use of gas, by the same Society, which it is unnec 
essary here to repeat. 

The Council, in issuing this list of subjects and asking for 
commupications upon them, state that they are aware that 
some of the suggestions put forth may, at first sight, appear 
difficult of realization. In some instances, the thing sought 
involves the use of kvown substances in the industrial arts 
in a manner in which they are nct at present employed, but 
in which there is reason to believe they are capable of being 
used with economy. In other cases the aid of the chemist 
is eought to develope such a form of action upon the material 
used as will induce the creation of new industries, or aid the 
extension of old ones by economizing processes, render them 
less detrimental to health, or lessen the risk of accident to 
those employed. 

St-am isthe motive power now generally employed, but 
its use cn Common roads seems at present, for various rea- 
sons, inadmissible. Other agents, such as mercury, gun- 
powder, and petroleum, have been tried, but hitherto with- 
out success. There are, however, many other materials in 
Nature to which scientific men and others may well turn their 
attention for the deve'opment of power, and put them in a 
form which shall render them available to the engineer and 
mechanist. It is believed that not one of the objects here 
sought is incapable of realization; and the Council hope that 
men of science—engineers, manufacturers, colonists, and ag- 
riculturi-ts—will combine with men of capital to realize and 
bring many of them into commercial use. 

$1,009.—Swiney PrRIzE.—JURISPRUDENCE: Under the 
wiil of Dr. Swiney, a silver goblet, of the value of $500, con- 
taining gold coin to the same amount, is presented on every 
fifth anniversary of Dr, Swiney’s death “ to the author of the 
best published treatise on jurisprudence.” The next award 
of this prize will be made on the 20th of January, 1874. Com- 
pétitors for this prize should send in copies of their published 

works to the secretary not later than December, 1873. 

$500.—TREVELYAN PRIZE.—PRESERVED FRESH MEAT: 
The sum of $500, placed at the disposal of the Council by Sir 
W. C. Trevelyan, Bart., with the Society’s medal, is offered 
for the discovery of a process for preserving fresh meat in 
an uncooked or raw state better than by apy method hither- 
to employed, applicable to the preservation of meat in coun- 
tries where it is now almost valueless, so as to render it an 
aiticle of commerce. 

FOTHERGILL Prize.—Under the will of Dr. Fothergill, 
funds are bequeathed for the offer of a medal, and “ the fol 
lowivg subjects are proposed to the Society for their consid 
er.tion: (1.) The best method of preventing destruc ive fires, 
and of detecting incendiarivs, (2.) Of speedily extinguish- 
ing fires when water is scarce. (3.) Of speedily se uring 
valuable property from the flames, and also from thieves. 
(4.) Of preventing or diminishing the numerous fatal disas- 
ters from fishionable muslin dresses catching fire, whether 
by rendering such dresses less combustible, or having con- 
stuotly in readiness a large cloak of incombustible fabric, 
composed"of asbestus or amianthus, with which instantly to 
enwrap the whole body. Paper of this kind (incomé ustible) 
might preserve from fire valuable deeds and other manu- 
scripts. A premium for the encouragement of such a manu- 
facture is also recommended. The above to be varied at the 
Society’s discretion.”” On the present occasivn the Society’s 
medal is offered as follows: 

GOLD MeDAL —UNINFLAMMABLE WOOD: For the econom- 
ic produc'ion of an uni: flammable wood, so as to render 
buildings in which it is employed less destructible by fire. 

ifowArp's Prizes —GoLD MEDAL OR $125: For the pro- 
duction of » traction engin+ of moderate power, capablo of 
being employed as a substitute for horse power on tramways 
and in the streets of cities andtowns. The engine to form 
one stracture in combination with the tramway carriage. The 
power may /e generated by any means, provided that noiee, 
noxious fumes, and the discharge of refuse into tive air or on 
to the road surfaces are avoided. 

GoLp Mepau.—For the discovery or manufacture of a 
mans for safely and economically generating power, suita. 
ble for use in place of st-am. It should be free from refuse, 
noxious fumes, and injurious effects on the metals with 
which it may be brought into contact, or on the workmen 
employed. 

SILVER MEDAL oR Stock Prize.—Under the will of John 
Stock, funds are bequeathed for the offer of a medal for the 
encouragement of drawing, sculpture, and architecture. 
Suet Cameos.—On the present oc.asion the Society's medal 
is offered to female artists, for the best cameo, designed and 
executed on any of the shells ordinarily used for that purpose. 


GENERAL PRIZES—GOLD AND SILVER MED.LS, 

Moups ror METAL CastinG.—For the production of molds 
for casting, corstracted without seams, and capable of resist- 
ing the temperature employed in ruvning bronze and other 
molten metals; specimens of the molds and casts to be sent 
to the Society. 

CoaTina VESSELS.—For an economical method of coating 
large vessels of zinc, such as baths, so as to present a bright 
and clean surface, not readily oxidized and as durable asa 
tinned or japanned surface. 

Vacuum: —For the introduction and use of a vacuum, for 
the drying and preservation of fruits and vegetables, either 
with or without heat of low temperature. 
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Vacupm —For any new and economic app‘ication of a cheap and effective method of constructing storehouses for 
The Society of Arts, London, has lately issued a detailed | vacuum in the preparation or finish of manufactured goods, the stowage of petroleum and other iight oils in towas and 


Euastic TusrxG.—For an elastic material for tubing suit- 


the gas itself, 

ROLLERS FOR PRINTING. —For a composition for feeding 
rollers for printing by cylinder machinery, similar in con 
sistency and texture to the gelatin rollers us-d in letterpress 
printing, but adapted for working in water colors 

IMPROVED CHEMICAL BaLaNnce.—For the best chemical 
and issay balance, suitable for the use of students and ex 
perimentalists, which (loaded with 600 grains in each pan) 
will show a difference of 005 or less. To be sold at a mod- 
erate price. 

INCOMBUSTIBLE Wick.—For the production of an incom 
bustible wick, suitable for use in lamps. 

Casts (WaIre MARBLE).—For a means of casting orna 
mental panels, or marble groups of figures, fl»wers, etc., in 
white marble, so as io retain the transparency of the marble 
itself, as well as the polished surfaces of artistically finished 
works. 

Waste CoaL.—For a more economical and efficient me*h- 
od than any at present in use of preparing waste coal, so as 
to render it available as fuel for engineering or domestic 
purposes. 

CoaL WoRKING MACHINERY. —For an account of the modes 
at present in use for getting coal, and suggestions for im. 
provements calcalated to render the use of machinery more 
general in coa] mines. 

LIGHTING CoAL MrineEs.—For a means of lighting coal 
mines, so as to increase the light in the workings, and at the 
same time reduce the risks arising in the use of the ordinary 
miner’s lamp. 

TUNNELING.—For the best account of the machinery 
used in tunneling, with suggestions as to the best means of 
applying either compressed air or water power in the work- 
ing or getting of minerals. 

FREEZING MACHINE.—For a machine or process, either 
chemical or mechanical, for lowering the temperature of sub 
stances by the abstraction of hea‘, more effectually and at a 
less cost than is done by machines at present in use, The 
machine must be capable of working efficiently in the tropics. 

ETCHING AND ORNAMENTING [RON.—In a permanent way 
by the use of chemicalagents; or by the application of enam- 
els; or by both conjointly, for the decorations of iron fire 
grates, fenders, gaseliers, etc. 

FOR THE APPLICATION OF LITHOGRAPHY OR BLOCK PRINT- 
1nG.—To stopping grounds, for etching upon glass or metals 
by means of chemical agents. 

A VaRNIsH—or coating which can be applied to iron 
wires, so as to protect them against rust, and which shall 
not be liable to chip off when the wire is bent or rubb d. 

A Gatvanic ELEMENT—which shall combine tke con- 
stancy of the Daniell’s cell with the low resistance and high 
electromotive force of a Grove’s cell. 

An ELECTRIC CONDENSER—which sball combine high 
capacity with sma!] bulk and small residual charge. 

A SENSITIVE PocKET GALVANOMETER.—The size should 
not exceed that of a watch, 

Potato DisEAsE.—For a method of preventing the potato 
diseare. 

New EDIBLE Roots.—For the discovery and successfu! 
introduction into England of any newedible root or tuber 
useful as food for men or cattle, capable of resisting frost, 
and suitable for extensive and improved cultivation. 

HypravLic ENGINE.—For a small, simple, cheap, and ef 
fec'ive hydraulic engine, which, in connection with the con 
stant water supply of towns, can be appled to work lifts in 
warehouses, drive lathes, the bellows of organs, etc. 

UNSINKABLE Suips.—For plans for the corstraction of 
an efficient and seaworthy vessel, such that, when perforatid 
either by shot or accident and filled with water, she shail in 
part maintain her floating power. 

Divine APPARATUS.—For an ‘mproved diving apparatus, 
in which divers may work free from the inconvenience of 
great pressure, and at greater depths than by means cf the 
diving bell, helmet, or otherexisting appliances. 

ELEcTRIC WEAVING.—To the manufacturer who first 
practically applies electricity to the production commercially 
of figured fabrics in the loom. 

New Gus or O11s —For any new resin, gum, or oils, the 
producs of India or Af-ica, calculated to be useful in the arts 
and manufactures, and obtainable in quantity at a moderate 
price. Samples of not less than 25 Ibs. of gum, and 50 lbs. 
of oil, to be transmitted to the Soriety. 

Mrnes.—For the best method of applying air or water as a 
traction power in mines. 

TELEGRAPHS.—For an economic and permanent means of 
telegraphing thrcugh uninsulated wires, between places not 
less than 1,000 miles apart. 

COLONIAL SILK.—For the importation of silk cocoons, the 
production of any of the Australian colonies, in a dried and 
preserved state, in bulk, and fit for silk-reeliog in England. 

SurFacE BLooxs.—For a ready means of reproducing de 
signs by artists, as surface blocks, possessing sufficient relief 
to admit of their being worked at the steam press sharply 
and without blur. 

GuUNPOWDER.—For a method of constructing magazines 
for the storing of gunpowder, gun cotton, nitro glycerin, and 
other highly explosive compounds, so as to give increased 
security against explosions, and more effectually to provide 
against the possibility of large masses of material exploding, 
or, in case of explosion, communicating with other aad ad- 
jacent quantities of explosive material. 





PETROLEUM AND OTHER LicuT OILs AND Sprrits.—For a 


cities, so as to give greater security to the adjacent properties, 


ed to the conveyance of gas, and not liable to be affected by Pgeit.—For the introduction into commerce, as a substi. 
moisture, alterations in temperature, or to ba <cied upon by | tute for coal, of fuel manufactured from peat, and suitable 


for combustion in domestic fireplaces, the furnaces of steam 
engines, and for industrial purposes gen-rally. 

Patented inventions are not excluded from receiving the 
Society’s rewards. The Council reserve to themselves the 
right of withhold ‘ng all or any of the above mda's or pre- 
miums, as the judges may report. The Council is willing to 
receive communications on subjects not included in the above 
list. The degree of originality and va‘ue of suggestrd im- 
provements will have m terial influence on the acjadication 
of the award. In all cases a full account ani description of 
the invention for which a medal or premium is sought mast 
be sent to the Society. All communications must be written 
on foolscap paper, on one side only, with an inch and a quar- 
ter margin. They must be accompanied by such drawings, 
models, or specimens, as may be necessary to illustrate the 
subject. The drawings should be on a sufficiently large 
scale to be seen from a distance when suspended on the walls 
of a meeting room. 

With regard to colonial produce of all kinds, it is absolute- 
ly necessary that a certificate from the Governor, Collector of 
Customs, or other qualified person, should accompany the 
samples sent to the Society, certifying that they really are 
the produce of the particular district referred to. The sam- 
ples should be sufficient in quantity to enable exper'ments 
to be made and an opinion to be formed of their quality and 
uses; ¢.nd it is desirable that the cost price in the district 
from which they are forwarded should be given. In every 
instance the probable extent of supply, with the average 
yield, if cultivated, and whether similar articles have hither- 
to been exported from the colony or not, and in what quan- 
tities, should be stated. 

All communications and articles intended for competition 
must be delivered, addressed to the secretary, at the Suciety’s 
House, London, free of expense, on or before the 3ist of De- 
cember, 1873 or 1874. In the first case they will be consid- 
ered during the session 1873-4; in the second case, during 
the session 1874-5 , 

Any communication rewarded by the Soziety, or any paper 
read at ap ordinary meeting, will be considered as the prop- 
erty of the Society, Should the Council delay the publica- 
tion beyond twelve months after the date of its being reward- 
ed or read, the author will be permitted to take a copy of 
the same, and to publish it in any way he sees fit. 





Zinc Bandages in Surgery. 

An interesting and impoitant experiment in surgery was 
performed at the Park Hospital, a few days ago, in the 
presence of a number of distinguished surgeons, by Dr. 
Flubrer, inventor of a new bandage for fractured limbs. 
The contrivance consists of a number of perforated zinc 
strips, which, when once arranged, form an absolutely 
inflexible bandage, not to be disarranged by any violence or 
uneasiness of the patient. As soon as these cover the point 
of fracture, the limb iz firmly set and the natural outline re- 
stored. In one of the wards of the Park Hospital is Francis 
Lefry, a trackman, who had a compound fracture of both 
thighs. No parallel case of dual fracture, it is said, is on 
nedical record; and, as the most unpromising, the doctor 
selected it for a practical test, After ether bad been given 
to the patient, Dr, Fluhrer bent over ths sole of each foot a 
broad zinc strip in the form of a loop, the extremities of 
which were securely wrapp+d with cioth bandages previousy 
steeped in plaster of Paris, which were prevented from elip- 
ping by the tooth-like proj-ctions ef the reverse side of the 
punctured zinc, The terrible fracture of both thighs, when 
the limbs were stripped for this purpose, could be plais ly 
perceived. ‘To the loops were fastened stdut cords, which 
passed over the grooves of pulleys affixed to the adjacent 
wall, and were drawn taut by Warden Brennan. Dr, 
Fluhrer next mummified the limbs with a multiplicity of 
bandages, over which he laid bis zine strips, and covered 
them with a second stratum of bandage. Immediately the 
lumpiness about the region of injury disappear. d, and the 
doctor expects that, in six weeks, this bandage will be 
removed, and in two more Lefry will use his Jegs. 

=>+Ore 
Two New Steamships, 

Two new steamers have recently been completed at the 
ship yards at Wilmington, Del., belonging, respectively, to 
the Cromwell and Metropolitan lines, and named the Knick- 
erbocker and General Whitney. The former vessel is of 
iron, of 2,000 tuns register, 280 feet long, 24 feet beam, and 
23 feet depth of hold, costing $260,000. She has a vertical 
inverted condensing engine 44 X 72, and four tubular boilers, 
With steam up in only two of the latter, it is stated, the 
ship easily made a speed of 10 knots perhour. She will ply 
between this city and New Orleans, 

The General Whitney is also of iron, and is besides a very 
fine model of marine architecture. Her length is 245 feet, 
bezm 40 feet, hold 28 feet and tunnage 1,848. There are 
two inverted engines 36 x 60 and three cylinder furnaces to 
each boiler. The engines and boilers are carefully enclosed 
in iron, and the engine room is remarkably commodious and 
well lighted. The vessel has some novel arrangements in 
the shape of four independent hoisting engines, operating 
seven freight cranes stationed at various points. By this 
means the time consumed in receiving or discharging cargo 
will be materially reduced. The port shutters are also of 
fiew invention, and are easily worked by one man, though of 








exceptionally ponderous construction. The ship will be used, 
for freight purposes only, between this city and Boston, 
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IMPROVED TURBINE WHEEL GOVERNOR, 

We illustrate herewith a novel and simple form of appa. 
ratus which, it is claimed, acts us an efficient and reliable 
governor for turbine or other water wheels. The constrac- 
tion is of a type generally familiar, the bal!s being thrown 
out by the centrifugal force of the rapid rotation, which of 
course increas+s with the speed, thus, through suitable appa- 
ratus, con*rolling the gate, and hence the quantity of water 
which reaches the buckets of the wheel. 

Ais the driving band and pulley by which motion is given 
to the governor shaft. Pivoted to lugs immovably secured 
to the latter, at B, are the bent levers, which 
terminate in the balls as shown. These 
communicate with other pivoted rods, the 
connection between which is clearly indi- 
cated in the engraving, and which finally 
connect above and below with sleeves, C, 
which slide freely up and down the gover- 
norshaft. To the sleeves are secured por- 
tions of clutches, the corresponding parts 
of the latter being at‘ached to two loose 
pulleys, D and E. Pulley D connects 
with another pulley on a second shaft, F, 
by means of a straight belt. Pulley E, 
however, is attached to the same by a crossed 
band, Consequently the effect is that, when 
the pulley, D, isin action, the shaft, F, ro- 
tates in the contrary direction to that which 
it assumes when the pulley, E, is in opera- 
tion. Shaft F bas a pinion, G, on its lower 
end, which pinion communicates with a 
gear wheel on the gate shaft. 

The opezation of the device can now be 
easily followed. The turbine is started by 
opening the gate by turning the large hand 
wheel shown on the shaft. To do this the 
pinion, G, which is connected with the shaft, 
F, by aslot and feather, is lifted by the foot 
lever, H, so that its teeth no longer engage 
with those of the gear wheel. As soon as 
the turbine is in motion, however, the pioion 
is allowed to fall back into place. The pul- 
ley, A, rotating the governor shaft, trans- 
mits motion to the balls through the rigid 
conre:tion of their arms at the point, B. It 
is evident that, as the rapidity of motion 
increases, the balls will assume a position 
more nearly perpendicular to the vertical 
shaft, and in so doing will raise the upper 
sleeve so that the clatch upon it and the 
pul’ey. D, engage, causing the pulley to be 
carried around. By this means the shaft, 
F, and pinion, G, will be rotated so as to 
turn the gate shaft and partially close the 
gate, thus checking the inflow of water. 
The speed of the wheel will, of course, diminish, when the 
balls will fall and the clatch above drop out of action. In 
case the speed should become too slow, then the further ef- 
fort of the balis to reach the lowest possible poiat will 
cavse the lower clutch to come into action with the pulley, E. 
This, however, as we have already explained, causes the 
shafs, F, te turn in the oppesite direction, opening the gate 
wider and increasing the speed. It is evident that the sup- 
ply of power will be so adjusted as to Gevelope a speed of 
shaft that will keep the governor arms and balls between 
the two clutches, for, as « matter of course, the moment 
either clatch comes into action, the effect is either to in- 
crease or diminish the speed untii the apparatus resumes its 
proper position. 

For further particulars address the inventor, Mr. Joseph 
F. Terhune, Stockholm, N. J. 


GA} BRACKET MATCH SAFE. 

Everybody has experienced the annoyance of searching for 
matches in a dark room, doubtless to the no small detriment 
of temper as well as of such projecting portions of the body 
as are brought in sudden contact with vagrant rockers or 
sharp corners of tables and bureaus. Match safes, in fact, 
have the unpleasant peculiarity of apparently never remain- 
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ing in the spot where last placed, because every one using 
the contents /eaves the box wherever about the room he may 
happen to be, so that the next person is obliged to hunt for 
it. Moreover, about nine tenths of the common match re 
ceptacles upset on the slightest provocation, strewing the 
floor with inflammable material, ready to take fire and burn 
holes in tbe carpet, and sometimes set dresses on fire, when- 
ever accidentally stepped upon. We illustrete herewith a new 
form of safe, the invention of Mr. M. L. Orum, which can 
neither upset nor wander about a room, because it is fastened 
immovably to the wall by screwing the gas bracket against 
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it. The fixture is first removed, the hole in the device slipped 
over the pipe, and the bracket rep'aced, the whole being the 
work of 8 moment. Thus located, the box is always at hand 
when and where wanted, and, besides, is situated at the 
point where matches are usually scraped upon the wall, thus 
preventing injury tothe paper or paint. It can be made with 
either one or two receptacles for matches, two being prefer- 
able, as one of the boxes may be employed to receive the 
burnt sticks. In material, style, and design, the attachment 
may correspond to the bracket to which it is screwed. 




















For hotels, where lodgers are apt to curry off the match 
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TERHUNE'S TURBINE WHEEL GOVERNOR. 


boxes, the invention is excellently adapted, while its con- 
venient and ornamental form will doubtless commend it as 
a necessary appendage to the gas fixture in every room. 

For further particulars regarding rights to manufacture, 
application should be made to Messrs. Mellor & Orum, 448 
North 12th street, Philadelphia, Pa. 





The Opeloscope. 

This is a new and simple instrument, suggested by Pro- 
fessor A. E. Dolbear, for the purpose of demonstrating the 
pulsations of sound. Take a tube of any material, from one 
to two inches in diameter, and anywhere from two inches to 
a foot or more in length. Over one end paste a piece of 
tissue paper or a thin piece of rubber or goldbeater’s skin; 
either willdo. In the center of the membrane, with a drop 
of mucilage, fasten a bit of looking glass not more than an 
eighth of an inch square, with the reflecting side outward, of 
course. When dry, take it to the sunshine, and, with the 
open end of the tube at the mouth, hold the other end so 
that the beam of reflected light will fall upon the white wall 
or a speet of paper held in the hand. Now speak, or sing, 
or toot in it. The regular movement of the beam of light 
with the persistence of vis.on presents very beautiful and 
regular patterns, that differ for each different pitch and in- 
tensity, but are quite uniform for given conditions. If a 
tune like “Auld Lang Syne” is tooted slowly in it, care being 
taken to give the sounds the same intensity, a series of 
curves wil] appear, one for each sound and alike for a given 
sound, whether reached by ascension or descension, so that 
it would be possible to indicate the tune by the curves; ia 
other words, it is a true phonautographb. 

By trial one can find some tone which causes the mem- 
brane to vibrate in a single plane, and of course a straight 
line will appear upon the screen. If, while the sound is 
continued, the tube be swung back and forti. at right angles 
to the line, the sinuous lice will appear, which may be either 
simple, representing a pure and simple sound, or it may be 
compound sinuous, showing over tones, precisely as in K0- 
nig’s manometric flames. 

With the lecture room darkened and using the beam of 
light from a porte lumiére or from a lantern, these may be 
projected of an immense size, There is no trouble in the 
world in making them eight or ten feet amplitude or more if 
needed. Ata distance of bat thiee or four feet, the curves 
will spread out to two or three feet in length when a tone is 
made to which the tube can reasonably respond, 





The Water Supply of Rome, 
In the couree of a lecture on Roman antiquities, delivered 
at the Royal Institution, London, Mr. J. H. Parker said: 
The celebrated Aqua Marcia bas recently been again brought 
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into Rome, and is rapidly coming into use, being considered 
the finest drinking water in the world, always cool even in 
the hottest weather. On the river Anio itself, where a 
fine cascade falls over the rock, there isa deep rocky gorge; 
and here great engineering works were made in the time 
of Claudius and Nero. A great wall, 12 feet thick, built of 
large blocks of stone, was erected across the river at the 
lower part of the gorge, forming a dam of 100 feet high and 
12 feet thick, to enclose a portion, perhaps 100 yards long, 
between the dam and the natural cascade; the water was 
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made to fall over the dam, which thus became the cascade ; 
but at one end of it aspecus was made below 
the level of the surface of the water, so that 
the water must always flow through that 
specus, and consequently through Rome, 
before any of it could fall over the cascade, 
This magnificent and most useful piece of 
engineering continued in use for centuries. 
It was destroyed in the fourteenth century 
by an ignorant monk, who was annoyed by 
a temporary flood in the upper country,which 
overflowed the meadows near his monastery, 
and, to relieve that, he madea hole at the 
bottom of the great dam. The force of the 
water soon carried all before it, and caused 
a great flood over all the lower country, even 
to the Tiber, and did immense mischief— 
even the walls of Rome were injured. 

Mr. Parker said that he had not time to 
describe the therme, or great public baths, 
to supply which most of the aqueducts were 
made, but he could not conclude without 
mentioning that the opinion, commonly en- 
tertained, that the ancient Romans were ig- 
norant of the fact that water will rise to its 
level, is entirely a popular delusion. At 
every half mile of the aqueducts, on their 
course from the foot of the hills to Rome, 
each aqueduct forms an angle, to break the 
force of the water, and at that angle a great 
reservoir is made, with a piscina or filiering 
place at one end. Each piscina consists of 
four vaulted chambers, two above and two 
below. The water enters into the top of the 
first upper chamber; it then falls through a 
hole in the vault into the first lower cham- 
ber, then passes through small holes in the 
intermediate wall into the second lower 
chamber, then rises again through a hole in 
the vault into the second upper chamber, 
and then follows its course at the sauce level 
as it originally entered, depositing its mud 
in the lower chamber as it passed. Each 
piscina is therefore made upon the principle 
of water finding its level. 

They used the large stone specus, or aqueducts, instead of 
ordinary pipes, because they could not depend either upon 
their leaden pipes or their terra cotta pipes to resist the force 
of such a stream of water. Nothing but the concrete stone 
was strong enough. 

At the present time, the cast iron pipes of the new comja- 
ny are bursting every day in the streets of Rome to such an 
extent that the managers of the company fear that the ex- 
pense will be ruinous to them. This seems to show that 
the old Romans were better engineers than we are. 





A Trade Mark Decision. 

The value of trade mark security to manufacturers and 
merchants is forcibly demonstrated in the following recent 
decision of the Supreme Court,rendered in the Circuit Court 
of the United States for the Eastern district of Pennsylvania, 
McKenna, judge, in the case of the Lowell Manufacturing 
Company against Larned and Starr, which is of interest as 
bearing on the Jaw of trade marks. The complainants many 
years ago began to send their rolls of carpet to market with 
a hollow wooden shell in the center of each roll. The an- 
nexed engiaving exhibits the construction, Fig. 1 isa plan 
view of the inside half of the shell. Fig. 2 is an end 
view of carpet, rolled, with shell in place. This shell 
can both be seen and felt. Becoming a distinguishing 
mark of the goods, they continued its use and adopted it as 
their trade mark, registering it as such in January, 1871, 





under the act of July 8, 1870. Defendants copied it, and 
complainants having broughé suit, pleaded that it was an 
unpatented mechanical contrivance for rolling the carpet 
and extracting the spindle. After full argument by Horace 
Barnard and Ludovic C. Cleeman for complainants, and 
Victor Guillon for defendants, Judge McKenna decided that 
the ‘‘shell” is a good and valid trade mark, and complain- 
cnts are entitled to its exclusive use, furtner deciding that 
defendants have infringed. A perpetual injunction is 
granted, with reference to a master to compute and assess 





profits and damages. 
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BLACKSMITH’S MEASURING WHEEL. 

Mr. Thomas R. Way, of Springfield, Ohio, is the inventor 
of the device herewith illustrated, for measuring the cir- 
cumference of wheels and the length of the iron from which 
tyres therefor are to be made. The peculiarity of the appa- 
ratus consists in an extra pointer pivoted to the 
hand which indicates the wheel measure, for the 
purpose of deducting from the latter the amount 
to be allowed for expansion of the metal. 

The wheel shown revolves freely on its axle, 
to which, however, the hand, A, is rigidly af. 
fixed. The pointer, B, is secured to the hand, 
A, by @ screw, as shown in Fig. 2, so that its 
end may be set at any desired distance from that 
of its support. The device is applied and car- 
ried around the wheel to be measured, as repre- 
sented in Fig.1, where the hand, A, indicates 
the levgth of circumference passed over. The 
pointer, B, is then fastened with its end ata dis- 
tance to one side of the hand equal to the amount 
of expansion of the iron. The apparatus is af- 
terward carried over the tyre, which is cut at the 
point indicated by B. 

The invention may also be employed by coop- 
ers for measuring hoops, in which case the extra 
pointer may be used to indicate the allowance for 
lap. 

—_—_——————__23 2S o___— 
The Novel Steamer, 

The saloon steamship designed by Mr. Bessemer, to make 
sea sickness impossible, is well under way at Hull, England. 
The framing is nearly complete, and a good part of the 
outer plating has been put on. Thesteamer is 350 feet long, 
40 feet broad inside of her paddle boxes, and of 2,774 tuns 
burthen. She wil] be driven by two sets of paddlewheel en. 
gines, acting upon a double set of paddlewheels, situated 100 
feet apart, the aggregate power of the engines being no less 
than 4,600 herse power. The two ends of the ship are alike, 
and each wil) be furnished with a rudder. Her most charac- 
teristic feature is her saloon, which will be 70 feet long and 
80 feet wide, and suspended up’ n massive pivots at the cen- 
ter and at the extremities. Thus supported, it will be 
brought under the coatrol of powerful hydraulic gear, 
worked by the principal boilers of the ship. This gear will 
be so arranged that it is expected a man will be able to im- 
part to the saloon a rolling motion in relation to the ship pre- 
cisely the reverse of that which the ship herself receives. 
The engines, it ie anticipated, will drive the vessel at a speed 
exceeding 20 miles an hour. 

THE BLACK NECKED SWAN. 

The swan, in one or another of its numerous varieties, is 
aboriginal in all parts of the globe. A large number are to 
be found in our beautiful Central Park. The proud and 
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placid white’swan is probably the best known of al) the spe- 
cies, and is certainly, when on the water, one of the most 
beautiful of birds. Virgil cited the black swanasa rara 
avis, and as the black variety is indigenous to Austral‘a only, 


filed in the Patent Office 20,354 applications for patents, in- 
cluding reissues and designs ; 288 applicat'ons for the exten- 
sion of patents, and 519 applications for the registering of 
trade marks, 


Twelve thousand nine hundred and seventeen 


the Mantuan poet’s acquaintance with it must have been ra- | patents, including reissues and designs, were issued; 235 


Fig 


BLACKSMITH’S MEASURING WHEEL. 
ther mythical, The black necked swan (cygnus nigricollis), of 
which we prerent an illustration, is a native of South Amer- 
ica, and it rivals the European white bird in the color of its 
body and wings, while its neck and head are of a splendid 
black color. In the red color of its bill it also resembles the 
white swan. A pair of these birds were taken to England 
and placed in the zodlogical garden of the late Earl Derby, at 
Knowsley, near Liverpool; and when the collection was dis- 
persed, at Earl Derby’s death, the Zodlogical Society, of Lon- 
don, became the possessors. Specimens of the variety are 
also to be found in the gardens at Amsterdam and Cologne. 

As shown in our engraving, the young birds are singular- 
ly undeveloped, their necks being especially at variance with 
those of the grown birds. But time adds to them not only 
their singularly graceful form and beautiful plumage, but 
also the prodigious strength for which the whole species is 
remarkable, instances beipg on vecord wherein men’s limbs 
have been broken by the blows of the wings of infuriated 
swans, whose pugnacity at breeding time is notorious, The 
females lay from five to eight eggs, the period of incubation 
being six weeks. 





ee 
The Year’s Business at the Patent Office, 

A statement prepared by the Commissioner of Patents 
for the coming report of the Secretary of the Interior shows 





thar, during the year ending September 30, 1873, there were 





























SOUTH AMERICAN BLACK NECKED SWANS. 








extended, and 955 allowed, but not issued by 
reason of non-payment of the final fee; 3,274 
caveats were filed, and 476 trade marks regis- 
tered. The fees received during the same period 
from all sources amounted to $701,626.72, and 
the total expenditure to $699,449.69, making the 
receipts $2,177 in excess of the expenditures. 
Tbe appropr'ation asked for the fiscal year end- 
ing June 30, 1875. is $698,500. The expendi- 
tures included $40,000 for the publication of the 
Official Gazette, $40,000 for printing current 
drawings, and $60.000 for the reproduction of 
old drawings. These items were unusual, and 
account for the absorption of most of the custo- 
mary excess of receipts over expenditures. The 
cost of printing current drawings has heretofore 
been defrayed out of the government printing 
office appropriations. In regard to the reproduc- 
tion of old drawings, the Commissioner consid- 
ers the amount expended for that purpose a good} 
investment, not only with reference to the intel- 
ligent advancement of the manufacturing iater- 
ests of the country, but financially, as they are 
now being sold at two or three times their actual cost. Tho 
Commissioner again invites earnest attention to the great 
want of additional room for the proper transaction of the 
business of the Office, stating that is utterly impossible to 
properly classify the work of the Office, in order to insure its 
being economically and well done, in the present crowded 
state of the files, records, and exhibits. 
——_——__——_ - 9 «@re- 
Effect of Artificial Addition of Phosphates to the 
Food of Lambs, 

V. Hofmeister states that two lots, each consisting of 
three eight weeks old wether lamb, were fel from May to 
December on hay and potatoes, with a little salt, this diet 
being selected as characteristically poor in phosphates. One 
lot received precipitated tricalcic phosphate with its food, 
the other lot none. During the last 77 days most phosphate 
was given, the phosphatic diet then containing one fourth 
more phosphate than was supplied by the vegetable food. 
The lambs gained about 18 lbs. per head in the six months. 
Those receiving phosphate showed a distinctly better appe- 
tite and drank more water than the others, but their greater 
increase in weight was insignificant. When slaughtered the 
only difference between the two lois was a slightly larger 
weight of stomach, intestines, and lungs, in the case of the 
lambs receiving phosphate. Five bones of two lambs in 
each lot were carefally examined. The fresh bones of the 
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lambs fed with pbosphate were on an average slightly the 
heavier; they had a mean specific gravity of 1:384, the spe- 
cific gravity of the other lot being 1350. Analysis showed 
that there was generally more water and less fatin the 
bones of the lambs fed with phosphate; the dry bones of 
these lambs also generally contained a slightly larger pro- 
portion of incombastible matter; but looking at the absolute 
quantities found in the bones of the two lots, there was no 
increase of incombustible matter by feeding with phosphate, 
but a small increase of phosphoric acid, coupled with a di- 
mination of lime. The amount of fat in most of the bones 
was very high, reachiag to 40 per cent in the dry bone of the 
fore leg. 

Exp-riments were made as to the digestibility of phos- 
phates. The lambs fed on hay and potatoes (chiefly the lat. 
ter) digested during six days 25 8 per cent of the phosphoric 
acid,and 46°0 per cent of the lime contaioed in their food ; ani 
in another experiment of four days, 409 per cent of phos: 
phoric acid and 20 6 per cent of lime. Ina further experiment 
of six days, with two year old sheep, on a similar diet, 43'3 
per cent of the phosphoric acid and 43:0 per cent of lime in 
the food were digested. When the lambs received 6 gram- 
mes of precipitated phosphate per day, the whole of the ex- 
tra phosphoric acid was taken up; but whenthe quantity 
was increased to 9 grammes, only about half the phosphoric 
acid was digested. In no case wasall the lime of the phos- 
phate taken up, but a greater proportion of the lime was 
taken up from the larger dose of phosphate. The old sheep 
received superpbospiaate. When 10 grammes were admin- 
istered per day, the whole of the soluble phosphate was di- 
gested; but when the dose was increased to 20 grammes, 
only 64 per cent of the solv ble phosphate was digested. As 
with the lambs, a greater proportion of lime was taken up 
from the larger dose of pbosphate.—Jourral of Chemical 
Science. 





Phetographs in Natural Colors. 

After many unsuccessful attempts, I have at last been 
fortuaate enough to discover a method of producing, with 
great ease and certainty, heliochromic priats whose colors 
are closely allied with those of nature. I have obtained by 
my method 1eproductions of colored glass and stamps. I 
can also obtain landscapes in the camera, but with colors 
rather weak in nature, the regult, no doubt, being capable of 
improvement by having recourse to a better adapted ap- 
paratus, 

My method of operating, at which I have arrived after 
numerous trials and experiments, I will now describe: 

A sheet of paper, with as fine a grain as possible, is 
plunged into a silver bath made up as follows: 

Paral 68 MAINE, <nin6 scien tsncstees 20 parts. 
i et Per eee ins 
are taken, and, as soon as a solution has been made, there is 
added: 


When the sheet has been thus treated and dried again, it is 
further plunged into a solution of 


Hydrochloric acld........ccccssccses 50 parts, 
p | PN ph lh re aS ae Ae 50“ 
Nitrate of uranium....... se debs Baas : irk 


A little zinc white is dissolved into the hydrochloric acid 
beforehand. 

After this double treatment, the sheet of paper is exposed 
to sunlight for a short time, until its surface has assumed 4 
violet blue tint. It is then immersed again, after desic- 
cation, in the silver, as also in the hydrochloric bath. These 
operations are repeated until a most intense blue has been 
obtained, this being the only way to secure very vigorous 
images. 

Before the paper is altogether dry, it is put into another 
buth, made up by adding a few drops of a solution of mer- 
cury, dissolved in nitric acid, to some distilled water. The 
sheet is allowed to remain from five to ten minutes in this 
last nemed bath, and is then dried by contact with blotting 
paper. 

Tue sheet thus sensitized is then exposed to light under 
colored glass—a colored magic lantern slide, for instance; 
and after a period of twenty to thirty seconds in the sunlight, 
an impression on a white ground is obtained, with all the 
colors of the model, The colors ave more vivid, and the 
rapidity quite as great, if there is added, to the bath just 
mentioned, 

Saturated solution of bichromate of 

potash orammonia,............... 
IIT is ban d\ beds eoresns con es 
Chlornte of potash.............:..0- 

To fix the prints in some degree, they are washed in plenty 
of water, and then immersed in 

RUN. 5 cohecctescssscdscnmas 
NP. os bs sndatiscntandacsdeacdt 100 “ 

After again washing, the impression is put in a bath sat- 
urated with an alkaline chloride. Then, after a final wash- 
ing, the image will be found to resist for a considerfible time 
tke action of diffused light. 

ACTION OF COLORED GLASs. 

1, Much greater rapidity is obtained if the chloride of 
silver paper is darkened under violet or blue glass. 

2. Tf, on its exit from the nitrate of mercury bath, the 
sheet is exposed under a colored glass, and there are inter- 
spersed, between the sunlight and the glass, screens or glass- 
es of different colors, it will be observed that the colors ap- 
pear more rapidly under the yellow, green, and red screens, 
than under the blue and indigo ones. 

COMPLEMENTARY COLORS. 
The phenomenon of complementary colors, observed by M. 


Scientific Smerican, 


Becquérel when plunging the impressions in ammonia, is 
exceedingly easy to produce with paper. To effect this, it is 
only necessary to put the print, after it comes out of the 
frame, intoa solution of carbonate of soda, and then plunge 
it, after washing, in a solution of nitrate of lead, and expose 
it to sunlight in a bath of an alkaline chloride. The phe. 
nomenon may also be produced in several other ways. 

To reproduce landscapes in the camers, it is necessary to 
prevent, as much as possible, the action of diffused light, 
and to do this a cone of cardboard of sufficient length is 
fixed in front of the lens. The time of exposure with a 
Darlot lens of about eight inches focal length is from fifteen 
minutes to ar hour, operating with an open stop and ia fall 
sunlight.—M. De St. Florent. 
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THE DEEP INJECTION OF CHLOROFORM. 

In a paper recently read before the Academy of Medicine, 
Professor Roberts Bartholow, M. D., says: 

It is true that the injection of a few drops of chloroform 
into the gums for the relief of toothache has been practiced 
by others, and by myself, with success; but hitherto, as 
faras 1am aware, no one has used the deep injeciion of chlo- 
roform for the cure of tic doulowreux. Indeed, the hypodermic 
injection of chloroform has been regarded as improper, ow- 
ing to the violent local inflammation which follows its intro 
duction to the subcutaneous areolar tissue. 

The ill effects produced by the injection of chloroform into 
the areolar tissue are these: vaporization of the chloroform 
and consequent gaseous distention of the surrounding parts, 
painful swelling, inflammation, and the formation of an ab- 
scess. The pain experienced by the patient at the moment of 
injection is also considerable; and as the needle is withdrawn, 
the chloroform acts with energy on the wounded skin. These 
are very serious and almost insuperable objections to the hy- 
podermic injection of this agent. Thesame objections do not 
hold against the deep injection of chloroform according to 
the method which I practice for the cure of tic douloureuz. 
It is true considerable pain is experienced and swelling arises, 
but the pain quickly subsides, and no inflammation ensues 
and no abscess is prodaced. 

The needle is inserted under the upper lip, which is raised, 
and passed so deeply that its point shall rest near the infra- 
orbital foramen. The chloroform is then slowly injecved. 
When the needle is withdrawn,firm pressure from the check 
is made over the point of insertion of the needle, and is 
maintained for a time to insure the diffusion of the chloro- 
form. 

It is generally admitted that injection of the anodyne at 
the site of paiv is not necessary to the relief of neuralgia. 
The curative effect is supposed to be due to the impression 
made by the anodyne on the center of consciousness. 
While this is undoubtedly true, there are many reasons for 
believing that the local influence of an anodyne on the end or- 
gans, the seatof an painful impression, is very serviceable, 
for pain of peripheral origin is made of two factors, an irrita- 
tion of the sensory nerves, a realization of this irritation by 
the centers of conscious impressions. Furthermore, there 
are good reasons for believing that improvement in the con- 
dition of nerves, the seat of a painful sensation, reacts bene- 
ficially on the center with which they are physiclogically and 
pathologically connected, although the peripheral pain may 
be the reflection outwardly of a centric lesion. 

It is a singular anatomical fact that the facial vein com- 
municates with the pteryzoid plexus and the cavernous sinus; 
hence an injection of chloroform into the part I suggested 
and practiced in this operation must reach the brain more 
directly than by any other route. Theeffect, hence, may be 
much more decided than when injection is practiced into 
remote parts. 

Case 1.—Mr. M——, aged about fifty years, married, and 
by occupation a book keeper; a tall, rather spare man, of 
nervo-sanguine temperament, His hair and beard are freely 
sprinklei with gray. Altbough pursuing a sedentary occu- 
pation, he bas had considerable outdoor exercise. and led 
a ratber active life. Being in good circumstances , his hygienic 
surroundings have been favorable. He has lived freely and 
has always had a good appetiteand vigorous digestion. He 
is accustomed to the daily use, in moderation, of whisky and 
tobacco, 

About two yearsago Mr. M. began tosuffer with pain in the 
infra orbital branch of the fifth nerve. The attacks appeared 
with more or leas frequency during the ensuing eighteen 
mont.is, and gradually increased in severity. 

When he presented himself to me for treatment, he was in 
the following state: he was emaciated, and his countenance 
was anxious and worn. Owing to the extreme suffering which 
mastication induced, he had great difficulty in getting a suf- 
ficient supply of food. Every motion of the lip, the gentlest 
washing of the face, a touch of the cheek, induced a parox- 
ysm of pain of horrible severity. The pain was on the right 
side of the face, and was experienced in the infra orbital 
nerve and its terminal branches, During the paroxysm, the 
muscles of the face were convulsed, the eye injected, and pro- 
fuse lachrymation occurred. There was great tenderness 
to pressure over the infra-orbital foramen, and a slight touch 
indaced a paroxysm of pain. His teeth, although not very 
good, did not appear to be the seat of the irritation, for 
no pain was developed by pressure on or by striking them 
sharply. Raising of the upper lip always caused a severe 
paroxysm. In consequence of this, talking was painful, 
and the attempt to smile brought on an agony of suffering, 
so that he avoided seeing his friends. There were no evi- 
dences of intra-cranial disease except neuralgia, nor was 
there a history of specific infection. 

I determined, as the patient was naturally most anxicus 
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with half a drachm of Squibb’s chloroform, I passed the 
needle deeply under the lip, according to the metbod which I 
have already described, and irjected the chloroform in the 
neighborhood of the foramen. Mr. W. experienced a very 
severe paroxysm of pain at the moment: this was succeeded 
by burning pain at the site of the injection, numbness of the 
lip, giddiness and sopor, and swelling of the cheek. In ri- 
sing to walk, he staggered and had difficulty in maintaining 
the vertical position. He went immediately home and laid 
down, in consequence of the continued vertigo and drowsi. 
ness. The giddiness did not entirely disappear for twenty. 
four hours or more. The pain ceased and has not since re- 
turned, a period of more than three months having now 
elapsed. The patient did not again present himself until 
three weeks, being desirous to ascertain, beyond peradven- 
ture, that his relief was permanent, a fac: which he could 
scarcely realize after the protracted and agonizing suffer- 
irg which he had endured. A remarkable improvement 
had occurred in general condition in this time. Hw had 
gained largely in weight, and his countenance wore a cheer- 
ful expression, instead of the anxiousand suffering appear. 
ance which it had before presented. 

Case 2.—Mr. E. V. W——, farmer by occupation, aged 
about fifty-six, aman of medium height, compactly built, and 
of bilio-nervo-sanguinous temperament He always had 
enjoyed good health and led an active outdoor life. About 
five years ago, he began to experience decided pain in the infra- 
orbitai division of the right fifth nerve. The paroxysms oc- 
curred at first at long intervals ; within the past year they have 
rapidly increased, and during the last three munths have 
been almost continuous. During this time, the lightest touch 
on the surface of cheek, acurrent of air, washing the face, 
raising the lower lip, and especially the mastication of food, 
have given rise to horrible paroxysms. Lately he bas found 
it necessary toeat alone. The frightful contortion of the 
muscles of the face, and tke rolling of tears down his cheek 
during mastication, have excited so much apprebension in 
his family and friends as to render this isolation neces- 
sary. 

he is usual in these cases of tic douloureuz, the countenance 
of this patient expressed great suffering. He looked wora 
and anxious. When giving me his history, he had repeated 
paroxysms, during which the muscles on that side of the face 
became convulsed, the tears rolled down his cheeks, he 
ceased to speak, and his countenance wore an expression of 
great agony. He described the pains as of two kinds:a 
sensation of painfal vibration in the face, eye, and for: head, 
and sudden darting pain, of intense severity, shooting up 
through the jaw to the eye and head. When I lifted up the 
lip to examine the mouth he had an atrocious attack, and 
begged me to desist until the paroxysm ceased. There was 
no disease of the teeth. Basid-s the neuralgio, he had no 
symptom of cerebral disease. His funciions were other- 
wise normal. The Joss of flesh was plairly due to the 


difficulty experienced in taking in a sufficient supply of 


ood. 
Iinjected, in the way already described, thirty minims of 


chloroform. This brought ona severe paroxysm of pain, 
which continued for afew minutes, but was succeeded by 
a feeling of relief, numbness of the face and lip, some 
drowsiness andswelling of the check. 
pain lasted nearly twenty-fuur hours, when a light paroxysm 
ensued and the injection was repeated. In all, fsurinj-ctions 
were made in space of a week, but no pain was experienc: d 
after the second injection. 
baving’ had, meanwhile, no recurrence of his old malady, be 
called to say he was perfectly well. 
sented himself, I have no doubt that he continues free from 
any return of the disease. 


The relief to the 


At the expiration of two weeks. 


Ashe has not since pre- 
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EMBALMING THE Dgap.—In the Vienna Exposition there 





were several specimers of the embalming of parts of the hu- 
man body. Those exhibited by Dr. Marini, of Naples, were 
particularly to be noted. One of these was a large round 
table made of muscles, sizews, etc., of a dark brown color, 
with a handsome polish. Among his other expioits he pe- 
trified Thalberg, the deceased pianist, and the widow i3 said 
to keep the corpse in her draving room. He also embalm+d 
Mazzini, and so well that some of the more evonomic:! ad- 
mirers of that statesman urged that the body should be set 
up in Rome as a statue, and thus save expense. 





, 
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SaGacity oF Brrps.—Certain facts render it probable that 


birds, in some manner, become aware of chol-ra infection in 
the air. 
where several cases of cholera have occurred, the rooks and 
crows, which flew about the steeples and through the trees 
of the public promenades, have all emigrated; and the same 
thing happened during the cholera seasons of 1836 and 1854. 


Recent European journals state that at Munich, 


According to Sir Samuel W. Baker, the same phenomena 


occurred at Mauritius, where the martins, which exist in 
immense numbers the year round, wholly disappeared du- 
ring the prevalence of the cholera. 


QUALITATIVE ANALYsIs OF BENZINE.—Commercial ben- 





zine often contains quite a large proportion of petroleum, 
which leaves a disagreeable odor when the beuzine is em- 
ployed for the removal of grease. A small piece of pitch is 
placed in a test tube and the suspected liqnid poured upon 
it. Pure benzine will readily djssol¥e ‘the pitch, forming 
a tarry mass, while adulterated benzine will be less and less 
colored in proportion tothe amount of petroleum contained 
in it. Coal tar wil dissolve easily in pute benzine, but 





to obtain relief, to inject chloroform. Charging the syringe 


forms distinct layers when impure material is employed for 
the solution. 
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SCIENCE AND HEALTH. 


The American Public Health Association, a body the ob- 
jects of which are sufficiently indicated by its name, recently 
held its second annual meeting in this city. A number of 
interesting and valuable papers by eminent physicians and 
others were read, of the more important of which we give 
abstracts herewith. 

Dr. Nathar Allen, speaking upon the laws of longevity, 
pointed out that a mind well cultivated and balanced, cheer 
ful disposition, temperate and regular habits, are great pro 
moters of long life. Hence longevity is foand among civili¢ed 
nations more than among savages. The prerequisites of 
prolonged life may be classed under the heads of constita- 
tion, inheritance, and obedience to laws. It was finally con 
sidered that physiology in its practical application is yet in 
its infancy ; and when it is thoroughly understood in the fam- 
ily and the schoolhouse, the duraticn of life will be greatly 
increased, 

THE HOUSEKEEPER’S RESPONSIBILITY 

formed the subject of som» excellent remarks by Dr. Edward 
Jamz, of Dorchester, Mass , in which he said that man is 
more affected by the kind of food he eats than the lower an- 
imals, because he is of a more sensitive disposition. All meas- 
ures of his life ought to depend on his digestion, and the 
methods of his housekeeper. The stomach is originally 
sound. It can digest and convert all proper food necessary 
for the support of the animal body, if it is suitably selected 
and prepared. If, afterour meal, the stomach complains, 
we have headache, or are languid, nervous, depressed, have 
pains of neuralgia or indigestion, or our energies are over- 
borne,it must be referred to the way in which we have treated 
the stomach by putting unsuitable burdens upon it. A large 
portion of these illa are due probably to our own fault, 
and to our love of what we call really good eating; but the 
cook and housekeeper are, more likely, to blame. 

Dr. Hamlyn, of Bangor, referring to 


DIET, 
considered that, in the selection of meat for food, there is too 
little care, Flesh contains the elements of vicious poison. 
Butcher’s meat contains but a small portion of nutrimene, as 
shown by French pbysicians. It is now exposed to the air 
before serving it for the table. The exposure deprives it of 
a portion of its nutriment. Avimals should be stalled and fed 
before being offered for food; but so farfrom that being the 
case, they are brought here by long travel in cars, worn and 
harassed. The meat should be prepared at the pastures of 
the cattle; and if necessary, the Jaw of the nation should 
secure such a consummation. 


THE SANITARY RELATION OF HEALTH AND ARCHITECTURE 


was considered by Mr. Carl Pfeiffer as of great importance, 
inasmuch as tbe architect furnishe: the human body, by 
means of its dwelling place, its house, with the proper medi- 
cine wherewith to regulate its intercourse with what is its 
chief food and necessity—air. As this chief food exceeds in 
amount three thousand times that of all other kinds, so in 
proportion is the science of building a proper house of 
pre-eminent impurtance to the science of hygiene. One of 
the firat principles of architecture is that the material of 
builaings shou'd be dry and porous. The furnitare can 
chill and produce rheumatic affections if it is damp or has 
been loug in anunheated room. Cold bedrooms are breeders 
of disease unless they have venti'ation besides their cold. 
People sleep in airtight cold rooms and believe they are 
doing a wondrous thing for their health, particularly if they 
bave the bedroom aircd in the morning. All night long 
the air stays unmoved and becomes slowly poisoned, while 
the evaporation of the body settles upon tLe walls and makes 
ths room more and more airtight. 

Referring to the 

REFUSE OF CITIES, 
Dr. C. A. Leas, of Baltimore, recomm+nded great care and 
regularity in removing the ashes and garbage from the vari 
ous sections. He urged that carts should be employed in 
this service, and that ashes aud vegetable matter should be 
kept in separate receptacles, and emptied at regular and 
stated times, 

Dr. Storer, of Boston, read a paper on the same subject, 
recommending achange in the method of disposing of the 
offal of slaughter houses, The most effectual way was to 
build chambers cr ovens four or five feet square, where the 
gases and steam may be burned. Pubiic health demanded 
that the offal and dead animals of a city should not be per- 
mitted to accumulate. 

Dr. Rusgsell]’s report on 

YELLOW FEVER IN LOUTSIANA 

was read by Dr. White, of New Orleans. It was reported 
that the cases at Shreveport and Memphis were not more 
malignant than those found in New Orleans, and that the 
spriakling of carbolic acid and hygienic measures are almost 
sure to moderate the disease. It is a strange fact that no 
single colored person took the yellow fever, and they rarely 
ever take it unless it is fiercely epidemic. 

‘* For use in this c ty we have dead oil, and for streets car- 
bolic acid. In applying these disinfectants, we applied 70 
per cent of carbolic acid, anda chloride of zinc and iron, 
precipitated from scrap tin, which we used through water 
carts by a hose attachment, by which three men, going as 
fast as a horse could walk, could sprinkle each gutter; and 
by this means we have sprinkled 150 milesa week. Nocom- 
plaint of the smell of carbolic acid ever came to us. We 
wera able, with dead oil and zinc solution, to disinfect about 
120 outbuildings a day.” 

Dr. White said: In New Orleans they sprinkled carbclic 
acid on the velvets and silks in houses, as disinfectants, as it 
could not destroy colors. 





Scientific American. 
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General Francis A. Walker, superintendent of the United 


States census, followed in an interesting paper on 


THE STATISTICS OF MORTALITY, 
in which the proportion of deaths among all classes was 
shown, as follows: 


Share of population. Share of deaths. 
in 1,000 


Canes tisi oe cans Hens 126 137 in 1,000 
ee binetiels 48 in 1,000 55 in 1,000 
er 44 in 1,000 38 in 1,000 
English and Welsh.... 16 in 1,000 15 in 1,000 


The large proportion of deaths from accidental causes 
anong the latter class may be perhaps attributed to the fact 
that so large a number of the Welsh population are miners. 
From the severity of our climate, all foreign elements tend 
somewhat to consumption whenonour shores. In the South 
the native colored furnish a less mortality from consumption 
than the average, while in the North it is much greater than 
the average. 

Dr. Lewis W. Leeds then read a paper on 

THE SANITARY ELEMENTS IN DWELLINGS. 

He thought it was a mistake to overheat all the fresh air 
as fast as it was admitted to our hospitals and public and 
private buildings. He had come to the conclusion that all 
artificially warmed air was injurious to animal life. Nature’s 
method of warming was warm floor, heated by the obstruc- 
tion of the sun’s rays, while the air above is cold. 

A report upon the 

HABITS OF YELLOW FEVER 

was then read by J. M. Toner, M. D., of Washington. One 
question was whether elevation had had anything to do in 
the escape from yeliow fever. Its favorite places were be 
tween the 45th and 100th degrees of longitude, and the 35th 
north and 35ih south degrees of latitude. The strata of air 
in which yellow fever exists is heavier and lower than the 
surrounding air. From the facts gathered together, it would 
seem clear that this disease in the United States never exists 
above 500 feet. If it can be shown that the existence of yel 
low fever depends entirely upon the clevation, a great deal 
will have been done in the investigation. 


ATMOSPHERIC ELECTRICITY AND OZONE 


was the title of a paper read by Dr. George M. Beard of this 
city. He said that it has been shown that there are two daily 
tides of positive atmospheric electricity. In the morning 
between 6 and 9 o’clock, the atmospheric tida is at its hight, 
falling somewhat between 2 and 5 P. M., rising again be- 
tween 6 and 9 P. M.,and falling to a minimum between 
2 and 5 A. M. Similar variations are noticeable in the 
months, the tide of atmospheric electrisity being highest 
through the months of January and February, gradually 
subsiding in the months of March, April, May, June, July, 
and August, when it is at its minimum, and gradually rising 
again through September, October, November, and December. 
It has been stated that there is a relation between ozone and 
intermittent and remittent fevers; that rheumatism is pre 
valent when ozone is deficient; and that when ozone is in 
excess, diphtheria, scarlet fever, small pox, measles, scarla- 
tina, and other cutaneous affections become prevalent. 

Comparative researches regarding atmospheric electricity, 
if conducted to a large extent under government supervision, 
would help to explain the extraordiuary stimulative charac- 
ter of the climate of California, to explain the fact that sun 
strokes are almost unknown on the Pacific coast, and per 
haps elucidate some of the unknown causes of other won- 
drous effects of our climate. 

Professor Chandler, in the course of remarks on 


THE SANITARY CHEMISTRY OF WATER, 


observed that the organic matter whicl: is dangerous in water 
is sewage, and many diseases, especially cases of typhoid 
fever, have been developed by the presence of these impuri- 
ties in water. Actual experiment shows that water which 
remains overnight in lead pipes in New York contains 1-10 
of a grain of lead to the gallon. It seems to be well estab 
lished now that rivers possess the power of self- purification, 
and the drainage of a great city can be received within an 
ordinary river without destruction of its wholesomeness 
The Croton water brought to tais city every day contains 
22} tuns of mineral matter. To poison the Croton water for 
one day it would require 3} tuns of strychnin, and there is 
not, probably, a tan of strychnin in the world. It would 
take 114 tunsof arsenic to serve the same purpose. So it 
may be seen that threats of poisoning the Croton supply dur- 
ing the war were ridiculous. 

President White,of Cornell University, delivered an inter. 
esting address on 

GENERAL SANITARY TOPICS 


and proper education in hygiene. He said; ‘‘I would have 
simple text books in physiology introduced in our common 
schools; but, better still, I would have short courses of lec- 
tures by competent physicians. It thus becomes a stady of 
living man by living map to living man, Physiology should 
be taught throughout a college course. The science of 
sanitary engineering is not so large that the main elements 
could not be given. I have great respect for the old curri- 
culum, but the substitution of sanitary studies will well re- 
place some of the now well worn classics.” 

THE GERM THEORY OF DISEASE IN ITS RELATION TO HYGIENE 
was the subject of an able discourse by President Barnard, 
in which the view was taken that the laws of health and dis- 
ease were as well defined as those of the mathematics, and 
the only obstacle was the difficulty attending their discovery. 
No living organism enjoyed an existence prolonged to an in- 
definite length, and life began in the germ and ended in die- 
solution and disintegraticn. In the human race life was 
often shortened by ignorance, and in many cases by accident. 
After discussing the germ theory, the speaker concluded by 


saying that drugs were already falling into disrepute, and 
he hoped to see the time when, through inedical science, in- 
fectious diseases would be extirpated, and men would live 
out the time that Heaven intended they should, 
+@re 
Soap SoLuBLE In Sea Water (M. Manin).—Oil or fat, 
46 parts; resin, 10 parts; fish glue, 40 parts; soda or potash, 
1 part; oxalate of potash, 1 part. The oli and resin are fa- 
ponified as usual, but with an excess of alkali, the glue pre- 
viously rendered gelatinous by solution in oxalute of potash, 
with constant stirring to 50° or 60°. 
—- Ore 
ANOTHER newspaper concern is to attempt the passage of 
the Atlantic by balloon. This timeit is the Horning Herald 
of Philadelphia. It is to be a hot air balloon, aad is now in 
process of construction. 
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Improved Hydraulic Brake. 
John F. Taylor, Charleston, 8. C.—This invention consists in means 
whereby steam, water and air may be conjointly applied to operate car 
brakes with great certainty, efficiency and economy. Two steam cy)inders 
and two water cylinders have an outlet tube, sv connected with the rams 
that the introduction of steam in one cylinuer results to the expu's'on of 
water from the other. The sieam vaives and valves of the water ou let 
tube are connected by intermediate mechan'sm and operated by one 
and the same lever. The p'ston rod of the hydraulic ergine ts connected 
with brake bars. Provision is made for readily applying the brakes, in case 
of rupture or breakage of the connecting pipes. 

improved Apparatus for Cleansing Dyed Wool, etc. 

James E. Ackroyd, Chester, Pa.—Thi;s invention consists of a trough 
attached toa tank for holding the wo! and the scouring and cleansing 
mixtare, having one side curved from bottom to top, and provided on the 
inside with fixed blocks or wire netting. Above there is a curved track, on 
which a carriage having blades projecting down ‘o the curved bottoms ts 
arranged to run forward and backward to force the wag! up the sides of the 
tank and over the blocks. The latter are inclined on the sides against 
which the wool is forced, and the arms of the truck are hinged so as to 
swing up and pass over any portion of the wool that may be under the 
points in going back, so as not to tear and iajure the fiber. . 

Improved Mep Holder. 

Elon M. Naramore, Underhill, Vt.—Tbis inveation consists of a lateral 
head piece, attached to a mop stick, between which and a wire clamp the 
mob t« tightly held. The wire clamp is provided with colled springs, which 
swing sidewise on pivots of the head piece, with upward extending parts 
nooked to the sides of the handle. 

Improved Wheel tor Vehicles. 
Michael B. White, McLean County, Ill.—The spoke is prov'ded witha 


round, shouldered tenon, which enters a hole tn the felly. The thimble 
fitting on said tenon is reduced and screw-threaded ‘or one half its length, 
and on such reduced portion a nut is screwed, and also a jamput. ihe 


thimble is appl'ed to the spoke tenon with I's larger end abutting against 
the shoulder thereof, and has ribs which taxe int» no ches on the spoke, 
forthe purpose of preventing the thimble from taruiig. When the tyre 
requires to be tightened, or the felly adjusted, a wrench is applied to the 
larger nut, and it is turned or screwed back toward the feliy until the dle 
tance between the spoke shoulder and the felly has been sufficiently in 
creased to produce the desired effect. 
Improved Pitman Red, 

Samuel N. Wate, Jr., Danvilic, Pa., assigaur to himself and Peter J. 
Adams, of same place.—This inveation cons!.-ts in improving the pliman rod 
connection for which le.ters patent were granted (o the sam» inveator, Nov, 
19, 1872. Tne forward end of a screw, to which is attached a milled nut, 
reste against a biock which {is inserted in the inner end of the inner brass. 
The body of the screw passes through a washer, aod its other end is inserted 
inthe rod. This end of the screw Is fist, to prevent the screw from tuirtig 
when the nut is screwed down against the rod. Bolts, which pass through 
slotted holes fn the straps, fit tight In the rod and brass, and are moved with 
the latter as they are pushed outward; but the hole through the long «trap 
for one bolt, and the hole for the other in the short strap, are so arranged 
that, when the screw and nut pash out the rod. block, and brass, the straps 
are drawn in just as much as the screw and nut push the rod and blocks 
apart, so that all the wear and lost Motion ts taken up without changiog the 
length of the rod. The two cross bars doscribed in the former patent are 
taken out, and the two bolts mcotiuned substituted, 


Improved Jig Saw. 

Marvin E. Weller, Fort Plaia, N. ¥.—Ia the front of the frame is a vertical 
dovetail groove. in which a corresponding tongue on the adjusting plate 
fits to control sald plate in adjastiog it up and down andtoholdit, For 
the latter purpose, an eccen’ric cam Is arranged, provided with « weighted 
arm, which, when it falls, causes the eccentric to bear tne tongue agalost 
the walls of the groove with sufficient force to bind it fast. There ts suit- 
able mechantsm in order to lift the weighted lever and unfasten the plate 
by the hand ased for adjusting said plate, and at or just befure the time of 
aajostingit, Thus only one hand is employed for these two purposes, and 
the other is free to do other things necessary to be done at the same time, 
The upper cross iiead carries a couple of griping Jaws pivoted near their 
lower ends, and curved, outward and then bac<ward, neir'y together at 
their upper ends to provide rsom for a ball between ‘hem,to which a spring 
is connected. The upper end of the saw, naviag a slight head ups:t on !t, 
is placed betweea the sald Jaws at the lower ends, and the spring '# hitched 
to the ball, 80 as to pull it upward between the upper ends of the jaws, 
which forces the lower ends to gripe the saw and hold 't wit: g eit foree. 
The lower cross head has two slidlug jaws -etween two laclinco p'ater,and 
a double spring connected with said jisws, and extending down to an eccen 
triclever. The saw, aleo having a snail hrad upset on the lower end, ts 
placed between the jaws at their upper ends, and they gre forcen ap by the 
two levers between the inclined plates, and thereby forced harJ againet the 
siw. These modes of fastening the saw are very simple, and allow of 
changing the saws with buc very little labor and loss of time. 


Improved Life Preserver. 

George and Charles Palmer, Morris Rao, Pa.—This invention cons'sts in 
making a cape weatherproof, water repellent and inflatable, #0 that, while 
it afords the usual protection for sailors and seafaring people, it ts also a 
life preserver. 

Improved Bee Hive. 

John H. Shook, Normal, Ill.—The feature of nevelty in this hive is the ar- 
rangement of the honey frames on the comb frames proper, #0 that both 
may be supported by the same hinges, and removed from the hive togethcr 

Improved Car Brake. 

James B. Pelton, Mt. Pleasant, Md.—This invention relates to that clase 
of brakes which are operated by steam from the lucomotive. It consists in 
the mode of providing the cord with a take-up mechanism by means of a 
tube and pulley frame, jinted so as to fold up when the tricks come close 
together, and to unfold as they separate, thereby maiatalning a constant 
tautness in the cord which connects the power with the brake mechaniem, 
and preventing the brakes from being applied uaintentionally. 


Arms of the Law. 
It is doubtful whether any similar weapon of offense, unless it be the sand 
clab or slung shot, is more I'able to cause severe injury or even death by a 
single well directed and heavy blow than the ordinary policeman's 
“locust.” For the preservation of order and peace, it is manifestly neces- 
sary to provide men with suitable weapons, A recent invention of Messrs. 
Simon Beery, of Ohio, and J. W. McDonald, of Texas, for which a patent 
has lately been granted, is an elastic baton, of gutia percha, india rubber or 
similar fiexible material, which appears to be an improvement ovcr the 





heavy wooden “ billy.” 
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Improved Wheel Cultivator. 

James F. Matchet and Perry W. Smith, Paris, Mo.—The axles at the inner 
ends of the hubs of the wheels are bent forward at right angles,and after 
projecting @ short distance are bent upward at right angles. The bow is 
made double, and the parts of its ends are horizontal, parallel with each 
other, and at such a distance apart as to receive the coupling between 
them. The endsof the double bow have holes formed through them to re- 
ceive and work upon the upright parts of the axles. The middle parts of 
the bow are at such a distance apart as to receive the tongue between them 
and allow the sald tongue an¢ bow te work freely upon each other and up- 
on the bolt that pivots them to each other. The intermediate parts of the 
double bow are close together, aud are rigidly connected. To the rear end 
of the tougue is pivoted a cross bar, the ends of which are pivoted to arms 
the lower and forward ends of which are rigidly attached to the upper 
ends of the upright parts of the axle. The invention consists in the parts 
above mentioned all pivoted together and moving freely upon each other, 
in combination with the beut sectional axles. 


Impreved Manufacture of Iron and Steel. 

Edgar Peckham, Antwerp, N. ¥.—The object of this invention is to pro- 
duce a thorough separation of the impure cinder from the metal, and in this 
manner purity the iron or steel. This method consists in drawing off and 
removing from the fire or furnace the impure cinder arising from the ore or 
pig iron as fast, or nearly as fast, as it is made, and supplying its place (by 
the use of a flux) witha pure cinder. If the impure cinder arising from 
the ore or pig tron should be thick, and not liquid enough to separate thor- 
oughly from the metal (asis otten the case with cinder arising from ores or 
pig iron containing silica), enough flux 1s added to it to make it liquid, so it 
will separateifrom thefmetal,w hen it is drawn off,and its place supplied with 
a pure cinder by adding more flux, and ‘n this manner the impurities are 
separated from the fron or steel. Lime, flint, spar, or lean hematite or 
specular ore, or any other substance that will produce a liquid cinder free 
from imparitiesis used as a flux, depending somewhat upon the charac 
ter of the ore or pig iron employed. 

Improved Tag Fastener. 

John M. Goodridge, Norfolk, Va.—The improvement consists in the man- 
ner of attaching a hook to the card or label by means of a cross bar. The 
hook is made of flat sheet metal, and its upper part is in the form of the 
letter T reversed. The cross of the Tis attached to thecard. At the end 
of the vertical part is a Jouble barb, which securely holds the hcok in place 
when it is once attached. 


Impreved Churn. 

Joseph L. Britt and Troy R. Britt, of Raleigh, N. C.—This Invention con- 
sists of a peculiar and simple arrangement of supports for the daskers and 
operating mechanisw, the said supports are mounted on the churn top, 80 
that the dasher and driving gearare all removed when the cover is taken 
off, to afford unobstructed access to the churn case. 


Improved Eige-Protecting Welt for Boots and Shoes’, 
John Green, Brooklyn, assignor to himself and Joseph Bach, New York 
city.—This invention is a welt for the protection of the shoe upper, formed 
of a long narrow strip of leather or other material rabbeted on the upper 
side to receive the upper, and bent or molded to conform to the shape or 
outline of the sole. 


Impreved Belt Clamp. 

Eleazer Ainsworth, Wilmington, Del.—Each clamp consists of a lower 
base piece and a top piece, which are connected by suitable thumb screws. 
Both pleces are grooved at their inner sides, taking hold of the belt-like 
jaws to prevent iteslipping. The top piece is rounded off at one side and 
straight at the other,so thatit may be swung open on one screw, and 
be quickly attached to the belt. The hole for the other thumb screw in 
same piece is slotted for opening and closing the same onthe belt. The 
ends of under piece are provided with recesses, and at their outer edges at 
the off-side of the belt ends with lugs. Rodsextend longitudinally in re- 
cesses and connect the clamps, haying right and left hand serew threads, 
with nuts working thereon. A ratchet is placed centrally on the rods for 
turning the same. After the clamps are applied, the rodsconnect them,as 
the lugs serve to retain the nats in fixed position. Each turn of the ratch- 
et produces then the gradual! spproach of clamps, and, consequently, the 
tightening of the beit for lacing, etc. 


Improved Refrigerator. 

William M. Baker, Fortville, Ind.—This invention relates to certain im- 
provements upon the refrigerators patented by the same inventor Decem- 
ber 2), 1872, and May 6, 1873: and consists mainly in providing, by a compact 
arrang’*ment of the ice chamber, in combination with the cold water and 
air chambers, a larger space for the provision chambers, and a plet 


° ge . 
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Improved Bolt and Rod Cutter. 
Lewis H. Smith, Stryker, O.—This invention consists of a main cutter or 


lever or bar, to which is attached an tric lever, which bears on the 
revolving wheel of a sliding cutter acting on the bolts orrods. The open- 
ing of the cutters is produced by the action of the eccentric lever ona 
curved lever having iis fulcrum on the main cutter piece, and acting also 
on the sliding cutter. 

Improved Car Coupling. 

Oscar Taylor, Grand Rapids, Wis —The bumper head is made in two parts, 
upper and lower, divided horizontally and in the direction of their length. 
The upper part near its inner end has a rounded projection which fits and 
is pivoted in a corresponding recess in the lower part. At the forward 
end of both parts are shoulders. Between these enters the ceupling bar, 
the end of which has corresponding projections which engage with said 
shoulders. To the inclined inner surface of the lower part is attached a 
spring which is held down against said inclined surface by projections of 
the upper part, an | which, when said upper part is raised in uncoupling the 
cars, raises the shoulder of the coupling bar. The upper part Is raiged to 
uncorple the cars by a cord attached to its forward end, and which leads 
up to the platform or top of the car, or to both places. 


Improved Scaffold Pole Clamp. 

Henry Haering and Herman Alles, New York city.—For fastening the 
horizontal poles to the vertical poles of scaffolds, it is proposed to havea 
snort lever pivoted at the middle in a yoke next to its bottom end, so that 
the lower end, which is curved to fit the side of a round pole, will emorace 
a horizonta) pole and press it tight against the side of the vertical pole. 
The yoke em>races the vertica! pole and is powerfully drawn agains’ it by 
an eccentric lever pivoted in the ba's at the open end on the idc of the 
vertical pole opposite the lever. By this means the upper end of the 
lever is forced against the vertical pole above the yoke, so that points 
upon said extremity, as well as upon the ixce of the eccentric lever, will 
be driven into the pole and prevent the clamp from slipping down. fue 
eccentric lever is fastened wich a binding chain pressed around the poic 
and attached toit. The lever, which clamps the horizontal pole, is detacb. 
ably connected to the yoke, so that the yoke and the eccentric lever may be 
used without the clamping lev.: for a splice clamp for clamping two poles 
together lengthwise, accord. .~ toa method heretofore patented by same 
inventors, 





Impro ed P:ane Action. 

Frederick L. Trayser, Maysville, Ky.—This invention consists of a com- 
bined repeating and back check attachment to the French grand action, by 
which it is designed to render said action equal to the most perfect repeat- 
ingaction, The attachment consists of a notched arm on the hammer rod 
and an adjustable beaded screw on the jack, so contrived that, as the ham- 
mer drops from the string, it is caught by the head of the screw in the notch 
of the arm and held in check about a quarter of an inch from the string, to 
allow it to vibrate. The rebound is prevented by the heel of the arm below 
the notch bearing against the head of the rod. The arrangement of the 
jack, hammer butt, notched arm, and adjusting rod is such that, after the 
hammer is caught this way, the key being allowed to rise slowly, the jack 
will again fall into its notch as soon as the key has risen an eighth of an 
inch, so that a repetition can be made at any rise of the key above that 
amount. 

Improved Children’s Carriage. 

John G. Kamphaus, Pittsburgh, Pa.—This invention relates to the con 
struction of carriages for children ; and consists in the mode of connecting 
the axle with the bolster, by means of which concussion and jolting are 
avoided. 








Inventions Patented in England by Americans, 


[Compiled from the Commissioners of Patents’ Journal.) 
From October 14 to October 27, 1873, inclusive. 


BEssEMER CoNVERTER.—J. E. Sherman (of Bucksport, Me.), Norbiton,Eng. 
Boor Tacks.—L. R. Blake, ?rooklyn, N. Y. 

Drivine Boot Tacks.—L. R. Blake, Brooklyn, N. Y. 

Friction Bgarine.—T. A. Weston, Ridgewood, N. J. 

Inon Manvuracture.—J. E. Sherman (of Bucksport, Me.), Norbiton, Eng. 
Lirt anD Force Pump.—W. D. Baxter, New York city. 

Lock WasHER.—K. H. Loomis (of New York city), London, England. 
Loom.—G. Merrill, New York c‘ty. 

PassENGER KEGISTER.—J. T. Parlour (of Brooklyn, N.Y.), London, Eng. 
RatsinG MacutInery.—T. A. Weston, Ridgewood, N. J. 

Rotary Enerne.—J. B. Bennett, Brooklyn, N.Y. 











and uniform ventilation of, the same. 


Improved Copy Holder, 

Walter R. Carter, Brooklyn, N. ¥Y.—This invention consists of a couple of 
long thin bars, supported horizontally side by side in astand of any suitable 
kind and material for holding written or printed papers to be copied be- 
tween them, to expose the line diréetly above the edge of one of the bars 
which serves as a guide to the copyist, the paper being drawn up, a8 each 
line is copied, to expose the next. 


Improved Refrigerator and Cooler. 

Canada D. Hicks, Bowling Green, Ohio.—This invention consists in an 
outer box provided with doors in front. and at each endof its top, and is 
lined with galvanized iron. In the middle part of the case is placed a box 
alse made of galvanized iron, and which is so supported as to leave a space 
between it and the lining uponits top, bettom, back, and sides. The inner 
box is designed to receive things to be cooled or preserved. In the spaces 
at the ends of the outer box are placed vessels to receive liquids to be 
cooled, and which are made of suc’ a shape and size as to leave epaces be- 
tween them and the lining andthe box forice. Pipes Jead into the vessels 
through the bottom of the case, and are designed to extend to the casks or 
other receptacies in which the beer or other liquid is kept, so that the seid 
liquid may be forced into the said vessels by torce pumps. 


Improved Picket Fence. 

Bobert H. McGinty, Moulton, Texas.—This fence is composed of two 
kinds of posts. Those forming the greater number rest upon the ground. 
The others are arranged at intervals, and are longer than the posts first 
mentioned. The distmguishing features of the tence are the zigzag base 
aad straight top. The posts (both long and short) are arranged in panels 
which brace alternately in each direction, but the tops of some of the posts 
are brougbt to a line of wire. The wires are bound together between the 
posts by links waicb are so applied that the wires are drawn tightly against 
the sides of the posts, thus binding all of them together, and rendering the 
fence strong and substantial. A fence is thus made of short timber of the 
most durable kind, one well calculated to resist the currents of water as 
wellas wind. 


Improved Cosmetic Bottle. 

Mary H. Huntington, Watertown, N. Y.—This invention consists of a cup 
on the top of the bottle or on the stopper. so arranged that some of the con- 
tents of the bottle will flow into it when the bottle is laid on one side, and 
be beld corventently to be taken up by a sponge, brush, or other article for 
use, and the remat!nder will flow back into the botile again when it is placed 
upright. The object is to avoid the use of a separate cup and the waste 
attending it, as in the present mode of using cosmetics. 


Improved Reel fer Harvesters. 

Jobn Werner, Jr., Prairie Da Sac, Wis.—The journals of the reel revolve 
in bearings, which slide upon bars in which several holes are formed to re- 
ceive pins or bolts, so that the bearings may be moved to adjust the reel 
forward and back. To the bars sleo are pivoted the upper ends of connect- 
ing rods, the lower ends of which are pivoted to the outer arms of bent 
levers, which are pivoted at their angles, and in a reversed position, with 
respect to each other, toa bar of theframe, To the inner arms of the bent 
levers are plvoted the ends of another connecting rod. By this arrange 
ment the two bars wil] be made to move exactly together, so that the reel 
will slways be raised and lowered squarely. The ree] may also te raised 
and lowered by operating & eultadie lever aud held securely in any position 
fate which it may be adjusted, 








Value of Patents, 


AND HOW TO OBTAIN THEM. 
Practical Hints to Inventors, 


ROBABLY noinvestment of a small sum of money brings 4 
greater return than the expense incurred in obtaining a patent 
even when the invention is but a small one. Larger inventions 
are found to pay correspondingly well. The names of Blanchard, 
Morse, Bigelow, Colt, Ericsson, Howe, McCormick, Hoe, and 
others, who have amassed immense fortunes from their inven- 
tious,are well known. And there are thousands of others who 
have realized large sums from their patents. 


More than Firty Tuovsanp inventors have availed themselves 

of the services of Munn & Co. during the TWENTY-SIX years 

they have acted as solicitors and Publishers of the ScrzNTIFIC AMERICAN 

They stand at the head in this class of business; and their large corps 

of assistants, mostly selected from the ranks of the Patent Office: men ca 

pable of rendering the best service to the inventor, {rcm the experience 

practically obtained while examiners in the Patent Office: enables Munn & 

Co. to do everything appertaining to patents BETTER dnd cHeaPER than 
any other reliable agency. 





HOW TO 4 This is the closing inquiry in 
_ —~" nearly every letter,describing 
OB T A I N ‘9 lent: some invention which comes 
to this office. A positive an- 
Swer can only be had by presenting a complete application for patent to 
the Commissioner of Patents. Ap application consists of a Model, Draw 
ing, Petition, Oath, and full Specification. Various ¢ ficial rules and for- 
malities mast slso be observed. The efforts of the inventor to do all this 
business bimself are generally without success. After great perplexity and 
delay, he is usually glad to seek the aid of persons experienced in patent 
business, and have all the work done over again. The best plan is to solicit 
proper advice at the beginning. Ifthe parties consulted are honorable men, 
the inventor may safely confide his ideas to them, they will advise Whether 
the improvement is probably patentable, and will give him all the directions 
needful to protect his rights. 
How Can I Sest Secure my Invention ? 

This is an inquiry which one inventor naturally asks another, who has had 
some experience in obtaining patents. His answer generally is as follows- 
and correct : 

Construct a neat model, pot over a foot in any dimension—smaller if poa- 
sible—and send by express, prepaid, addressed to MUNN & Co. 87 Park Row 
New York, together with a description of its operation and merits. On re- 
ceipt tnereof, they will examine the invention carefully, and advise youas 
vo Wt patentability, free of charge, Qr,.!f you, have not time, or the wcans 
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at hand, to construct a model, make as good a pen and ink sketch of the 
improvement as possible and send by mail. An answer as to the prospect 
of a patent will be recetved, usually, by retarn of mail. It is «sometimes 
best to nave a search made at the Patent Office. Such a measure often saves 
tbe cost of an application for a patent. 

Preliminary Examination. 

In order to have such search, make ouc a written description of the tnven- 
tion, in your own words, and a pencil, or pen and ink, sketch. Send these- 
with the fee of $5, by mail, address 2d to MuNN & Co., 37 Park Row, and in 
due time you will receive an acknowledgment thereof, followed by a writ. 
ten report tn regard to the patentability of your improvement. This special 
search is made with great care, among the models and patents at Washing- 
ton, to aseertain whether the improvement presented 1s patentable. 

. Rejected Cases. 

Rejected cases, or defective papers, remodeled for parties who have made 
applications for themselves, or through other agents. Terms moderate 
Address Monn & Co., stating particulars. 


To Make an Application for a Patent. 

The applicant for a patent should furntsh a model of his invention {f sus- 
ceptible of one, although sometimes ‘t may be d‘spensed with; o: if the tn- 
vention be # chemical production, he must furnish samples of the ingredi- 
ents of which his composition consists. These should be securely packed, 
the inventor’s name marked Gn them, and sent by express, prepaid. Sma) 
modeis, from a distance, can often be sent cueaper by mail. The safest 
way to remit money is by a draft, or pos al order,on New York, payable to 
the order of Munn & Co. Persons who live tn remote parts of the country 
can usually purchase drafts from their merchants on their New York cor- 
respondcnts. 





Caveats. 

Persons desiring to file a caveat can have the papers prepared in the short 
est time, by sending & sketch and description of the invention. The Govern- 
ment fee for a caveat is $10. A pamphlet ot advice regarding applications 
for patents and caveats is furnished gratis, on application by mail. Addresg 
Munn & Co., 37 Park Row, New York. 


Reissues, 

A reissue Is grapted to the original patentee, his heirs, or the assignees of 
the entire interest, when, by reason of an insufficient or defective specifica. 
tion, the original patent is invalid, provided the error has arisen from inad.- 
vertence, accident, or mistake, without any fraudulent or deceptive iaten- 
tion. 

A patentee may, at his option, have in his reissuea separate patent for 
each distinct part of the invention comprehended fn his original application 
by paying the required fee in each case,and complying with the other re- 
quirements of the law, asin original applications. Address Munn & Co. 
87 Park Row, tor fuli particulars. : 

Design Patents. 

Foreign designers and manufacturers, who send goods to this country 
may secure patents here upon their new patterns, and thus prevent others 
from fabricating or selling the same goods in this mar‘et. 

A patent for a design may be granted to any person, whether citizen or 
alien, for any new and original design for a manufacture, bust, statue, alto 
relievo, or bas relief; any new and original design for the printing of wool- 
en, silk, cotton, or other fabrics; any new and original impression, orna- 
ment, pattern, print, or picture, to be printed, painted, east, or otherwise 
placed on or worked into any article of manufacture. 

Design patente are equally as important to citizens as to foreigners. For 
full particulars send for pamphlet to Munn & Co., 37 Park Row, New York. 
Foreign Patents, 

The population of Great Britain is 31,000,000; of France, 37,000,000: Bel- 
gium, 5,000,000; Austria, 36,000,000: Prussia, 40,001,000; and Russia, 70,000,000. 
Patents may be secured by American citizens in all of these countries. 
Now is the time, while business is dull at home, to take advantage cf these 
immense foreign fields. Mechanical improvements of all kinds are always 
in demand in Europe. There will never be a beiic: time than the present 
to take patents abroad. We have reliable business connections with the 
principal capitals of Europe. A large share of all the patents secured ip 
foreign countries by Americans are obtained through our Agency. Address 
Munn & Co., 37 Park Row, New York. Circulars with fuil information on 
foreign patents, furnished free. 

Value of Extended Patents. 

Did patentees realize the fact that their inventions are likely to be more 
productive of profit during the seven years of extension than the first full 
term for which their patents were granted, we think more would avail them. 
selves of the extension privilege. Patents granted prior to 1861 may be ex- 
tended for seven years, for the benefit of the inventor, or of his heirs in case 
of the decease of the former, by due application to the Patent Office, ninety 
days before the termination of the patent. The extended time inures to 
the benefit of the inventor, the assignees under the first term having no 
rights under the extension, except by special agreement. The Government 
fee for an extension is $100, and it is necessary that good professional service 
be obtained to conduct the business before the Patent Office. Full informa- 
tion as to extensions may be had by addressing Munn & Co., 87 Park Row. 

Trademarks, 

Any person or firm domiciled in the United States, or any firm or corpora- 
tion residing in any foreign country where similar privileges are extended 
to citizens of the United States, may register their designs and obtain pro- 
tection. This is very important to manufacturers in this country, and equal- 
ly so to foreigners. For full particulars address Munn & Co., 87 Park Row, 
New York. 

Canadian Patents. 

On the first of September, 1872, the new patent law of Canada went into 
force, and patents are now granted to citizens of the United States on the 
same favorable terms as to citizens of the Dominion. 

In order to apply for a patent in Canada, the applicant must furnish a 
model, specification and duplicate drawings, substantially the same as in 
applying for an American patent. 

The patent may be taken out either for five years (government fee $20) or 
for ten years (government fee $40) or for fifteen years (government fee $60). 
The five and ten year patents may b2 extended to the term of fifteen years. 
The formalities for extension are simple and not expensive. 

American inventions, even i: already patented in this country, can be 
patented In Canada provided the American patent is not more than one year 
old. 

All persons who desire to take out patents in Canada are requested to 
communicate with Munw & Co., 3? Park Row, N. Y., who will give prompt 
attention to the business and furnish full instruction. 

Copies of Patents, 

Persons desiring any patent issued from 1836 to November 26, 1867, can be 
supplied with official copies at a reasonable cost, the price depencing upon 
the extent of drawings and length ot specification. 

Any patent issued since November 27, 1%€7, at which time the Patent Office 
commenced printing the drawings and specifications, may be had by remit- 
ting to this office $1. 

A copy of the claims of any patent issued since 1886 will be furnished 
for $1. 

When ordering copies, please to remit for the same as above, and state 
name of patentee, title of invention, and date of patent. Address MuNN 
& Co., Patent Soliciters, 37 Park Row. New York city. 

Munn & Co. will be happy to see inventors in person, at their office, or to 
advise them by letter. {n all cases, they may expect an honest op-nion. For 
such consultations, opinions,and advite, no charge is made. Write plainly 
do not use pencil, Lor pale ink ; be brief. 

All business committed to our care, and all consultatious are kept secre 
and strictly confidential. 

In all matters pertaining to patents, such as conducting interferences 
procuring extensions, drawing assignments, examinations into the validity 
of patents, etc., special care and attention is given. For information, and 
for pamphlets of instruction and advice 

Adarese 


MUNN & ©O., 
PUBLISHERS SCIENTIFIC AMERICAN, 
87 Park Row, New York, 
OFFICE IN WASHINGTON~Coruer of F and 7th streets, opposite 
Patent Office, 
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fhe Charge for insertion under this head 8 $1 a Line. 





Protect your Buildings with Patent Liquid 
Slate Roof Paint. Fire Proof and Elastic and very Cheap. 
Send for Circular of Prices and Certificates. New York 
City Oil Co., 116 Maiden Lane, New York, Sole Agents. 

Wanted—Second handed photographic out- 
fit in exchange for building lot. Address Box 227, Eliza- 
beth, N.J. 

The cheapest and incomparably best Steam 

Pipe Covering. Am. Noaconductor Co., vidence, R.1. 

Bac n’s Hoisting Engines for Mines, Con- 
tractors, Blast Furnaces, &c., adapted to every possible 
duty. Earle C. Bacon, Gen. Ag’t, 36 Cortland St., N. Y. 

Waxcted—A purchaser for the best Self- 
Reking Attachment for Reaper in the country. G. W. 
Bigelow, Springfeld, Ohio. 

Engineering and Scientific BookS. Cata- 
logues mailed free. E.& F.N Spon, 446 Broome 8t., N.Y. 

Wanted—To manufacture, under contract, 
heavy Machinery, Steam Engines, Ore Crashers, &c., &c. 
Advress Herrman & Hercheirode M’f’g Co., Dayton,Ohio. 

Stationary and Portable Steam Engines and 
Boilers. Send for Circular. Clute Brothers & Co., Sche- 
nectady, N. Y. 

For Bolt Forging Machiues, and Holding 
Vises to upset by hand. J.R. Abbe, Manchester, N.H. 

Small Tools and Gear Wheels for Models. 
List free. Goodaow & Wightman,23 Cornhill, Boston,Ms. 

Wanted—Set of Patterns for a Model Loco- 
motive Engine ; also, set fora Stationary Engine. Small 
size. Goodnow & Wightman, 23 Cornhill, Bostou, Mass. 

Bress Gear Whee s, for models, &c , made to 
order, by D. Gilbert & son, 212 Chester St., Pbila., Pa. 

Notice of Removal—The American Photo 
Relief Printing Co. (Woodbury Process) have removed 
to No. 624) North 24th Street, Philadelphia, to which No. 
please address all orders, &c. I. Carbutt, Manager. 

Superior to all others—Limet & Co.’s French 
Files. They are cheaper than Kuglish files. hey are 
heavier, better finished, and better tempered. Send for 
orice-list. Homer Foot & Co., Sole Agents, 0 Platt 
Street, New York. 

Metal Patterns, Models, and Dies for cutting 
metal of any kind, made to order. Hendey Brothers, 
Wo.cotville, Conn. 

Millstone Dressing Diamond Machines— 
Simple, effective, economical and durable, giving uni 
versal satisfaction. J. Dickinson, 64 Nassau St. , N.Y. 

For Sale—Second hand Planer, nearly new. 
Planes 4 ft.x2 ft.x19 inches. Enquire at D. Frisbie & Co., 
New Haven, Conn. 

Telegraph & Electrical Inst’s—Cheap inst’s 
for learners—Models and light Mach’y. G. W. Stoca&ly, 
Sec., Cleveland, Ohio. 

Brown’s Coalyard Quarry & Contractors’ Ap- 
puratus for hoisting and conveying Materia! by iron ca Dit . 
W.D. Andrews & Bro. 414 Wuterst.N. Y. 

Nobody will buy the metal Truss with its 
pitiless lron Finger. The New Elastic Truss, 683 Broad- 
way, New York, holds the rupture easy till cured. Pres- 
gure all around the body: 

English Roof Paint, all mixed in oil ready 
for use, 50c. a gallon, 116 Maiden Lane, New York. 

Patent Petroleum Linseed Oil works in all 
paints as Boiled Linseed Oil. Price only S0cts. a gallon, 
116 Maiden Lane, New York. 

Buy Gear’s Improved Balanced Jig Saw, 
Boston, Mass. 

Patent Chemical Metallic Paint—All shades 
ground in oil,and all mixed ready for use. Put upin 
cans, barrels, and half barrels. Price, 50c., $1,and $1.50 
per gal. Send for card of colors. New York City Oil 
Company, Sole Agents, 116 Maiden Lane, New York. 

Belting—Best Philadelphia Oak Tanned. 
G. W. Arny, 301 and 308 Cherry Street, Phiiadelphia, Pa. 

Mercurial Steam Blast & Hydraulic Gauges 
of all pressures,very accurate. T.Shaw,913 Ridge av.,Phil. 

For patent Electric Watch-clocks, address 
Jerome Redding & Co. 30 Hanover Street, Boston,Mass. 

Mining, Wrecking, Pumping, Drainage, or 
trrigating Machinery, for sale or rent. see advertisement, 
Andrew’s Patent, inside page. 

Buy Steam Engines and Boilers of Gear, 
Boston, Mass. 

Lathes, Planers, Drills, Milling and Index 
Machines. Geo. 8. Lincoln & Co., Hartford, Conn. 

For Solid Emery Wheels and Machinery, 
send to the Union Stone Co., Boston, Mass., for circular. 

All Fruit-can Tools,Ferracute,Bridgeton,N.J 

For best Presses, Dies and Fruit Can Tools 
Bliss & Williams, cor. of Plymouth & Jay,Brooklyn,N.Y. 

Five different sizes of Gatling Guns are now 
manufactured at Colt’s Armory, Hartford, Conn. The 

arger sizes have a rage of over two miles, These arms 
are indispensable tn modern warfare. 

Tool Chests, with best tools only. Send for 
circular. J.T. Pratt & Co.,53 Fulton St., New York. 

Hydraulic Presses and Jacks, new and sec 
ond hand. E. Lyon, 470 Grand Street, New York. 

For Solid Wrought-iron Keams, etc., see ad 
vertisement. Address Union Lron Mills, Pittsburgh, Pa., 

or lithograph, etc. 

Damper Kegulators and Gage Cocks—For 

the best. address Murrill & Keizer, Baltimore, Md. 

Steam Fire Engines,R.J.Gould,N ewark,N.J. 


Peck’s Patent Drop Press. For circulars, 
address Milo, Peck & Co., New Haven, Cour. 

Root’s Wrought Iron Sectional Safety Boiler. 
1,000 in use. Address Koot Steam Eagine Co. 34 Avenue 
and 28th Street, New York. 

At American Institute and Chi Exposi- 
tion—Boult’s Unrivaled Paneling, Variety Molding snd 
Dovetailing Machine. Manufaciured by Battle Creek 
Machinery Company, Batule Creek, Mich. 

Drawings,Models,Machines—All kinds made 
to order. Towle & Unger Mf’g Co., 40 Cortlandt St., N.Y. 

2to 8 H.P.Eagines,Twiss Bros.N.Haven,Ct. 

Workmaa’s Hand Book—Indispensable to 
all eagaged in Manufacturing pursuits. for Cabinet 
Makers, Upholsterers, Undertakers, Picture Frame 


Makes, Fini hers, 4c., it contains ‘mportant informa- 
tion, and new receipts of great value. Price $1 50. Mailed 
to any address by U. Abel, Cheboygan, Mich. 
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J. W.C. asks: If a cone is 2 feet in diam- 
eter at the base, and 80 feet high, anda line is fastened 
at the top and then wound aron ad the cone at every two 





Seientific American, 


M. W.asks: If two stakes of equal hight 
stand 80feet apart in a horizontal plane, what will be 
the dip or sag of a chain or cord connecting their tops, 
the cord being 100feet long? What is the nature of the 
curve? Is it elliptic or parabolic? 


R. R. asks: How can I restore the color of 
leather andcloth backs of books? They have suffered 
from the sun and from dust. 


W.C. A. asks: How is the silvering pre- 
pared and applied in making glass reflectors ’ 


O. says: Astronomers tell us that the plan- 
et Neptune {3 40,000 or 50,00 miles in diameter, and c»n- 
not be seen with the naked eye. Would it be reasona- 
ble to suppose thatall the stars that we do see (outside 
the orbit of Neptune) are over that magnitude ? 


T, F. de S.says: A friend says that if one 
takes a gun, and sh ots straight up (av wind blowing), 
that the ball will not come down at the point whence it 
was discharged from the gun. but that the motion of the 
earth will move the gun from the ball. He says that one 
would have to hold the gun at an angle to correspond 
with the motion of the earth to let the ball come down 
at the spot whence it started. Is this so? 











Answer: The rough stones are first cut to a plane sur- 


face by means ofa slitting mill. This consists of a thin 
circular piece of tron like a circular saw, without teeth, 
however, che periphery of which is covered with dia- 
mond dust. It is made to revolve rapidly, and the stone 
applied to its edge. The stone is then taken to the 
roughing mill where the surface is prepared for polish- 
ing. The rough'ng mill consists of a revolving leaden 
disk covered with emery. Thie gives a smooth surface 
to the stone, which is .astly p>iisaea at wie rolishing 
mill. The polisting mill is « revolvin ; leaden disk kept 
covered with rottenstone and water. 


E.R. G. asks: Can you give m Cirections 
for getting the bevels fora miter box »2 w tne lower 
end of arake orrafter molding? Answ : / swe upD- 
derstand your question, you wish to findt, ¢«tele,AC 
and B D, oftheendsofarafter,ABC ,se a.cnypitch. 
Draw a triangle, A B E, making A & represent ‘ne incli- 
nation ofarafter. Construct a miter box in the usual 
manner. Draw asquare line, K L, across tne top of the 
box. On the side, BE, of the triangle, lay off a distance, 
BF, equal to K L, the extreme width of tne box. Draw 
GF, perpendicular to B E,and note the point,G,in which 
it cuts the side, AB, of the triangle. From the point, L, 
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in the miter box, lay off on the outeredge a distance, LM, 
equaltoGF. From the pwint, K,on the othe: outer 
edge,draw a line connecting K and M. This gives (he bevel 
for A C, the .ower end of the rafter. To find the bevel 
for, B D, draw another square line, N O, across the miter 
box, and lay off, on the side A E of the triangle,a dis- 
tance, Al,equal to KL or NO, the width of the miter box. 
From I draw I H perpendicular to A E; and from O, lay 
off a distance, O P, equal tol H. Then NP represents 
the bevel at which the upper end of the rafter is to be 
cut. These constructions are based on the principle that 
the angles of the miter box are the complements of the 
angles BAE and ABE. 


8. Y. O. asks: 1. Is ita fact that the ani- 
mal body, especially that of man, is heavier when 
asleep than when awake? In other words, is there a 
power tocounteract gravitation in the living human 
body? 2. Isitan established fact that tables are moved 
by the mere act of the will by so-called mediums? An- 
swers: 1. Wethink not. 2. No. 


E. H. F. says: If I take a piece of plate 
looking glass and cut a fine line through the amalgam 
coating on the back,and then set this glass firmly onand 
perpendicular to the surface of a plane table, so that the 
line on the glass will be truly perpendicular to the table, 
and (turning the face of theg!ass northward, at the time 
of the transit of Alloth,and standing in front of the glass) 
adjust the table and glass so that the line on the glass 
shall bisect both the north star and Alioth, wili a line 
drawn truly perpendicular to the plane of the glass, 
across the plane table, be a true meridian line, making 
allowance of 17 minutes after the transit to bisect the 
north star by the line? Or, in other words, would the 
star, the eye, and the line on the glass be all in the same 
vertical plane at such time? Could the star, as seen in 
the glass, be bisected by the line on the glass without 
bringing the eye intoa plane perpendicular to that of 
the glass? If not, then by reversing the giass, with the 
table thus fixed with reference to the north star, could 
a shadow of the sun be bisected by the line on the glass, 
as seen by the eye, at any other time than when the sun 
is on the meridian of the plane? The reflection of the 
eye,as well as the star, in tne glass, must be bisected by 
the line on the glaes,at the time of thetransit. Answer: 
To ensure, with the arrangement you propose, the lise 
drawn on the plane table being in the same vertical 
plane with the line of sight, it would be necessary to 
nave two pieces of glass, and sight through both to the 
north star. We think there are better plans than this in 
ure at present. 


F. T. T. says: The feed pipe of a heater 
from tank enters the top. The pipe leading to torce 
pump is 18 inches from bottom of heater. The glass 
water gage or tube {s attached so that center of pipe is 
level with center of glass, that is,6 inches above and 6 
inches below the center of pipe. Pipe is 1% inches di- 
ameter. On starting engine after afew hours’ stoppage, 
the water always leaves the glass tube, the lower end of 
which is 4 inches below the lower edge of feed pipe. In 
the course of 15 minutes allcomes rightagain. Can you 
explain the reason? Answer; It may occur from the 
formation of a vacuum in the heater, when the engine 





feet perpendicniar hight, until it reaches the bottom, 
what is the length of the line? 


E. C. H.’s calculations as to the rotundit 
of the earth per mile are correct : but he misunderstands 
the word rotundity in this connecticn. The question 
is: If a straight line tangential to the curve leaves the 
earth’s surface at a particular point, how far will the 
earth’s surface be from a point fn the line one mile dis_ 
tant from the starting place? Answer: Eight inches. 
G. W. C. should consult Auchincloss on 
“ Link and Valve Motions.” See our advertising pages 
for booksellers’ addresses. 

P. asks: How can I preserve leaves? An- 
swer: Press them between pieces of blotting paper, 
with a heavy weight, until all the juices are dried up. 

G. W. F. asks: 1. ls apherioal gearing illus- 
trated in the Science Record tor 1873? 2. Why is the 
pipe that connects to a steam gage bent iato an S form ? 
Answers: 1. Yes. 2. So as to retain water in the pipe. 
H. F. B. asks: What is the value of the 
skivings of sole leather asa fertilizer? The flesh part 
of the skin is steamed until it becomes a pulp, and then 
isdriedand ground. Is the liquor valuable also? 2. 
Can bones be made soft so that they will crumble easily 
by steam pressure? If so, are they worth less or more, 
when ground, asa fertilizer? Answers: 1. We must ask 
some of our farmer readers to answer this question. 2. 
Ground bones are generally considered the best. 

J. E. H. sends the following solution of 
©. H. A.’s question, on page 187, of our current volume: 

Let A’ a’, = y, represent 
| any distance of the ball 
3 from the axis dc. Then, 

from the laws of central 
forces, we shall have- 
4’ a’ (=y) is proportion 
al to the centrifugal force 
ata’. Letthe curve a’¢ 


‘.da= 


represent the resultant of 
/ the centrifugal and grav- 
c/ \ itating forces at all dis- 
tances from the axis be- 
tween zero and // a’, and 

let c }/ be represented by 

\ a, and draw & 2 indefi- 
| nitely near and parallel 
| to A’ a’; and draw 1 i 
EE te” perpendicular to A/ a. 
} Then will / ¢ represent 
d @ and a’ i’ will represent dy. Now because # may vary 
uniformly, @ @ is constant; and because the differentials of 
@ and y represent the components of the two forces at any 
point,.*.dw: dy::1: y. sf 2 aha (1). In- 
tegrating (1) we get: @ = logy ... (2). As (2) isa well 
known equation and represents the Napierian system of log- 
arithms, and as the tangents to the required curve must be 
perpendicular to this curve, therefore the required curve is 
the evolute to the Napierian logarithmic curve. The equa- 
tion to this curve I have not investigated ; its tangent, how- 
ever, which is perpendicular to and limited by the result- 
1+y? \} 

y 


ant curve, is ( The question, as I understand it, 


may be definitely stated as follows: Suppose a ball to re- 
volve in a horizontal plane, at variable distances, about a 
vertical axis, ) c, making one revolution per second, and 
suppose the resultant of the force of gravity and the cen- 
trifugal force due the several distances from the axis to form 
a continuous curve from its greatest distance at d’ to the 
axis atc: Can another curve be drawn whose tangents 
shall be perpendicular to the resultant curve and which shall 
also be continuous between the greatest and least distance 
of the ball from the axis? The answer to this latter ques- 
tion must be a negative; for, as I have shown in the solu- 
tion, the resultant curve will be the Napierian logarithmic 
curve, and hence the required curve will be its evolute. 


iC 





I have determined the equation to the evolute, and find it 
tobe: w= log.(j0 +} 4/02 —8) — yo’ tie Yo?— 8 -}. 
The evolute may be constructed from this equation, and 
consists of the two branches of P and Pp as above. Answer: 
It is required to draw a curve, whose tangent shall be per- 
pendicular to the resultant of the centrifugal force and force 
of gravity at any point, or whose normal shall coincide in 
direction with this resultant. Suppose the problem to be 
solved, and that © C E is the required curve, its normah 
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BC, at any point, C, having the same direction as the re- 
sultant, C R, of the centrifugal force, C F, and the force of 
gravity,C G. Let w=weight of ball, m=mass of ball, g= 
acceleration due to gravity, o=angular velocity, r=radius 
of rotation at any point, F=centrifugal force, G@=force of 
m x 0 

r 





gravity. F= = 4m X 2? Xr, since 0=282 XT; G= 


} . wt mxg 
W =m x 9; tangent of angle F OR = Ge = po 
a nia he 
a = ST The equation of the line B D tsy = = 
+. To find O B,makew = 0,OB=0d. To find AO, 
makez=r,AO = — a + 6. Hence subnorma lof curve 


- — oe 
=0B-AO=—-; = 8 constant, and the curve is 4 para- 





is not running. 


bola. 
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8. F. asks: Why is it that street cars are. 
potrun by compreased air? Could there not be enough 
air compressed in sheet iron vessels (say in the seats 
and a hollow or double floor) to run a ema!) engine which 
would propel the car from station to st.tion? To in- 
crease the efficiency, the compressed air might be heated 
in the cylinder of the engine with a eultable lamp. 2. 
Could not gas be generated out of water by electricity, 
with a sufficient force of expansion to ran a small en- 
gine? 8. As the Nicholson pavement is apt to rot soon, 
would it not be better to lay a floor of buards, as in the 
Nicholson, then a thin lsyer of. sand, and perhaps coal 
tar or cement, and on that basis (while the cement and 
sand or tar is yet soft) put common peving stone? An- 
swers: 1. We have pablished teof ther ingof 
such cars. It is probably an expensive method. 2. Not 
economically. 8. The Nicholson pavement, as generally 
laid, does not have a good foundation. Were this at- 
tended to, and proper care used in the selection of the 
blocks, wooden pavements would be very durable. 





W. T. H. asks: How can I put quicksilver 
on glass, to make a looking glars? Answer: Plaee a sheet 
of tin fotl, the size of the glass, upon a perfectly smooth 


wrinkies in the metal with a brush, tak’ng care not to 
break the foil. Then pour over it a small portion of 
mercury, and rub it over the tin foil gently with a clean 
piece of very soft woolen stuff. Then pour on 98 muck 
mercury as it will hold, plactog a strip of cloth around 
the edges to prevent waste, and slide a perfectly thean 
and dry sheet of glass over the surface of the liquid 
metal, beginning at one end and ending at the other. 
Some experience is necessary in sliding the glass, to 
make a perfect mir-or. Afverwards the glass is placed 
under heavy weights, to remove superfluous mercury, 


O. M. says, in reply to the question of 
E. C. M., p. 250, a8 to where @ body sliding down the side 
of a hemisphere whose base is horizontal, will leave the 
side: I think it will vot leave it at all; forafter it starts, 
there will be. as it were, two forces acting on it, the 
original moving force accelerated by the force of grav- 
ity, acting in a line tangential to the sphere, and the 
force of gravity acting in a line perpendicular to the 
base. The tendency would then be to move in the diag- 
onal of these two forces, which les within the base of 
the hemisphere; hence it would never leave the side. 
Answer: When the body is at its starting point, the 
propelling force is applied tangentially, orin a horizontal 
direction. Hence the resultant motion wil! be that due 
to motion in a horizontal direction and vertically down- 
ward; and this resultant may fall without the base of 
the hemisphere. 


F. H. M. asks: Is there any metal, or com 
position of metals, or any other known substance, that 
will break the attractive power of a magnet if placed 
between it and its armature? Answer: We think not. 


C. W. C. asks: How can I plate polished 
steel with nickel? Answer: See page 206, current yol- 
ume. Probably it will be cheaper and mure satisfacto- 
ry for you tosend the articles to an establishment where 
they make a specialty of such business. 


Ff, W. W. asks: 1. Is there any known 
ehemical which, if contained in an airtight chamber, 
would make sufficient heat to boll water? 2. ls there 
any known comb:nation of chemicals which will have 
the desired effect? 8 Is there any known chemical 
which, if confined in an airtight veseel, will burn and 
make considerable vapor? Answers: 1,2. Yes. “Lime 
and water. 8. Yes. Gunpowder. 


E. W. asks: How can I make Russian shee 
fron? Answer: Russian tron, so called, is not mage in 
Russia exciusively,if indeed any that we use comes from 
that country. Very pure tron is used in the manufac- 
ture of thesesheets. The glossy appearance is produced 
by heating the sheets, moistening them with a solution 
of wood ashes, and passing them thrc agh polished steel 
rollers. 


C. V. D. says: A vessel, 6 feet in diameter 
at the bottom and 5} feet at the top,is6feet deep. How 
can L estimate the amount of outward pressure upon 
the hoops of said vesse])? What is the least amount of 
common hoop iron that will resist the pressure, the ves- 
se! being filled with water, and where should the hoops 
be placed? Answer: If the vessel is filled with water 
the pressure on ihe base is equal to the weight of a prism 
of water whose base is equal to the base of the vessel, 
and whose hight is equa! to the hight of the vessel. The 
pressure on the sides of the vessel is equal to the weight 
of a prism of water whose base is equal to the area 
of surface pressed, and whose high’ is equal to the dis- 
tance of the center of gravity of the vessel below the 
surface of the water. Kuowing the tensile strength of 
the hoops to be used, their size can readily be propor- 
tioned. 


L. 8. asks: How can I get rust, caused by 
salt water, off fine steel instruments? I cannot use 
emery, @ file, or anything of the sort. Answer: If there 
are parts that you cannot reach with any rubbing instru- 
ment, you probably cannot remuve the rust. We have an 
idea however, that you can succeed fa arrangingacloth 
or brush 80 that you Can polish every part; and in this 
case, youcan clean the instruments with of] and fine 
brick dust, afterwards applying sume polishing powder. 


D. L. 8. asks: How can I remove dee 
ecratches from a pianoforte case? Answer: This fe 
work for an expert, and we hardly advise you to at- 
temptit. The seratches, when very deep, aresometimes 
filled with a cement whtch ts colored to match the wood, 
and then the whole ts re-varnished. In ordinary cases, 
very fice sand paperie used. The wood then requires 
to be polished and varnished. 


A. T. asks: What book gives, in the most 
condensed form, the relative strength of metals and 
woods? Ialso want books on the wurkings of the dif 
ferent trades,as text books for a class in mechanics. 
Answer: We advise you to correspond with Professor 
R. H. Thurston, Professor of Mechanical Engineering in 
the Stevens Inst tute of Techaology, Huboken, N. J. 
We are sure that he will be glad to give you the desired 
information, while his experience and ability will make 
his reply of peculiar value. 


P. P. H. asks: 1, What power is required 
to drive a sewing machine? 2. To what pressure canair 
be conveniently compressed in a suitable receiver by the 
airpump? Answers: 1. From 530 to 1,000 foot pounds 
per minute, varying with diferent machines. 2. The in- 
ventor of the Giffard injector states that he has com 
pressed air, by the use of a pistoa of his own design, to 
more than 1,000 atmospberes, or ti)l {t attained a press- 
ure of about 15,000 pounds per square inch. 


W. L. C. says: We have occasion to use a 
large number of hard rubber balls for t sting castings 
by water pressure, and we flad that the balisget dry and 
hard, consequently soon crack and break. How can 
they be kept soft and pifable? Answer: Probably you 
cannot restore their former qualities. Your best plan 





will be to purchase a superior clase of rubber. 


solid marble top table, and carefully rub down all the . 
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S. H. D. says: 1. A safety plng to a steam 
boller melted out when the boller was being blown off; 
the fires were drawn and the steam gage indicated about 
35 lbs. of steam: what wa thecause? %. Of what alloy 
or metal should a safety plug be composed? 3. How 
many years has the SCIENTIFIC AMERICAN been pub- 
lished? Auswers: 1. Itis qatte probable that the iron 
was corroded around the plug,so thatit was shaken 
out by the shocs dte to the contraction of the boiler. 
. For a recipe for fus*ble meta), see p. 231, vol. 26. 3. The 
first number of the ScrgNTIFIC AMERICAN was issued 
n August, 1845. 
J.F, W. says: I wish to watch the inside of 
a «mall thin copper cylinder. CanI euta slit in it, and 
then cement a piece of glass over the aperture so that it 
will stand 200 lbs to the sqaareinch? Iam afraid of un- 
equal contraction and expansion. Could I cement it to 
any better advantage fa a cast iron cylinder? Avswer: 
The Committee of the Franklia Lastitute, who made ex- 
periments to determine the cause of boiler explosions, 
vsed a boller having an openirg covered with glass. We 
belleve the glass was broken several times, under high 
pressures. Your best plan would probably be to make 
the joint with rubber. 


BE. J, C.asks: Will kerosene oil do in place 
of petroleum for steam boilers? Answer: We think not, 


W.R. F. asks: 1. What is the best and 
cheapest way of making an exhaust air blower, to take 
the dust froma small emery grinder? 2. What is the 
cause of the clinklng poise heard tn cold steam pipes 
when steam is leton? 3. When does the Fair of the 
American Institute close? Answers; 1. It can be done 
by eaclostug a shaft with vanes, ina box, having suita- 
ble openings. It will probably be more satisfactory for 
you to purchase a blower from an established manuafac- 
turer. 2 It is caused by the impulses of the condeased 
steam acting fn a vacuum, and hy the movement of the 
pipe as it expauds. 3. Oa November 15, unless extended 
for one week by vote of the Board of Managers. 


J. F. C.asks: 1. Could not drills be used 
with a rotary movement in bering roex,as ts done in 
boriog metals ? 2. Cou d not some formof acid or solv- 
ent be used to facilitate the boring of rock? 3, What 
are t e comparative advantages of the different forms 
of exolo ives for prsctical use in blasting? 4. Io clear- 
ing fields of stone, would it save labor to use the 
more powerfal explosives instead of ordinary blast- 
ing powder? Answers: 1. They weald get dull too 
quick'y. 2. Agents that would soften the rock might 
perform the same offi ze for the drills, and In any case the 
process would probably be too expensive for general 
use. 8 Giant guopowder is probably the most econom- 
ical. 4. Yes. 

J.R., Jr. asks: 1. What is the longest dis- 
tance you baye known steam to be conveyed from the 
builer to the enyine, as fur steam pumps in shafts snd 
mises? 2. How fardo you think ic could be ¢ mveyed 
to huve an available working force, from a boiler of 125 
ib:. pressure, if well boxed and packed? We wish to 
place a pump about 2,500 feet fromthe boiler, Answer; 
We thiat y u cin carry out this plen successfully if you 
use a large pipe, protect It carefully, arrange expansion 
forts at suitab'e latervals, and put in efficient traps to 
carvy off che water. We advise you to have plans pre- 
pared by a competent ergineer before putting up the 
pipe. 

F I. C. asks: What is the nominal horse 
power of the largest steamer on Long Island Sc und, also 
what isthe ind ca‘'ed horse power? A»swer: Nomi al 
hors> power, by Exghish Admiralty rale, 58). Laaicat:d 
horse power, apvut 3,000. 


C. J. H. asks: 1, 4t what surface speed 
should [ run common emery wheels (wood covered with 
leather) to get the best resuit in grinding and polishing 
mallesble castiron? 2. Is thereauy better way to attach 
emery to leather, than with goodglue? 8. Where is the 
best (sharpest) emery obtained from? 4. Can corundum 
be obtiined in mirket, in grades likeemery? Is it supe- 
rior to emery to abrasive qualities, encugh so to pay for 
the d-flerence in cost? Answers: 1. About ¥ ofamilea 
minute, 2. We think so. 3and4. Where emery secured 
to leather is used, it stays on #0 short a time that the 
cheap grades of emery answer @s well as the better qual- 
ities. Corundum can be obtained, but its use is not re- 
commended in this case, for the reason given above. 

M. W. says: By accident I got some zinc 
mixed with type metal. How can I separate them or can 
they be made (o work together? There is only a small 
amouct of zinc in it, jost enough to give it the appear- 
ance of cold metalin the cast. Answer: The zinc can 
probably be separated by vaporizing it. Thisis,however, 
a rather difficult operatioa, and you willscarcely succeed 
unless you have had some experience in the method. 


Y. E. asks: 1. In caleulating the horse 
power of a boiler, do you court any of the breeching, or 
do you co~ot nothing but the actual fire surface of the 
bolier? 2. What is the best dreas to put on a circular 
saw when cutting pine timber? 3. How is naphtha oil 
manufactured? 4. What is benz!ne made from? 5. What 
borse power bas an engine of the following dimensions: 
Cyliuder 9 x 1éinches, working at 68 revolutions per min- 
ute, with a pressure of 70 Ibs. to the square inch? 5. Did 
the great transatlantic balloon burst from the high pres- 
sare of gas, or did Professor Doraldson cut a hole in it ? 
Atewers: 1. Take only the effective heating surface. 2. 
It is hard to give a general rule, as much depends on the 
size aud quality of the timber. 3. Itisa natural product 
similar to petroleum. 4. Ic is ordinarily prepared from 
coal tar oil. 5. The data furnished are incomplete. 
Probably the mean pressure of steam is not 70 Ibs.,and 





there are some deductions to be made fur back pressure 
aod cushion. But using these figures, we have horse 
power = 66 x 70 x 6 X 2 x 16 + 33,000 x 12 = 29-7 


nearly. 6. We expect no one but Mr. Donaldsen could 
give a correct reply to this question. 


C.D. M asks: 1. What horse power would 
a propeller engine, 8 inches in diameter x8 inrhes stroke, 
have? 2. Would you sdvise using a square water 
tube boiler to supply steam for the sbove engine? It is 
to be used ina sma)! yacht, feet keel x feet beam. 3. 
How large ought a boiler to be for this engine? An- 
sewers: 1. It depends on piston speed and steam pressure. 
2. We think you bad better ose a cylindrical boiler, of 
tre same gencral character as those now used on ocean 
stesmers. 3. A'low frow 18 to 20 square feet of heating 
surface per horse power. 


J. 8. asks: In constructing a compound mi- 
ecroscope, what are the focal distances and diameters of 
the g'asses to be used, to produce a magnifying power of 
60? What are the d'stances that the glasses should be 
placed from each other? Answer: Use for the object 
glass a plano-convex lens, 4% inch focus, with its plane 
side towards the object and its aperture one fifteenth of 
antogh. Atthe distance of about 6 inches from this 
giasg, place the eye glass, which,in itesimplest form, isa 
double convex tens. The magnifying power cao be in- 
creased somewhat by increasing the distance Dy means 


Scientific 
ofa draw tube between the eye glass and the object 
glass, but this is at the racrifice of distinctness. 


G. K. M. asks: How can I make. paint ad- 
bere to zinc? Answer: Dissolve 10z. nitrate of copper 
and 1 oz. sal ammoniac, in 64 ozs. water. Then add 1 oz. 
bydrochloric acid. Apply thismixture to the zinc; and 
when itis dry, paint it, using mineral paint, M. M. M. 
should use this recipe for painting galvanized iron. 


D. H. 8. Jr. asks: 1. In fastening pulleys 
or straight gear to vertical shafting, ought the keys to 
be driven up or down? In securing bevel gear, ought 
the keys to be driven with orcontrary tothe thrust? By 
thrust I mean the tendency of the wheel to push out 
of mesh. 2, What scale of meaazrement is used in ex- 
pressing the gage ofa saw? Answers: j. Drive the key 
80 that the thrust of the wheel tends to tighten it. 2. 
There is a great lack of uniformity on the gage question, 
in the practice of different manufacturers. In ordering 
4 Saw, it is best to write to the maker and request him 
him to send a cut of the gage he uses. 


J.O. R. asks: Will you please give a for- 
mula for finding the length of a lever for workingaroll 
valve, diameter of steam chest, travel of valve and 
throw of eccentric being known? Answer: Let the cir. 
cle described with A Bas a radius represent the steam 
chest. Knowing the travel of the valve, tbe chord BC 
can be found. Then the chord, DE, which represents the 
throw of the eccentric, beinggiven, A E,the length of 


A 
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lever can be found bya simple proportion. Example: 
Diameter of steam chest = 6 inches. Travel of valve = 5 
inches. Throw of eccentric = 11 inches. Angle B A C= 
5 X 860 + 18°8496 = 95°30/ nearly. Chord BC = 6 x 0-672 
= 4082 inches. Lever A E =8 x 11 + 4032 = 818 
inches. 


H. R., 8. H.,and H. C. say: Locomotive 
eccentrics sometimes slip rocnd upon the shaft. Bourne, 
in his “ Catechism of the Steam Engine,” gives the fol- 
lowing rule: “ Draw upon a board two straight lines at 
riglit angles to one another, and from their point of in- 
tersection as a center describe two circles, one repre- 
senting the circ!e of the eccentric, the other the crank 
shaft ; draw a straight line parallel to one of the diam- 
eters, and distant from it the amount of the lap and lead; 
the points in which this parallel intersects the circle of 
the eccentric are the positions of the forward and back- 
ing eccentrics. Through these points draw straight 
lines from the center of the circle and mark the inter- 
section of these Jines with the circle of the crank shaft, 
measure with a pair of compasses the chord of the arc 
intercepted between elther of these points, and the diam- 
eter which is at right angles with the crank, and the di- 
ameters beirg first marked on the shaft itself, then by 
transferring with the compasses the distances found in 
the diagram and marking the point, the eccentric may 
atany time ne adjusted without difficulty.” Can you 
make this a littleclearerforus? Answer: Inthe accom. 
panying diagram,let F Gand EC be the two straight 
linc 8 at right angles to 
each other, the circle 
described with A B as 
a radius be the end 
view of the shaft, the 
circle described with 
A Casa radius be the 
circle described by the 
center of the eccen- 
trics,and HI the line 
parallel to E C, and 
distant from it the 
amount of the lap and 
lead. Then if F G re- 
presents the direction 
of the crank when on 
the center, Hand! will 
be the positions of the 
centers of the eccen- 
trices, according to the 
rule. If, then, the 
points K and L, in which the lines A H and A I intersect 
the circle representing the shafi, be transferred to the 
shaft, by laying off on its end the two diameters, and the 
chords B K and L M, the eccentrics can readily be set. 


E S. asks: Is hard rubber expansive in its 
nature when subjected to steam under pressure? Will 
an india rubber conical plug placed in a hvle in the sLel) 
ef a boiler, so that the steam pressure would make it 
faster in the plate, expand as fast as the hole increases 
in size by the expansion of the boiler? Answer: We 
think the proposed arrangement will answer the pur- 
pose very well. 


R. asks: How can I take 4 or 5 copies of a 
letter written in copying ink? Answer: There are sey- 
eral varieties of copying ink in the market, which, their 
makers state, will take 5 er more copies; but you can 
probably make the ink you use at present effective by 
adding a little more sugar. 


L. Z. R. says: I have a head of water of 7 
feet. During 3 months of winter, we cannot run, and 
have tried means to use the water over again. Below 
me is a lake reservoir always full of water above is the 
lake which supplies my stream. My ideaisto run a pen- 
stock, 4 feet deep and 8 feet wide, level with the lower 
lake, through and under my dam: and thences penstock 
at right angles to this, 200 feet long, parallel to my dam. 
This admits the water of the lower lake in said penstock 
right into the water ofthe upper lake, whence it must be 
raised by power into the upper lake for use the second 
time. On this 200 feet (or longer if needed) penstock 12 
or more large cheap windm'lls with 12 feet arms can be 
easily erected by simply driving 4 piles to form a frame; 
wood arms and sails would do, cheapness and strength 
being the only requisites. What kind of pump will dis- 
charge the most water, under 6}¢ feet head? I want sim- 
ply a pump to reise the water from the penstuck, dis- 
charging directly in the water above the penstock, the 
power being furnished by said windmills. Auswer: Your 
plan fs practicable, provided you can depend upon the 
wind. Probably simple piston pumps, double acting, 
will answer as well as anything. 


H. says: I notice your answer to H. in ref- 
erence to heating a room by gas. Ifa gas stove is put 
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up properly, having not lese than % inch connecting 





American, 


pipe, you can use it without any objectionable smell. 
There is, however, a great difference in gas stoves. In 
some, the combustion is more perfect than in others. 
The only secret is to have cxygen enough to mingle 
with the carbon to produce perfect combustion, free 
from odor. 

R. A. M. says, in reply to C. M. N., who 
asked how to read the superscriptions on coins: Lay 
your coins upon a piece of hot iron; the dates will Le so 
visible as to be plainly read. The fron must be red hot, 
and the coins must be read while hot. 


H. says, in answer to 8. W. G., who asked 
as to elevating water: A hydraulic ram is the most eco- 
nomical for your purpose. In order to elevate wator 
115 feet, you must have a fa.1 of 12 feet from the spring 
or fountain head. You should excavate, at the exit of the 
springs, to 3 feet depth, and group together as many out- 
lets of the springs as possible. Box the sides of the ex- 
cavation with 2 inch plank and cover the same. Make 
a hole six inches square at the lower end of the box, in 
the trench or excavation. Cover this hole with a coarse 
wire gauze, conduct the water from this through a 
wo dea box 4 inches square into a square box in which 
the ram should set,at the foot of the hill. Close the 
end of the wood supply pipe, and in this insert a piece 
of irou pipe 2inchesin diameter to connect with the 
ram. The supply or wood pipe should be from 25 to 50 
feet long. This will take a No. 5 ram, which will re- 
ceive from 6 to 14 gallons water per minute. The iron 
discharge pipe that runs up the hill to the reservoir 
should not be less than linch. The end of this 1 inch 
pipeat the top of the hill should be inserted ia a close, 
heavy, iron bound 10 gallon cask, at the lowest point. 
At the opposite point cf the cask, insert another piece 
of pipe 1 inch in diameter, and continue to the fountain 
or reservoir. The cask is to equalize pressure. The 
ram will discharge one seventh of the water it receives 
into the reservoir. For every foot descent in the sup- 
ply or drive pipe, you have 4 raising power of 10 feet in 
the discharge pipe. The object in having the discharge 
pipe large is to avoid friction ; for when the pipes are 
smaller, there is more friction, the ram labors heavily 
and ismore liable to get outef order. The box in which 
the ram sets should be made double, with a space of 10 
inches, filled with sawdust, to prevent freezing. The 
discharge pipe and cask should be buried in the ground 
below freezing point. Avoid sharp angles. 


T. L. M. says, in reply to several enquiries 
as to leaf printing: The bichromate of potash photo- 
graphic process spoken of by yourcorrespondent J. N.Q. 
gives but a faint picture, even after lengthened exposure 
tothesun. The image may be reddened by a dilute so 
lution of nitrate of silver. Blue leaf prints are obtained 
by floating paper ona strong solution ot ferricyanide 
of potassium. commercially called the red prussiate of 
potash. Theyare fixed by simple washing. By Ober- 
netter’s process, using salts of copper, pictures may be 
obtained in alfferent tints of deep red and violet, with 
intermediate shades; but five different solutions are re- 
quired, and the process, though not difficult, is rather 
tedious. Leaf prints of the greatest beauty aud delicacy 
may easily be msde by amateuts by the ordinary process- 
es of photography on paper, scarcely any utensils being 
needed besides those found in any household. Makea 
solution of sixty grains of nitrate of silver and six'y 
grains nitrate of awmonta tothe vunce of water. Float 
pieces of albumen paper, obtainable at any photograph- 
ic supply store, on this solution for half a minute or a 
minute; pin upto dry in the dark. When dry, lay the 
p*per on a thin board, the leaf on the albumen surface, 
and upon this a pane of glass. Fastea all together with 
spring clothes pins, and expose to the sun t'll the dark- 
ened albumen paper begins to show a metallic marbling; 
thes remove from the glass, wash, immerse in a solution 
of chloride of gold. Fora ten cent sheet of albumen 
paper, 18 by 22 inches, a grain anda balf of chloride of 
gold is needful. Dissolve in a pint of warm water, add 
a teaspoonful of sali and a little chalk to remove the 
acidity; leave the washed leaf prints in this till they 
have assumed a pleasing shade (ten or fifteen minutes 
will be sufficient); then immerse ten rinutes in a solution 
of hyposulphite of soda,two ounces in ten of water, 
remove and wash thoroughly; if possible, leave over 
night in ranning water. These prints are very pretty. 
In experimenting with them,[ obtained beautiful re 
sults by soaking them in aniline dyes; the color does 
not show on the black ground, but the leaves shine out 
like exquisite paintings on ebony. The entire expense 
for chemicals (excepting the aniline colors) is $2.50, for 
this process; this will be enough for twenty square feet 
of pictures, 


COMMUNICATIONS RECEIVED. 

The Editor of the SCIENTIFIC AMERICAN 
acknowledges, with much pleasure, the re 
ceipt of original papers and contributions 
apon the following subjects: 

On Electricity vs. Yellow Fever. By 0. 

On a New Theory of the Universe. By 
D.L, 8. 

On Cement Water Pipes. By M.S. 

On Richmond, Va. By H. E. C. 

On Compressed Air Cars. By J. P. 

On Propylamin. By C. D. D. 

Also enquiries from the following : 


J.T. T.—J. M. 8. Jr.—H. Z. T.—M. F.—C. W.—J. P. L. 
—F. D. B.—F.C. D.—J.M.—P. L.—S. N.—A. L. B. 


Correspondents whe write to ask the address of certain 
manufacturers, or where specified articles are to be had, 
also those having goods for sale, or who want to find 
partners, should send with their communications an 
amountsufficfent to cover the cost of publication under 
the head of “ Business and Personal ” which is specially 
devoted to such enquiries. 


fOFFICIAL. } 
Index of Inventions 


FOR WHICH 


Letters Patent of the United Statics 


WERE GRANTED FOR THE WEEK ENDING 


October 28, 1873, 


AND EACH BEARING THAT DATE. 
(Those marked (r) are reissued patents.) 











Accordion, etc., Goetz & Miiller..... Sbdsccesesee +» 144,025 
Ants, destroying, Dulany & Dreyer. 








Auger, earth, E. H. Clark............ + 148,963 
Axle box for veh‘cles, C. H. Allen «» 148,950 
Basket, grain, G. P. Coan.... soveee 144,018 
Bath, hand shower, D. Sterling..................... 144,156 
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Beds, etc., bottom for, J. Dreusike..........+++.. 143,970 








Beer drawing attachment, S. Marks........ soceeces 144,119 
Belt hole cover, T. P. Rodgers.......... sovcccccece 144,144 
Bending machine, 8S. W. Kimble.............. essess 144,109 
Billiard table cushion, Brunswick et @l............ 148,961 
Billiard table leveler, D. H. Hill........... dvosecece 1 4,028 
Bit stock, D. A. NEWtON..........ceeeeeeeeeseeeeneee 144,123 
Blind slat fastener, A. F. Champlin............... 144,062 
Blind stop, J. H. Cranston......---seeecceseeeeeeees 144,019 
Boiler flue cleaner, J. Armbruster...........++++++ 144,046 
Boring machine, Rea, Pyke & Rennoe. «+» 144,199 
Bottle protector, O. Fitzgerald........ 144,082 
Brick machine, Elliot & Woodward. os 1484 

Bucket, R. T. BrOWD......eeeeeeeeeeseeceree «+» 148,939 
Building block, R. M. Seldts ......-..++-+++ +» 144,149 
Can openerand pipe cutter, D. A. Barnes... «+ 144,015 


Car brake, hydraulic or air, W. M. Henderson.... 143,980 













Car brake, railway, L. Adams.......... daowusecneees 144,018 
Car coupling, W. C. Brooks «++ 144,015 
Car coup'ing, L. Ruel .........seeeeseseeccrececseeee 144.084 
Car coupling, X. St. Plerre.......-+-ceeceseeeeeseees 144,038 
Car coupling, W. M. Wiswell............. «+» 144,008 
Car propeller, G. W. Earl...........+- oes 144,776 
Carriage, child’s, W. H. Towers...... «+. 144,166 
Carriage top, C. A. Deafborn...........sceeeerees . 144,069 
Cartridge case, metallic, 8S. W. Wood..........++++- 144,012 
Cartridge for fire arms, 8. W. Wood ........ «+» 144,011 
Cartridge shells with bullets, A. C. Hobbs.. -.. 148,981 
Cartridges, etc., cases for,S. W. Wood... -» 144,010 
Cask for oll, etc., W. Jenkins...........-+++- - 144,103 

5 636 


Castings, steel, W. Kelly, (1).......-.--seeeeeee 


Chain machine, Daykin & Case.. « 143,968 





Chair, G. Feldkamp.........-++-++++ 144,080 
Chairs, etc., spring for, W. T. Doremus........ ... 144,020 
Churn, L. Parmelee............0+eeeeee« «» 144,128 
Cigar box, E. C. Patterson. . 144,129 
Clasp, scarf, A. R. Weisz .. «- 144,170 
Cloth cutting, N. C. Fluck........ «. 144,023 
Clothes pins, making, J. B. Smith.. «» 144,152 
Cock boxing, stop, W. H. Graham......... - 148,958 
Cock or outlet valve, waste. S. J. Olisson......... 143,9-5 
Corn ground marker, J. H. Rynerson........--.+++ 144,146 


Cotton chopper and ealtivator, A. F. Roberts.... 143,997 































Coupling and steering apparatus,J.McCreary,(r) 5,630 
Cuff holder, G. W. James. .........06-seececeseeeeees 144,101 
Dead, preserving the, J. M Gallagher..... «+» 144,085 
Depilating animal carcasses, D. H. Sherman...... 141,150 
Desk cover, J. Heymann «» 144,027 
Digger, potato, E. T. Ford. ..........-+++ee++eneenee 144,083 
Drawing frame stop mechanism, J. C. Taft........ 144,162 
Dredge, etc., pepper, T. B. Atterbury........ -» 143,951 
Elevator, J. B. Sweetiand............. -- 141,161 
Klevuator, steam, T. W. Eaton...........seeeeeereee 143,971 
Engine, fire, J. A. Simclair .........ssseeecceeeeeees 44 001 
Engine governor, steam, J. C. Hoadley............ 144,098 
Engine valve gear, steam, J. Wheelock............ 14,174 
Equalizer, draft, J. P. Beckenbaugh........... + 144,052 
Equalizer, spring, H. Davis -+» 143,966 
Evaporating pan, G. W. Storer...........--..seee00s 144,158 
Evaporating pan, etc., salt. G. W. Storer.......... 144,159 
Exterminator, potato bug, C. Cole....... -- 144,065 
Faxcet, P. Hille...........+++ ae -- 144,097 
PaO, J. WER. occccce-ceccccecsvecccecccosececsse 144.175 
Fence, portable, C A. Thomas...............ss+e0+ 141,165 
EN OE, Sa Nec ccnescssnderabances, cqpensce ees 144,085 
Fence rails, splicing, D. W. Knowles............... 144,118 
Fire arm, revolving, J. Rupertus, (r).. .........- 5,631 
Fire escape, Murset & Zuberbubler................ 144,122 
Fires, extingnishing, J. D. Satter.................. 144,(39 
Fish grappling spear, J. W. Koapp..............+0- 144,110 
Piper atamaw, Th. b. Gu TOGGs cies cccssccccéscocccccce 144,140 
Fork, horse hay, B. B. Rockwell.................... 144,143 
Frier and broiler combined, G.Smith.. ........... 141,151 
Fruit loosener, dried, Schmeltzer et @i............. 144,147 
Furnace mouth piece, C. Stewart.,................ 144,002 
Mater, BE 1. WHER. a vvcccscccccesccscccsccesess 144 178 
Gas motive power, O. Bolton, Jr................05. 113.954 
Gas retort mouth pi ce, T. F. Rowland............ 143,998 
Generator, steam, W.C. Baker..................005 144,047 
Generator, steam, E. God dard..................000. 144,024 
Generator, steam, W. Golaing...................... 144 038 
Glass bowls, making footed. E.G. Cate ........... 144,061 
Gong, Goer, C. W. PemRethy. iccccccccccccscccccocces 143,996 
Grain sampler, J. J. Bots. .....:..cccccccccsccsccece 148,953 
Grindstone hanger, 8. L. Bignall..... 5 


Cuns, operating heavy, A. Moncrieff... 
Hammer, power, J.C. Butterficld 
Hammer, power, J. C. Butterfield 
Hammock support, O. Tufts 











Harness pad. J. Hughes (r)............ 

Haruess traces, eyelet for, N. Hiatt. 

Harrow, M. K. Young ............... 

Heater, peanut, 1’. Kellogg ..............scceccseee 
Heating apparatus, water, T. M. Carroll.......... 144,00 
SOs Mev IO a udshajtetciedecssonst accsceveces 144,127 
Hold*ack, G. D. Cleaveland 143,9€4 
Horse collar lialog, Liadsiey & Mackintosh....... 143.987 
Horse power, L. R. Faught................. 06s cvec 113.974 
Horse power, J. S. Tadiock..............cceseceees 141,040 
Horse stall, W.C. Davol, Jr...........ccesccccceese 144,068 
Ice creao freezer, R. P. Beil............cccecvecesee 141,058 
Ice elevating track, A. Pfund.. . 144,153 


Ice pick, Boynton & Keefe ...............000 005 . 1i8.%4 
Tro. and steel from granulated iron, C. Weod.... 144,009 































Kn 9bs to screws, attaching, C. H. Thurston (r)... 5,683 
Jamp, it. £. Dietz........ Oorrcccccccccccccccccsoeses 141,070 
I Mies WIN, os shi natin dunsnevonsdordacnech 144,130 
A IE IEE nnd ictedndivaceidswedieddiees ious 141,182 
Lantern, magic, L. J. Marcy (r)...............6- 5,c88 
Lock for alarm box, ete., J. M. Fairchild... « 144.079 
Lock, hoop, T. E. Lucas.......... \ os 144,017 
NED, Fi NNN a bedi desk Seiendsnccoccce -» 144,153 
Locomotive air brake, G. Westinghouse, Jr...... 144,005 
Loom for pile fabrics, J. C. Ellison ............... 144.077 
Loom shedding mechanism, I. L. Wilber.......... 144,176 
Loom shuttle,M. F Fields. ............ccecccceseee 143,976 
Mi\) smut, H. A. Barrard ......... +. 144,050 
Mill feeding device, S. Middleton.................. 143,989 
Molc and core, J. Kelly (r).........ccccaccecccccecs 5,637 
Music box cylinder, A. Frankfeld.... +» 144,084 
Musica) instrument, A. Schoenhut............ «+» 144,148 
Nat lock, S. Peatfield.............ccccccsscccscssveee 144,181 
Vleine from fatty matters, C. F. A. Simopin...... 144,000 
Organ reed board, W. Munroe........ ipcesiienatives 144,121 
Organs, fall for parlor, W. O. Trowbridge. 144,167 
Oyster and other éredges,J. Walmer...... 144,169 
Oysters, device for opening, D. M. Cleary......... 144,(63 
Packing, metallic piston, W. A. Boyden......... + 148,956 
Paclock,etc., D. K. Miller.... ‘ 148 990 
Padlock, combination, W. C. Langena 144,114 
Paper dryer, E. A. Seeley.... 143,999 
Paper folding machine, R. J. Stuart............... 144,160 
Paper machine, U. Whealen................ soeceeee 144,178 
Paper ruling machine, Cliff & Martin.............. 144,064 
Paper, die for cutting, A. Delkescamp (r)......... 5,635 
Pavement, Davenport & Ward................ coves 148,965 
Piano action, F. KotN .....,...cccccccscsesesseceees 148,986 
Pianoforte, upright, G. A. Davis... - 143,967 
Pipe, hydraulic cushion, W. Ricketis «. 14,141 
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Planter, cotton, P. Seymour..... ceccccccccccsesooes MAREE 
Pocxet book fastening, F. Helles. 
Pruning hook, J. Christy F 
Pulley, suspension, J. A. Evarts.. 
DE, His Ga rn cock decucadodindictsessdaseses 
Punching and shearing machine, J.Kissel........ 148,985 
Purifier, middlings, Burdick & Foller............. - 144,056 
Parifier, middlings, W. A. Clarke............. sosee 144,017 
Pyrotechnic signa!, A. Lamarre..... 

Ratiroad rail, A. Johnson.......... 

Railroad switch, G. F. Beatty..... 
Ratlroad switch, 8. H. Jenkins.... 
Railroad switch, E. P. Wheeler 














Reg .lator for injectors, Marden & Smith......... 148,988 
Roofing, felt, E. Thurchill.............cccecseeenes - 144,016 
Rule, extension, E. D. Waterbury.. 144,003 
SONU Uy Bix TINE bc ctccnccsntigdss thtdscdbhancdié 144,164 
Sashes, etc., fastecing for, J. Hollely............. 148,982 
Saw jointer, 8. D. Knight...............ccccccsesecees 14,111 
One CURT, TI wccisnecséoncecuneummen wovcess 144,092 
Sawing machine, E. H. Stearns..... deodennsas 144.154 
Sawing machine, stave, C. Murdock............... 143,992 
Scissors points, cap for, Cc. W. Williams........... 144,177 
Screw threading machine, E, Horton..... Yousecuds 14,100 
Seat, folding, J. H. Hall.............-.-scsceccescees 148,979 
Sewing machine ereaser, W.J. Faulkner.......... 143,975 
Sewing sboes, guide for, H. Bond.................. 148,965 
Sewing shoes, guide for, L. E. DeWaru............ 148,969 
Shearing maehine. J. K. Priest................ ones» 144,186 
Shears for metal, rotary, M. Stephens............. 144,155 
Shoe uppers, laying off, C. Glanville.............. 144,087 
Shutter fastening, J. Parker...........cccccccccoces 144,126 











Shutter worker. F. W. Nichols................s00+. 143.904 
Shu‘tie box mechanism, R. B. Goodyear.......... 144,083 
Slate frame, A. H. Jocelyn...... oencvececcesesessoce 144,104 
Sod. water, dispensing, W. Gee..................<. 144,086 
Sower, planter, and cultivator, 8. D. Hopkins.... 144,099 
Spark arrester, J. Bardsley......... benocesdbecaces 144,049 
Spark arrestvr,J.L.Ferris........... eeees soee 144,081 
Spike bar, G. Douglags........ ecceccccoces 144.074 
Spindle, L. C. Crocker.......... 144,067 
Spinning ring, J. W. Watijes onrdes 144,004 
Spooling bobbin holder, A. M. Wade.............. 144,041 
Starchi.g machine, A.N. Dolph.............. cone 1401 
Stave dressiog machine, J. J. Ralya....... ececenaee 144,158 
Stave jointing machine, C. Murdock............... 148,991 
Stave sawing machine,C. Murdock...:....... +. 148,992 
Steam andair brake, G. Westtaatiouse. Pheshere 

Stove, cooking, J. Easterly (r)...........cececeese 5,627 
Stove damper, R. Worster.......... ee. 





Stove, hea ing. J. Johnson........ 
Stove pipe thimble, V. Fath 
S.ispenders,S. Hamm ....... 
Suspenders, J. W. Wattles 


Table, kitchen and froning, J. Good............. + 43,97 
Dadied Ga, Wee GD. BO. cnccone+céecoccecess C6vccecece 144,115 
Teaching music, L. A. Seward (r)............ oeceee 5 6£2 
Telegraph, printing, G. '.. Anders........... ...... 144,055 


Telegraph relay, eelf-adjusting, J. H. Stombs.... 144,157 
Telegraph wire protection, E. D. Pritchard... .. 144,125 
Thrasbing and hulling clover, Bradley etal. (r). 5,€34 























Tobacco press clamp, T. J. Robertson............ 141,142 
Toy building block, A. Oberndorf...............-+ 144,124 
Toy RAO ae = Bis BOON cn ccccccssetecbbenvoctons 144,027 
Toy money box,C. C. Johnson ....... 144,106 
Trimming, W. Marray..............+. 144,031 
Trimming, W. Murray ............0.. 144,08% 
Trimming, W. Murray ........ .....- 141,088 
Truok, extension, G. Engelsman... 144 022 
Trusses, pad for pile, J. L. Rowe 144,145 
Tub:ng connection, flexible, W. B. 8. Taylor. .... 144,168 
Tuorels andsewers, G. Kool ............cceseeees 144,112 
Type casting machine, J. M. Conner.. 144,066 
Umbrella, Dugan & Moncrief ............ 144,(21 
Valve, balanced slide,O. H. Gronberg.. 144,000 
Vaive motion, P. Ball .........ccecces-ceeee 144,038 
Vehicles, shifting tup for, M. B. Keller.. 144,107 
Ventilator, etc., tent, R. & W. Brien.... 


Wagon and gate, T. A. & J. L. Brown.. 
Wagon, spring, G.A. Brice............... 
Warmer, foot. W. Heissenbuttel.................. 
Watch case spring, U. A. Juvet .........c...eceeee 
Watchmaker’s lathe,C. V. Woerd........ 

Water traps, forming, W. A. Butler...... 

Water wheel, Kirkhart & Rameay.... ..... 
Watering streets and roads, I. Brown 
Whip socket, J. W. fl. Doubier.......... 

Whip socket, J. W. H. Doubler.................05 
Whip socket, J. Heberling ...........scssccosssecses 
Windlars, W. Newcomb... 
Windmill, 8. H. Radway 
Winnower, reciprocating, E. Lombard.... 


Wrecking appacatus, M. Osborn........ vows 
WHORGR, Th. Te. PUMNGUD cccccoseces secccece 
Wrench, B. 8. Seriptare... .ccccccscccccccccccescce 


APPLICATIONS FOR EXTENSIONS. 

Applications bave been duly filed, and are now pending 
for the extension of the following Letters Patent. Hear- 
ines upon the reepective applications are appointed for 
tie davs beretnafter mentioned : 
27,020.—EnGinz Exunavst Pipge.—G. Edwards. Jan. 14. 
27,0.8.—CaLEnDaR CLooK.—E. M. Mix etal. Jan. 14. 
27 034.—Harvester.—J. Butler. Jan. 21. 
27,319.—BENDING SHEET METAL.—O. W. Stow. Feb. 11. 


EXTENSIONS GRANTED, 


25,936.—Cut-Crr VaLvze.—E. R. Arnold. 

25,978.—TacKLE BLock.—l. E. Palmer. 

25,984.—Bit Brace —N. Spofford. 

26,008.—TELEGRAPRIC MACHINE.—G. M. Phelps. 
DESIGNS PATENTED. 

6,966.—Toy Tarcet.—S. Hamm, Philadelphia, Pa. 

6.9\".—Spoom HanpLe.—B.D.Beiderhase,New York city. 

6,9%8.—FLy Trap.—D. K. Thompson, Clark, Pa. 

6,969.—Spoon,eTC.—G. Wilkinson, Providence, R. I. 


TRADE MARKS REGISTERED. 
1511.—Sutno_es —L. M. M. Blakely. New York city. 
1,512.—FLour.—Haxall & Co., Richmond, Va. 

1,5 3.—FLourn.—Haxall & Co., Richmond, Va. 
1,5\4.—Fisu.—Ocean Trout Co., Port Monmouth, N. J. 
1,515.—GLass SHaDgs,ETC.—S.J.Pardessus & Co.,N.Y. 











SCHEDULE OF PATENT FEES: 
Op each Cavest..... shockeccotied dasedecscenecerechecgnl 
On each Trade-Mark......... dvoveccocescodecee- ance 
On filing each application fors Patent az years)... $15 
On tesuing each origina! Patent.. 
Ob appeal to Examiners-in-Chief..... sous senocccbedennn 
On appeal to Commissioner of Patents..............820 
On application for Reissue...... sescnoscbeceéesebeenteanen 
On application for Extension of Patent.. «++ 850 
On granting the Extension..........++++++ $506 
On filing a Disclatmer.........sseeeeeeeeeer $10 
On an application for Design (3% years)........ 





eee sere eereereeees 






On an application for Design (14 years)........++++-B830 
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Advertisements. 


RATES OF ADVERTISING. 


Back Page « « «- «= «= « = $1.002 line. 
Imside Page « - «= = = = V5centsa line. 


Pngraving: may head advertisements at the same rate per 
ey by measurement, as the letter-press. 


= 
FOR hte MEN 


Catalogue of PRACTI- 
cM AS AND SCIENTIFIC enlarged Cat S—% pages, 8vo.—will be 
sent, free of postage, to any one who favor me with 


his address. 
HENRY CAREY BAIRD, 


INDUSTRIAL PUBI ISHER, 
406 WALNUT STREET, Philadelphia. 


GET RICH HOW? Get Health. Sond 2% cents 
} for the Scizncz oF HeaLtu three 

months, On Trial. Price #2 a year. Agents wanted. 

Address 8. R. WELLS, Publisher, 389 Broadway, N. Y. 


Carns grxstano BEST wore LD, 


OxLY One that will a.waYs keep theinks wresn and tiwpip. Take no 
substitute, wor buy 8 present forlady  ~ Wa friend anti) you have seen 
it, or sent ier cecales 2 Cu to CLuvetanp Mr’e Co., 5 Chatham Square, \ Y 


O ENGINE BUILDERS— Wanted a party 

with suitabie machinery to Build“the American 
Road Steamer, and take one fourth toterest in the Pat- 
ents and Lusinese, This is the most complete Steamer 
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- 144,006@ ever built, and can be geen in enecessfual operation at 


apy time. Address G. 


. FITTS, Patentee, Phila. , Pa. 

SURObRPLAH RSE, 

Beautitul ee for onl a0 CHARLES H. 
RE WS, No. 35 Szeheage Street, ‘Boston, Mass, 








Barnes’ Foot & Steam Power 


roll Saw 

Tor the entire range of f Beroll Saw- 
\g, from the ‘Wall to the Cornice 
recket,3in. thick. Every Wood 
-orker should have one. Four years 

a market—thousar d3 using them. 
Persons out of work, or that have 
spare time, can earn with one of 
these fot power machines frm 40 
to 80 ete. perhour. Itisa pie sure to 
ruc one.—ay where you saw «his. 
e 2nd send for full description to Ws 
& J. Barnes, Rockford, Winne- 
_vago Co., Il. 








YLINDERS, AND DANIELS PLAN ERS, 
) CaRRIAGE- MATCHERS, TENONING. ont other Woop- 
oat for Ciccula 

HEALD & SONS, Barre Mass 


WORKING MACHINES. 











SPECIMEN COPY of the AMERICAN 
STOCK JOURNAL, Handsomely Illustrated with 
gravings and filled with Choice Keading Matter to 
rarest e Bit ond Stock Raiser, and Three Pac 
ages of NE EEDS sent free to all who se end 
Ten Cents yh p+ A, Address AMERICAN STOCK 
JOURNAL CO., PaRkgsspure, Cugs1 ER Co., Pa 
Male or Female, $0 


WORKING CLAS week, employment at 


home,day or evening; no cspital; instructions & valuable 
package of goose sent free by mail. Addrers,with six cont 
return stamp, M. YOUNG & CO.., 173 Greenwich St., N.Y. 








[ifs WROUGHT 
i1RON 


_ 
I [it ‘BEAMS & G/RDERS 


TS Umen iron 418, Pittsbargh, Pa. 
The attentiou of Engineers and Architecis Is ‘called 
to our :mproved Wrought-iren Beams and Girders (pat 
are). in which the compound welds between the stem 
fer which hav? proved so objectionable in the 
old mode of manviactu ng, ate entirely avoided, we are 
prepared to furnish ell sizes at terms as favorable as cap 
be obtained elsewhere. For descriptive lith» h addrese 
Carnegie, Kioman & Co, Union Iron Mills, Pittsburgh, Pa 








Niagara Steam aon 


CHAS. B. HARDICK, 
23 Adams st., Brooklyn. N.Y. 


ORTABLE STEAM ENGINES, COMBIN- 
ing the maximum of efficien ney. oe _ are 
omy, with the minimum of weight and price. 
wiieiy and favorably known, more than 1-090 belag 
ase. All warranted satisfactory or no sale 
circulars sent on 3.10. HOADLE 
THE OADLE 


Liberty st.. New York 


~ For cutti easiness 

STENCIL, DIES Siesitatharess 
4 comp ~-§ ouTFits for Clo thing 
Stencils and Key , Cuseks, with which young men are 


making from Send for catalogue and 
samples to at a SPERCER AIT Hanover 8t.,.Boston, Mass. 





dress 
Y CO, Lawrence, Mass. 








You ask WHY we can sell First 
lass 7 Octave Piawos tor $2907? 
We answer— [icosts jess thau $300 
Piano sold 


Bankers, Merchants, 
. using our Pianos, 
state where you saw 


* U.8. Piano 15-2294 Broadway, N.Y. 





ATTERN & BRANDING uerrens—SHARE, 
Su = 
. Flat or Round ses rfaces RiciAL” stONE 


NT Letter, os le ior ART 
— Daten. cor. Fulton 8t., New York, 


BURGH, 





NOTE an of the cutters wood on 
panelling. carving,moulding and routing mechines, 

ts of patent granted to me, dated Feb. 
130 ve ea, ana I pronase fi honorable persons will 





L 8 ully pay mea —_ sum for the use of said patented 
tools, without Lethe 
COm SALE auantee”® MER SED Atkans fo 
fish -hook—bo : 





A. 8. GEAR 


t of the GEAR danury | § 
wher and Manotacturer oft ity of Patents Sus- 


tained in United States Courte—Price $150, 
$175, $30, $400, $590—and Manufacturer 
and Vesler in all kinds of 


Wood and Iron Working 
MAOHINERY,| | 


Steam Engines & Mechanical Supplies, 
56 TO 62 SUDBURY ST., BOSTON, MASS. 


HINGLE AND BARREL MACHINERY.— 

Improved Law's Popout Lng je and Heading Ma- 

a teplere est on en An Weed Pinar 
~ ; . 

wud Turners. 0. Address TREVOR & Co. Lockport, N 


wo SCHENCK’S PATENT. ARS 
ODWORTH P PLANE! 

And Re-Sawing : 
Sons. hatteawan Rofiers, ete... {ohne St., THEN R's 


MONTH! Horse a4 ca furnished 
$425 & Expenses paid. . B. SHAW, Alfred, Me 
G Fortne an 
UNCHING gor nade 


DROP PRESSES. RKER te 
G; E. ILLINGWORTH, Neville St. Foun- 
f 

















MiDDLETown, C Cox. 

Leeds 8, od, makes ialty of 

wit Engin pert partes are inte * able 

ng 1G ine Aker duplicate, by patent machinery, thus en 
paring Accnrsev and F reellence of Workmaaenip. 





oa 


$2” For pie and Photo, write dire. 





IOTIS’ Machin BAFETY HOISTING 
Machinery. 


KO. 348 prosoway BER Yow. °° 


EW & IMPROVED PATTERNS.—MA-. 
,, Cae ISTS’ TOOLS—all sizes—at low prices. 
. GOULD, % to usN.J RB. R. Ave., Newark, N. J. 


OOD- WORKING MACHINERY GEN. 
rally. 8§ ities, Woodworth Pianersand Rich 
ardeon * Patent Im coved’ Tenon eee. 
Central, corner Un‘on st., Worceste 
WITHERBYt RUCG & RICHARDSON. 


MACHINERY, s'ef'%scista?tetnnis 


(304! Lass > he ee for Fruit Jars, Patent 

Bottles, ete., made by B.BEDeS. 14 

years at wits wad Centre Strecis, New York. The short 
est and cheapest way order direct of Mould Maker. 

salt TS 2 ATTENTION paid to MOULDS for 

















~~ fhe America rbine Water 
eel, 

Becentt Improvea and submitted tc 

hore’ scientific teste by Jame: 


km merson. showing the following us 
fule effect of the power of the wate: 
ulllized, being the highest results ev- 
er known. 

awe of Part Gate: 4, 50.08; 


; %, 82 58: 
per cent of Whole Gate: O14. 

A ful; report may be obtained of 
STOUT ‘ LLS & TEMPLE, Day 
top. Ohio. 








IDAGE’S Water Flame Coal Lime Kiln, with 
coal or wood. He. 1 Soft White Lime er Cement, 
‘th nee of water. C.D. PAGE, Petentee.Rocbester.N V¥ 


The VARIETY MOULDING MACHINE 
CAUTION. 


I hereby notify all parties infringing the Patent of 
NATHASIEL GEAR, dated Nov. 8th, 1858, that the Unt- 
ted States Circuit Court for the District of Maseachu- 
setts has not re-examined the validity of that Patent 
since the hearing of Nov., The gaty, point settled 
th the Court in tts decision of October 2 oth, 1872, wae 

. Oe ov of the Patent in Massachusetts was in 

TT ipstead of Complainant. I have, since 
aia. p44 was instituted, acquired ali the title T. D. 
Scott ever had, and shall hold all infringers for for dam- 


‘Soston, Oct. 81, 1878. 
per month guaranteed 
$100 t Oo 25¢ sure to Agents every- 
where selling our new seven strand White Platina 
lothes Lines. Sells readily at every house. Samples 
ree. Address the GIRARD WIRE MILLS "Philadelphia, Pa. 
OODWORTH SURFACE PLANERS, 
125. Planers and Matchers, $350. 8.C. HILLS 
51 Courtlandt street New York. 


INERALS, Shells, Fossils, Bird Skins, 
Artificial Eyes, Naturalist Supplies, and Objects 
oi Natural History. Collections of Minerals fur Schools. 
100 Mineral Specimens fer $10, arranged according to 
Dana. 100 Genera of Shells, Shells for $12. CHAS. G. 
BREWSTER. 4-6 ull stock ‘sent 8t., Boston, Mass. 
Catalogues of fu of full: stock sent on b application. 


en e MOLDING, MORTISING 
ay TENONING & SHAPING 

MACHINES; 

BAND sAWS, 

SCROLL SAWS, 


Planing & Matching 


MACHIN 
For RaILRoaD, aM ane Aon 
CULTURAL SHOPS. 
TAY to an in use 


J.A. 
CINCINNATI. “Ohio.” 


~ To Electro-Platers. 


ATTERIES, CHEMICALS, AND MATE- 

RIALS, in sets or single, with books of instruction 
‘or Nickel or Silver Plating, by THOMAS HALL, Manu 
facturing Electrician, 19 Bromfield Street, Boston, Mass. 
Illustrated catalo ue sent free. 


OLD ROLLED 
SHAF TING. 


18 shaftipg bas + r cent greater 
strength, « ~ finer  fnieh,and ie truer to gage,tnan an ye 
in use, renders it undoubtedly the most econom 
— also the sole manufacturers of the CELEBRATED vow 

s Pat. COUPLING, and furnish Pulleys, Hangers, 
Of the most approved styles. Price lists mailed on 
2 JON UGBELI 


tation to 
Caieage by 

























of this Sha: ing in store and 


E FITZ , Mase. 
Otiee DARA SEIT besten, Mase. 
el POCe & WHALike, Milwaukee, Wis. 








pampnletsent tree, Baru Waalx, Beliston Bpe, X.Y 








mbes 


ee a th ce 
itz ae pusehin and ue setiny 


“B. axp 
Pe rer oe Sirser, Rew York. 


Cpright kngine and Tubular Botler <4) Horse 
$495 fowss, = all by also (10) Honex 
J 





d for Circula 
Vantery Inox Works on, Cleveland, 0. 


$375 severe vo, Biddctors ue. 








() Ts {D.—Samples sent free D 
5000 ) AGENT: BT to ¢* x Bs Rie $10 eo dey. 
Address HITE, Newark 


Untverea} wr ipa, MACHEN: BBne. a 


end for descriptive aiaia eto 
eRRAINARD Ml iLuis Swe. c 
§ Waterss. Becton 


HE HORTON LATHE SHUG from v1 
e 86 juches, with the new Patent ate "address 
HE E. HORTON & SON CO.. Windsor Locks, Ct. 


CHEAPEST AND BEST. 


Price. Only 10 Cents per Pound, 

Thomas's Fluid Tannate of Seda removes ~c ‘ale and 
does not injare the Borer. It proves entirely satisfac- 
tory where al! other preparations have failed. One 
party writes: “ Each application removed two Bushels 

of Scalce from bis Bot'er, and the iron !ooks well where 
the Scales have come oft, ana it ts saving sbout 15 per 
cent of fuel.” Sold in verses 500 Ib., 3s Bois. 250 Ib., 
4 Bbis. 125 Ib, agen a« orders 

___N. SPENC ER TH THOMAS. }. Elmira, N. _Y. 


- Machinery, ae 


gupber Beit ~ag hte of “he rag? it aol, «& 
a er on er, eels e c. 
GEO. PLACE & 00. 121 Chambeis 8 St, N 


Cold Rolled Shafting. 


Best and most perfect Shafting ever made, constently 
on hand tn lage ety furnished {n any lengths up 
oUft. Also, Pat. Cou pling ape Self-o qitng, x. eee 
Hangers GE PLACE 
121 chanbens Street, New York. 


Sturtevant Blowers. 


Of every size ana deserenan constantly on aand. 
ORGE PLACE & CO, 
121 Chambers Street, Slow York. 


RE YNOLDS' 


Turbine Water 
Wheels. 


30 yenrs’ experience enables me 


o excel in Gearing Mills of all kinds, 
ind furnishing them reliable, eco 
1omical power. Scie Se yam phiet 
free. GEO. TALLCOT Liberty 
Street, New Yor" 
DE KFE TION OF SPEED ON WATER 
WHEELS secured by the Rotery H) draulic Gover- 
nor, under all possible conditions. Never fais. Under 
extreme changes, it operates the entire gate it ten sec 
onds. Warranty unlimited. No pay till tested, JOLIN 
8. ROGERS, Treas., 19 John Street, Boston, Mass. 


ICHARDSON, MERIAM & CO. 

Manafacturere of the le test ‘mproved Patent Dan- 
ele’and Woodworth Pisning Machines, Match'ng, Sash 
sad molding, Tenoning, Mortiaing, Lg L Shaping, Ver- 
‘teal, nad Teular Lg et ng Mach'nes iis, Saw 

, Scroll Saws, hatiway, Cut-off, and hipaa Me- 
chines, * Spoke and Wood Turning Lathes,and various 
other kinds of Wood-working Machinery. Catalo; pas 
and price liste sent on application. Manufactory 
cester, Mess. Warehouec, 107 Liberty ot. New York. ad 


WOODBURY'S PATENT 


Planing and Matching 


end Molding Machines, Gray & Wood's Planers, Seif. Wg 
Saw Arbors, and other wood working machiuery 
8. A. WOODS, 91 Liberty street, N. "¥.; 
Send for Circulaera. 67 Sudburv atreet. Roston.” 


HARD WOODS 


IN LOGS PLANK, BOARDS & VENEERS, 
The choicest and largest Stock in market. Our own Im- 
portation and manufacture PEAGONED 44 10G- 
ASS; WALNUT, HOLLY, RED ends ish 

EDAR, our Specialities. 
GEO. W. READ & CO., 
MILL amp = ARD mM Tro WO LEWIS STREET, 
6th St... «.. New York. 
ta"Sen: nd 1 for or Cstalogue & Price List, enclosing 8c. stamp 


An deutfde Exfinder. 


Diefe grofe und thitige Claffe unfrer Ve- 
vilferung madden wir befonders darauf 
aufmertjam, dag unfre Rirma durd ifre Ber- 
bindung mit Washington und den curopdtjden 
Hauptftidten, befondere Vorthoile gur Erlan- 
gung von ine und anélindijden Pateuten 
bietct. 

Seder Erfinder, gleidjviel welder Nationali- 
tit angchirig, ift urd) die liberalen Patentge- 
fege der Bereinigten Staaten gum Patentiduy 
fiir Erfindungen beredtigt. Unjre Firma ift 
bercit, gcftiigt auf 26jabrige Erfahrung, deut{de 
Erfinder jeder Zeit gu berathen und gu magigen 
Preijen rajd) und piinftlig Patente gu erlangen. 

Die Deutidhe Section iff in den Hinden 
fabiger bdeutidjer Sugenieure, “verde in der 
Office perfinlidy mit Erfindern verkehren 
werden. 

Der ,,Scienti£e American” wird in feinen 
Epalten die bedeutenderen Erfindungen be- 
{predjen. 

Correfpondeng erbeten und prompt beant- 
wortet. Pampbhlcte in deutider Sprache were 
den auf Berlangen franco zugejandt. 

Adreffire: 
Rinun & Co., 
Scientific American” Patent Agentur, 
37 Park Row, 
New York City 
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. sma cnst 
Advertisements. 

A‘tverti tie will be admitted on this page at the rate of 

$1.00 per line for each msertion. Engraviags nay 


head advertisements at the same rate per line by meas- 
urement, as the letier-presa, 


AMERICAN SAW COMPANY, 
NO. 1 FERRY ST., NEW YORK. 
Movable Toothed Circular Saws. 
Eccentric Geared Power Presses. 


> Carbon 














Diamonds: 


Saaped (oc ceaed, Curaisned and set tor vuring a 
dressing mill Ours, emery wheels, grindstones, hardene 





steel 51d paper calender roller:, and for sawing,turnin 
or work ae stone end other purposes. Alsu, GLazizgs a le 
Dramoxps. J. DICKINSON, 64 Nassau St, New} 1 ork. 





SI Seat tha ote rO0OaWW 


Lucite W. POND, Max MANUFACTURER, 


Weaieroome # Livers ; Bo san te. 


HARTFORD 
Steam Boiler 


INSPECTION & INSURANCE CO. 


CAPITAL $500,000. 


ISSUES POLICIES OF INSURANCE, after a careful 
nspection of the Boilers, covering all loss or damage to 


Boilers, Buildings, and Machinery, 


—ARISING FROM— 


STEAM BOILER EXPLOSIONS. 


The business of the Company includes all kinds of 


my A MY 
STEAM BOILERS, 
STATIONARY, MARINE, & LOCOMOTIVE. 

Full information concerning the plan of the Company's 

operations can be obtained at the 
HOWE OFFICE, ia Hartford, Conn. 
or at any cape 
J. M. ALLEN, we. FRANELIN, Vice aay 
SPIE RCE, Bec retary. 


BOARD OF DIRECTORS: 
B.. Ms BIDOR. 05s cccscvocedeiseds souese dnctaassenens Presiden. 
pk. ty ; “Hteniee saigdling ain President A-tna Fire Ins. Co. 
F. 

















. Cheney..... t Treas. Cheney Bros. Silk Mfg. Co. 
Charies M. Be Naa pbedeesestercsbasvesenieal ot Beach & Co. 
Wate PRIMO, ...00ccccccacescce-aeve ef Adams Express Co. 
G. M. Barthok. yMeW...... Fres’t American National Bank 
R. W.H. Jarvis _Pres’t Colt’s Fire-Arms Mfg. Co 
Te Ni Bras - asbhdenrheenedinnde Sec. Aitna Life Ins. Co. 
Leverett Brainard........ of Case, Lockwood & Brainard. 

GEN. WM. B. FR: “jae Vice Pres’t Colt’s Pat. Fire- 


Arms Man’f’g C 
Austin Dunham............... Pres. Willimantic Linen Co. 
Geo. Crompton...... Crompton Loom Ag my Worcester. 
Earl P. Mason..... Pres’t Prov. & Wor R., Providence 
Wm. Adamson. .of Poodas. Adamson & Gor a ott fladelph‘s. 
W. B. Bement....of W. B. Bement & Son, Philadelphia. 

a Ta _.--e Of Morris, Tasker & Co., Philadelphia. 
C. W. Freeland, Treasurer Dwight Man’f’g Co., Boston. 
New York Office............... 239 Broadway. 

THEO. H. BABC Ock. Manager. 
k. K. McMURRAY, Inspector 





THE 


SCIENCE RECORD 


A Yearly Compendium of Scientific Progress and 
Discovery. 600 pages, octavo. Price $2.50, 
Illustrated. The volume for 1874 
will be issued in January next. 

The volumes for 1872, 1873, 
now ready. 


BIS NEW AND 
splendid annual book 
Presents in orief form the 
most interesting Facts and 
Dwecoveries io the various 
Arte and Sciences that have 
transpired during the prece- 
ding year of title, exhibiting 
ip one view tne General Pro- 
1eas of the bn > the fol- 
owine Depart 
1—CHEM istiey AND MET- 


ALLURE 

2—SECH ASICs AND EN- 
J N 

a Fere souKD LIGHT 
HEAT, SOUND. 

4.~TECHNOLOGY. —Empra- 
cing New and Useful in 
ventions and Discoveries 
polating | to THE ye) 

5.—BUTANY AND ORTI- 
CULTUR 

6.—AGRICULTURE. 

7.—KU RAL aan, clea 
BOLD &KUON 

8.—MATERLA MEDICA, 

THERAPEUTICS, AY 


9. ey HISTORY 
= * Y. 
10 11,— Mie TEOROLOGY 
Teliest lay PHYs- 
GEOGRAPHY 


Io A 
-GEOLNGY Apo MINEKALUGY. 
14.—ASTRONOMY 

4. —Siuckaruy. 


Evety person whe destrea to be well informed concern. 
tng the Progress of of the Arte and Sciences should have 
one y of Sc1ENCE Reocorp. It is a must interesting and 
Valuable Boog, and t meea have « place in every House- 
nese, ip oo Libra: 


wooly 9 $ Cenceomety Bound. With Engrav- 
ings. Mines $2 
mt be o al) > all parte of the gouty, OD receipt of 


the price. A liberal discount to the trade and te wap 
vassers. For sale at ai! the principal Bookstores. 


MUNN & CO., PuBLieHERs, 
37 Park Row, New York Citr. 
Tee SCIENTIFIU AMERICAN will be sent ove yar 
and one copy of ICIEACE RECORD on -eceipt of $5. 


— ay 4 i ‘ORD FUR 1872 and 1873 now 


UERK’S WATCHMAN’S TIME VE 
TEC £OR.--important for al. large Corporations 

and Menafecturmug memnerne—capedie of controlling 
with the atmos! ececuracy the motion cf a watchman o1 
ey + the same reaches differ: as Bonue, of his 





Send for @ Circaiar. 
P. O. Box 1,051 Boston Mess. 
N. B-—This detector is covered by two U. 8. Patenis, 
Parties aring or +eliing these tnr aeons without au 
thor'ty fron me wil) be deelt with secording to law. 


TOYE’S MILL FURNISHING WOKKS 
are the largest in the Units d Scates. ag make 

art fiiseses, Vortabie Milis,‘ ma’ Machines, l’achers, 
Mill Picks, Water Woeeis, ay) eye ead Gearing, specially 
g@dapted to flour mill's. Send f_r cuca, 
J.T. HOVE & 80 Buffalo, ¥. Y. 











Scientific American, 











Sturtevant "Blowers; and Differential I Paliey-Blocks: 
WAREROOMS, 10 ‘BARCLAY et NEW YORK, 
WORKS, PATERSON, NEW JERSEY. 





"SCHLENKER’S PATENT 


BOLT CUTTER 


ADDRESS, 
BUFFAL O.N_Y. 


WIRE ROPE. 
JOHN A. PARLEY, SONS 
TON, N. J. 
Pine Inclined Planes,3 Stand Shiy 
Bridges, Ferries, 8tays,or Guys op 

Nee Genes, Sash Co rda'of Co Copper and nee. Gentes 
Con tucters of Copper. ey Oftention given co hoist- 
tng cope of all as for Minesand Elevators. Apply for 
ice and othe: information. Sen for 
~ a on of Power by Wire topes. 
large 8 ock constantly ov hand at F rd York Warehouse. 

No. 117 Liberty street. 


‘TP’ RY THE VICTOR DRILL CHUCK.— 

Warranted to hold witha cisep of the hand. Tri- 

umphant at Vienna) HUBBARD & CURTISS MANU- 
FACTURING CO., Address Middletown, Conn. 


New ‘/NVENTION. 
HOWARD IRON Works 














sf 
es 
Ft —| 
Sh 
UNIVERSAL JAW 38 
DRILL CH U CK. 38g 
Retw’s PaTENT. yee 13, ae. =. 
Le arene Baie it 
anate eh Rt , will hold without ues :$ 
ping in the t try! orh-ap oneinch, inclusive. I 383 
Potion te a “iret. qu ck rand positive. Mechanical ovement, 
is such that it cannot clog, se’, or in any toutot or-2 a) 
der.” Has now been in constant use six mon ~ wor Dg= 4 
= perfectly. Every Chuckisroldon wllwarrant, t retura-2 o> 
= ‘ed and cash refunded {fnot entirel satisfactory. "Address 3 
sd ._A. HULL & CO., — ‘acturers, Danbury, Ut. = 9= 
Send for Illustrated Descript tive Circulars. [ee 
Todd & Rafferty Machine Co. LUBRIC TORS. 
The celebrat At mA rial SE ELOd En Lo aeade Oo ail torts of Machinery 
ec a le Cu ine; Lowe's : 
: Patent Tubular and Flue Bol ria 4h si ide Valve Sta. eee 5 ee a relleble igs all LE-ACT. 
tonary, sting, and Po e one, ers of a 
inds. steam Puinps, Mili Gearing, Shafting, &c, Stik, ING i LUB icAT9 wee "yl dere ts 
im t ford th Ne ing. ang sneataetareare ant and bs bap of stationary cnginee y 
D w Haven Machia- . 
ists’ Toole; for Judson’s Governors Valves: NAT & DREYFUS, 108 Liberty st. 








PORTLAND CEMENT, 


don Manufacturers 
From the best ing sutectare ond st. 
A Practical Treatise ov Cement fnrnished for cepts 





Easily attacnea to 


Seve fuel, and supp SRY Ww. BULELEY Bug eer. 





a Joerty ew York. 
Wor testing UvVens, Botler 
fiues, Blast furnaces, 


Super-Heated Steam, Ui! Stills, &€. 
aress Ps W. BULELEY 
vT d % Liberty St., New York. 

















ALUMINOUS 


W. iH. A. ROGERS © CO 
2 & $ College a New York. 





AND ORNAMENTAL 


UILDING PAPE 


PAPER CARPETING AND OIL CLOTH. 
SEND FoR SAMPLEs AND Price List. 


rf. pavis & CO 
oit, Wis. 











Babcock & Wilcox Pa’ Safety Boilers, 


», BALTID 





HOUSTON’S PATENT 
TURBINE WATER WHEEL. 


Simplest, Strongest, Cheapest. Best. 
In the test at agave the 
he 





the — Vw 
highest ever 
own ins reliable stand 


the highest qrore 3 4 
onlts ever o 

ca) use fis rn 

ae te ite superior- 

ity over all others. er- 

eon’s full report furnished on 

pppeewes. Send for Circu- 


jar. 

MERRILL & HOUSTON 
IRON WORKS, 

Belott, Wisconsin. 


STEAM BOILER AND PIPE 


COVERING 





OGARDUS’ PATENT UNIVERSAL EC- 
CENTRIC MILLS, for grinding Bones, Pot Shells, 
res, Old Crucibles, Fire Clay, G@uanos, Oil Cake, Feed, 
Corn, Corn and Cob, Tebacco, Snuff, sugar, Salts, Roots, 

| Spices, pe Flax-send, Asbestos, Mica, T 
matoes, Saw dust, Horn, and whatever cannot be 
ground by. by other. Mills, ioe, “for Paint 8, Printers’ inks, 
king, &c. JA a "BOG GARDUS, corner White 

and aa Streets, New Yor 


IDS AND PROPOSALS 
or the construction of the OTL CITY GAS 
ORKS Ss, and the supplying of the city with gas, will 
be received until ecem 1878, at 3 P.M. 
Bids must te accompante by ay Spasibeatioun, and 
detailed drawings, and must state the betes of construc- 
tion, and the lowest rate at which will be meneee 
to the city and consumers, fb thecify ther 
purchase the worse at such future time as may be 
after agreed upo 
Information in regard to the work soquired may be 
obtained at the city offices, or through the m 
The right to reject an ene all ee is nereoy. reserved. 
Commmucteations ® seed to the coe 
signed ISAAC i. ‘80 ERS, Mayor Oil City, Pa 


THE BEST So.tip EMERY 
WHEELS and patent Grinding Ma- 
chives are manufactured by the 
AMERICAN Twist DRILL COMPANY, 
Woonsocket, R. I. 








2” Every WHEEL AND EVERY 
MacuingE WARRANTED. 


Working Models 











Seves ten to ey per cent. CHALMERS SPENCE 
CO., foot E. 9th St 1202 N. 2nd 8t.. St. Louis, Mo. 


And Experimental Machinery, Metal, or Wood, made to 
order by J.F.W R. & Center st., N. ¥. 








Roo: , Deafening, 
otteanet pie 56 & 58 


BUILDING PAPER! 


+ Lining, and as a substitute for Plastering. send for Samples 
k Place, N. Y., or Kock Rrver Parer Co., Chicago. 











NEW YORK STEAM ENGINE CO. 


MANUFACTURERS OF 


Machinists Tools 


F_ ALL DESCRIPTIONS, 


98 Chambers St., New York. 
BUILDERS .etaeec nena 


ENGINE Se 
NEW H 








for Price List. 
AVEN | MANUFACTURING {23 


[i TANI 


Emery Wheels | | (E 
STROUDSRunt Ses MNO Co, 


JUST PUBLISHED! 

Facts and Sussestions regar¢cing the Right Choice and 
Right ¢ Use e f Solid Emery Wheels and Emery Grind- 
iag Machinery.” 124 pages. 

This Pamphlet is offered to the Public as the most 
somylete Manual on the subject of fme ad yet 
published. Sent, ra ea on receipt of nts 

Address THE E CO., readsbara, Pa, 


— — :0: ——_— 


HOW ABOUT YOUR PAY ROLL? 


Is not THs the time—now when worning forces are 
being setueod, —_= —_ men’s effort is to ste how FEW 
hands he « with—is not duis the time to 
pe carefully oe claims of _labor-savng tools? How 

= eso a Emery Grind: 

draw? “ee many men now verking wit 
Grindstone, and hy Chieet ene Vise, can be dis; 
wib by ruvninga Ro wie amnute? How 
many Pay Roi Swelling. eho 8, t take to do, with 
Vise and File, what ong man will a. with that never- 

dulling Rotary Maye “mery Wheel? Thet File 

whose i foot te feet als of Adamant, and whose spee 

eet. 














1873 and 1874. 
oe Free. 


re Blacksm: * Model Makers’, Pattern Ma- 
uilaers’, Plano Makers’, and Tools and 
or rail Classes of Mechanics 
. J. WILKINSON ¢ “CU., Boston, Mase 


THE PULSOMETER. 


The simplest, most durable and eftectivc 
steam pump now ip use. Wil) pump gritty 
or muddy water without wear or injury tc 
its parts. It cannot get out of order. 

Branch psn, shaee. :—11 Pemberton 
as8.; 1827 Market St., 
59 Wells Street, Chi- 
cay), lll.; "Lad aa , a Exposition 
New Orleans, La.; 811 & 818 No. Secon 
Street, St. Louis, Mo 
C. HENRY HALL @ Cu., 0 Cortlandt St., V.Y. City. 


Workers Wanted 


For WOOD’S HOUSEHOLD MAGAZINE, 


which, with its Premiums, is one of the most attractive 
in the country. 


Price of Magazine, 


ONE DOLLAR 


A YEAR. 


Commissions liberal, offering a lucrative and agree. 
able business to those willing to give it properattention. 


Vol. XIV. begins with January, 1874. 
Examine our Clubbing & Premium Lists. 


Two first-class periodicals for the price of one. 
¢@” For specimen Magazine and further information, 
Address, 
WOOD'S HOUSEHOLD MAGAZINE, 


Newburgh, N. Y. 
8. E. SHUTES, Publisher. 


ag 


a 


















[NovEMBER 29. 1873. 





ee Dl BLAISDELL & C0, 


Patent Drill i Presses, with Quick 
Return Motion, 


In the Market, alse other Machinist 
SEND FoR CUTS. 
WORCESTER, MASS. 


OGERS’ TANNATE OF SODA, against 
incrustation in boilers; peeperetty, approved vs 


d SNL 
S—COSTIN CENTS—DAILY, WL 
eeee CLE oe AVERAGE 4 











Tannate of Soda, for above 
— under potrute. Any to 
@ ronely prosecnt 


u is our EXCLUSIVE 
stacnts of s of same will be 


INDEPENDENT 


BOILER FEEDERS 


ATAL f 


COPE &MAXWELL MFG.CO. 


HAMILTON.OHIO 
NEARLY 1.000 NOW IN USE. 


We eer thave Planers to ourc»stomers, believing them 

to ve the best for the pence thet can be found. Thev will 
plane thinner ‘and t unlcber. plane 
more and ‘io it better than 








other of their we gnt ard fast 


anJ,at thesame time, less 7 
to get out of order. ‘‘hese p 
ers are — able of earning t 4 
selves and paying the expense of 
runving them in from eight to 
ten days. They have met with 
merived success wherever they 
have been introduced, and never 
fail to give entire satisfaction. 
They will plane 5}¢ inches thick, 
and donne 474 one 41 + in 
ss,and in quantity from to eet in ten 
noes Their extremely 107 price brings them withio 
the reach of those of smaller means, and their smal] size 
(8xd feet) adapts them to Many & inal! shops, where a 
lirge planer could not be used: and their simp icity rep- 
ders them ea<y to be handled vy the inexperienced. We 
manufacture three sizes, 4: J eituer single or duuble 
rollers, 16, 20 and 24 inches « 












Price of 16 inch Planer, single ‘roller ietobadabeey $105.00 
2 * 2 ~—— 8 ‘cecvcccccceroees 120.00 

o 2 4 “ ae. adsentyionenennt 140.00 
Price to plane by inch wide. double roller. ‘ br 4 
Price of Countershaft ant Hangers ... v.00 
Extra Cuvters, per pair, = inch. i2 





lustrated c'rculirs, sent free, address GEORGE 
eke! Manufacturer ef vWechanics’ Tools and Light 
Machinery, Buffalo, N. Y. 








HAMPION SPRING MATTRESS—The 
latest and best tm +t ge Do you w 
nealthy and comfortable Here tt ts. The softest 

at, pest caaaies and durable Spring Bed 
ld by all leading dealers. No stocks com- 
plete without it. phan be composed of tenacious tem- 
prings, 60 ——— the os is equally 
distrfbuted. ly moved or carri t the house. 
Can be lifted, turned, or rolled up like . pcinakel. Both 
sides alike. No frame.ro wooden slats, po La May 
be usea on floor without bedstead. No under re- 
wees. Needs only half tapgenene of hair mat hang The 
gular size double bed, 4 ft. 6in. oy 6 ft., contains 1m 
steel upholstery springs and weigns only thirty 
ibs. More springs oe our money tn this bed than = bony 
other. Warranted nofseless. Any sizes made to 
Send for pistortal Cireular, Retail price of ‘double hed 
ay Satpped. ty single bed or nantity, i + = to 0 
e werld. ‘iberal ecount to the trade. 8 want- 
ed. Gnempioa + Mattress Co., Makers, a ‘Cham. 
bers S8t., cor. C » New York. 


R ANSOM a7Pue CON DENSER perfects 

and maintains vacuum on Steam Engines at cost of 
one ver cent its value. and by its ase Vacuum Pans are 
rap witn fuil vacuum without Air Pump. Please call at 
the Company’s office, Buffalo, N. Y. Circulars sent to 
any address. 














The SCIENTIFIC AMERICAN ts devoted to the inter- 
ests of Popular Sci ,the Mechanic Arts, Manufac- 
tures, Inventions, Agriculture, Commerce, and the - 
dustria! pursuits generally, and is valuable and instruc- 
tive not only in the Workshop and Manufactory. but also 
in the Household, the Library, and the Reading goom. 
The Best Mechanical Paper im the World 


A year’s numbers contain over 800 pages and several 
hundred engravings of new machines, useful and novel 
inventions, manufacturing establishments, tools, and 
processes. 

To the Mechanic and Manufacturer ! 

No person engaged !p any of the mechanica! pursuits 
should think of doing without the ScrENTIFIC AMERI- 
can. Every number contains from six to ten engravings 
of new machines and inventions which cannot be found 
fn any other publicatica. 





“ TERMS. 

Une copy, one year $8.00 

One copy, six months 16 

Une copy, tour months 1.00 

One copy of Scientific Ameriean for one year, and 
one copy of engraving, “Men of Progress’ - 10.0% 

One copy of Scientific American for one year, and 
one copy of “Science Record,” for 1878 - - 450 


Remit by postal order, draft or e press. 

The postage on the Scientific Amer can ts five centspef 
quarter, payabie at the office waere received. Canac& 
subscribers mast remit, with subdscription, 4 cents ext? 
Lo pay postage. 

Address all levers and make all Post Office orders and 
drafts payabie to 


, uz q « & SO. TORE. 








8 scarce Labor Saving Tools are cheap 


OPE. 


John W. Mason & Co., 48 Broadway, New York. 


GE “ Scientific American ” is printed with 





one. ENEU JOHNSON & CO.’s INK. Tenth and 
bard sts. Philadelphia, and 59 Gold st., New York. 





